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The in-situ conditions are critical for the performance of Borehole Heat Exchangers (BHEs). 
However, in practise they are often not adequately considered, overwhelming the potential of 
these systems. This thesis focuses on the accurate estimation of the in-situ characteristics and 
on their influence on the design and the behaviour of BHEs based on an in-situ study of an 
heterogeneous bedrock in a semi-urban environment (campus of the University of Liege, 
Liege, Belgium). The experimental site consists of four double-U BHEs, of about 100 m 
long, installed over a surface area of 32 m² and equipped with fiber optic cables. Several 
temperature measurements and Distributed Thermal Response Tests (DTRTs) were 
conducted in situ in a period of four years, including a long-duration DTRT (heating phase of 
7 months), during which temperature was measured by the fiber optics in all the four 
boreholes. These measurements create a unique data set, that allows to investigate the BHE 
behaviour for longer heating periods, to study the effect of various factors on the temperature 
field evolution at the heterogeneous bedrock at the in-situ scale and to evaluate the 
contribution of temperature borehole logging to the optimisation of BHEs.   
 
The effect of urbanisation is studied based on the in-situ measurements and on 3D numerical 
modelling and its influence on the design is expressed in terms of the maximum extracted 
power. The subsurface characteristics are correlated with the measured fiber optic profiles 
and the potential of temperature borehole logging for optimising the design of BHEs in 
practise is presented. The accuracy of the thermal response test results in the case of 
insufficient test rig insulation is investigated and recommendations are provided regarding 
the interpretation of the data by the widely applied Infinite Line Source model. The in-situ 
measurements during the long-duration DTRT are presented and analysed, together with a 3D 
numerical model of the test. In this case-study, the possible variation of the effective thermal 
conductivity along the layers and the air temperature variations during the test do not seem to 
have a dominant effect on the BHE behaviour during the whole heating phase. The 
controlling factors for the temperature field evolution in the surrounding rock mass (bedrock 
heterogeneity, the air temperature variations, the distance to the heating source and the 
thermal effects at the borehole bottom end) are detected in the measured profiles and their 







Les conditions in-situ sont cruciales pour la performance des forages géothermiques 
(borehole heat exchangers, BHEs). Néanmoins, dans la pratique elles ne sont souvent pas 
suffisamment prises en compte, limitant le potentiel de ces systèmes. Cette thèse se concentre 
sur l'estimation précise des caractéristiques in situ et sur leur influence sur la conception et le 
comportement des BHEs. Une étude in situ a été entreprise dans un bedrock hétérogène et 
dans un milieu semi-urbain (campus de l'Université de Liège, Liège, Belgique). Le site 
expérimental est constitué de quatre sondes géothermiques en double-U, d'une longueur de 
100m, installées sur une surface de 32 m² et équipées de fibres optiques. Sur une période de 
quatre ans, plusieurs mesures de température ont été réalisées en tête de forage (test de 
réponse thermique, TRT) et le long de celui-ci grâce aux fibres optiques (DTRT). Elles 
incluent un DTRT de longue durée (phase de chauffage de 7 mois), au cours duquel la 
température a été mesurée par fibres optiques dans les quatre forages. L’ensemble de ces 
mesures forment une base de données unique, qui permet d'étudier le comportement des 
BHEs pour des périodes de chauffage plus longues, d'étudier l'effet de divers facteurs sur le 
champ de température dans le bedrock hétérogène à l'échelle in situ et d'évaluer la 
contribution de diagraphies thermiques à l'optimisation des BHEs. 
 
L'effet de l'urbanisation est étudié sur base des mesures in situ et sur la modélisation 
numérique 3D. Son influence sur la conception est exprimée en termes de puissance extraite 
maximale. Les caractéristiques du sous-sol sont corrélées avec les profils de température et le 
potentiel de diagraphies thermiques pour optimiser la conception de BHEs dans la pratique 
est présenté. La précision des résultats des tests de réponse thermique dans le cas de 
l'isolation insuffisante du module est étudiée et des recommandations sont fournies en ce qui 
concerne l'interprétation des données par le modèle largement utilisé de la ligne source infinie 
(ILS). Les mesures in situ au cours du DTRT de longue durée sont présentées et analysées, 
ainsi qu'un modèle numérique 3D du test. Dans cette étude de cas, la variation possible de la 
conductivité thermique effective le long des couches et les variations de température de l'air 
pendant l'essai ne semblent pas avoir un effet dominant sur le comportement du BHE pendant 
toute la phase de chauffage. Les facteurs critiques de l'évolution du champ de température 
dans la masse rocheuse environnante (hétérogénéité, variations de température de l'air, 
distance à la source de chaleur et effets thermiques à l'extrémité inférieure du forage) sont 
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Chapter 1 - Introduction 
 
Geothermal energy consists in the heat stored in the Earth. Heat is stored by solar radiation 
and is also continuously generated inside the Earth mainly by the decaying of radioactive 
isotopes, such us potassium, uranium and thorium, and by the expansion of the Earth's core 
(latent heat). This heat, as well as the one remaining from the formation of the Earth, flows 
towards the Earth's surface (Clauser, 2006) (Figure 1.1). Given that this is a continuous 
process, geothermal energy is classified as a renewable source of energy. The continuous heat 
flow results in an increase of the temperature inside the Earth with depth. The rate of this 
temperature increase, the geothermal gradient, reaches an average value of 2.5 °C/km depth 
close to the surface in stable tectonic areas. At the Earth's surface, manifestations of 
geothermal energy include volcanic eruptions, geysers, hot springs etc.    
 
 
Figure 1.1 - Map of Earth's surface heat flux (mWm
-2
) (Davies and Davies, 2010©) 
 
 
1.1 Uses of shallow geothermal energy 
 
The potential of geothermal manifestations was exploited in ancient times for cooking, 
bathing and health care (Kepinska, 2003). In South America, Incas developed bathing 
facilities close to hot springs areas and used pipes to supply hot and cold water.  
Balneotherapy (spa treatment) has been practised in Greece, New Zealand, China and Japan. 
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Roman natural and artificial baths (Figure 1.2, left) became the trademark of the roman 
period, reaching a number of 1.000 in the third century in Rome (Cataldi and Chiellini, 
1995). Between the 13th and 16th century, thermal spas became popular all over Europe and 
the construction of the first geothermal heating district system started in France. In the 
following centuries, mining industry revealed the geothermal gradient effect on the 
underground temperature in several locations in Europe and America (Stober and Butcher, 
2013). This, in combination with the rapid development of thermodynamics of the 19th 
century, opened up new horizons on the geothermal energy exploitation. In 1904, the first 
geothermal power plant was developed in Landerello, Italy, followed by others in New 
Zealand (1958), Mexico (1959) and USA (1960) (Quick et al., 2010) (Figure 1.2, right). In 
1912, the idea of the ground source heat pump was documented in the patent by Heinrich 
Zoelly, where he proposed the use of a heat pump for extracting heat from the ground. Based 
on this idea, geothermal energy could be widely utilised for covering energy needs of 
individual and collective buildings. The first operational installation was recorded in 1940s, 
in Indianapolis (USA). In Europe, the first horizontal and vertical ground heat exchanger 
applications were documented in 1970s and 1980s (Sanner, 2001).   
 
 
Figure 1.2 - Roman baths in Bath, England (left, wikepedia©) and geothermal power plant in 
Larderello, Italy, ca. 1950 (right, US. National Archives, ThinkGeoEnergy©) 
 
Nowadays, geothermal energy is utilised for electricity production (indirect use) by taking 
into advantage great temperatures until great depths (a few km, deep geothermal energy). 
Direct utilisation of geothermal energy includes several applications, such as geothermal heat 
pumps, space heating, spas, balneology, green house heating and agricultural drying (shallow 
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geothermal energy). Shallow applications also include energy geostructures, where 
geothermal systems are embedded in concrete elements, such as piles, foundation slabs, 
retaining walls and tunnels (Brandl, 2006; Laloui and Di Donna, 2013; Barla et al., 2016). 
According to Lund et al. (2011), the increasing worldwide energy use of direct utilisation 
applications over the last decades is mainly attributed to the popularity and to the 
significantly increasing number of geothermal heat pumps installations. The equivalent 
number of installed units (12 kW) for 2005 was approximately 1.3 million, more than double 
of the one reported for 2000 (Lund et al., 2005). In a five year period (2005-2010), the 
corresponding number became 2.7 million with a worldwide installed capacity in the order of 
33000 MWt and annual energy use of 20000 TJ/yr.  
 
Shallow geothermal heat pump systems (<400 m depth) exchange heat with the ground either 
by circulating the groundwater through two separate wells (Ground Water Heat Pumps, 
GWHPs) or by circulating a fluid in closed pipe loops embedded in the ground mass (Ground 
Source Heat Pumps, GSHPs) (Preene and Powrie, 2009; Florides and Kalogirou, 2007). In an 
open-loop system, the extracted water is usually reinjected into the aquifer (Figure 1.3). 
These systems are quite efficient for large power demands, such as for hospitals, airports or 
data centers. However, their applicability is limited by the local hydrogeological conditions 
(groundwater resources and aquifer capacity) and by environmental risks (potential impact on 





Figure 1.3 - Open-loop geothermal heat pump system (after Earthtest Energy©) 
 
Contrary to open-loop systems, closed-loop systems do not require the presence of an aquifer 
and provide limited environmental risks, mainly associated with the potential leakage of the 
circulating fluid. There are two main categories of closed-loop systems: horizontal systems 
and vertical systems. Horizontal systems consist of pipe loops in various configurations (e.g. 
in series, in parallel, basket-type, "slinky"-type), embedded in the first meters of the ground 
(Figure 1.4). These systems are suitable for lower power demands such as individual houses 
and they have a limited capacity (typically required length of 35-60m per kW; Florides and 
Kalogirou, 2007). Vertical closed-loop geothermal systems, also known as Borehole Heat 
Exchangers (BHEs), consist typically of one or two U-pipe loops of high-density 
polyethylene installed in a borehole (Figure 1.5). Other configurations include concentric or 
coaxial pipes. A grouting material is injected in the borehole to enhance the heat transfer 
between the circulating fluid and the surrounding ground and to prevent environmental risks 
(e.g. aquifer contamination). It is also possible that the borehole is filled with groundwater 
(e.g. in Sweden). These systems are more efficient than horizontal systems, since they take 
into advantage the annual constant ground temperature at depth. Their capacity varies 
between 20 W/m - 80 W/m, depending on the ground thermal properties (VDI 4640). They 
are widely used for heating and cooling of individual and collective buildings (Bayer et al., 
2012), since they can be applied in many hydrogeological contexts, are more efficient than 











Figure 1.5 - Vertical closed-loop geothermal systems (after CREGE©)  
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The geothermal pipes are connected to the heating system through a heat pump, installed 
inside the building. During operation, heat is transferred from the ground to the circulating 
fluid and the heat pump increases the fluid temperature at levels suitable for heating 
purposes. This is achieved by changing the state of the working fluid inside the heat pump 
(evaporation, compression, condensation and expansion) (Figure 1.6). The procedure is 
inversed for cooling purposes. The efficiency of the heat pump is expressed by the coefficient 
of performance (COP), defined as the ratio of the heat delivered by the pump to the 
(electrical) power required for its operation (Banks, 2009). 
 
 
Figure 1.6 - Working principle of a heat pump connected to a BHE (Banks, 2009©) 
 
1.2 Benefits and limitations 
 
Compared to other heating systems (air source heat pumps, electric heaters, oil or natural gas 
boilers), geothermal heat pumps can provide economical and environmental benefits. 
Although the installation cost is often higher, they have low operating costs and are highly 
energy efficient in addition to being sustainable. The operating cost consists in the electrical 
consumption required for the heat pump and the circulation pump operation. The typical COP 
is 3-5, which means that the delivered energy (heat) is equal to 3-5 times the consumed 
energy (electricity). This COP is the highest among the different systems, considering that in 
some of them (e.g. oil or natural gas boilers) more energy is consumed than produced 
(COP<1). However, geothermal heat pumps, in particular BHEs, have typically higher 
installation cost than other heating systems (Figure 1.7). This cost consists in the heat pump 
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cost and in the borehole drilling and equipment cost, as well as in a permitting study cost in 
the case of open-loop systems depending on the policies. The drilling and equipment cost can 
have a share of more than 50% of the total installation cost (Blum et al, 2011; Buckley et al., 
2015). Self et al. (2013) studied the overall cost of different heating systems for several 
countries in Europe. In most of them, geothermal heat pumps are economically advantageous 
compared to other heating methods, considering a lifespan of 20 years. The economical 
benefit depends on the prices for electricity in each country compared to the those of fuels, 
such as natural gas or oil, and it is increased in the case that the existent geothermal heat 
pump system is used also for cooling. Moreover, geothermal heat pump installations tend to 
increase the property value of the building and financial support is provided in several 




Figure 1.7 - Example of installation and annual running cost for different heating solutions (200 m² 
house in Ireland, annual heating demand of 100 kWh/m²) (Buckley et al., 2015©) 
 
Concerning the environmental benefits, geothermal heat pumps can contribute to the 
reduction of  greenhouse gas emissions and to the counteract of global warming. Geothermal 
heat pumps do not emit directly CO2, since they do not include burning processes. However, 
electricity is required for the operation of the heat pump. The environmental benefits of 
geothermal heat pumps will vary in each country, depending on the applied technology for 
electricity production (Rybach, 2010). In the case that electricity is produced by low CO2 
emitting power plants, the CO2 emissions related to geothermal heat pumps will be limited. 
This makes GSHP installations favourable in countries such as Norway, France, Belgium, 
Sweden, Austria and Switzerland (Bayer et al., 2012). In the case of high CO2 emitting power 
plants (e.g. coal-fired power plants), geothermal heat pumps contribution to CO2 emissions 
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will be increased, but it will still remain lower than other heating systems utilising electricity 
(Self et al., 2013).    
 
Half of EU's annual energy is consumed for the heating and cooling sector (industry, space 
heating/cooling, agriculture etc.), which is greater than the required energy for transportation 
or electricity (Figures 1.8 and 1.9). More than 70% of the required energy for the heating and 
cooling sector is generated by burning fossil fuels (natural gas, coal, oil), while renewable 
energy applications contribute at only 18%. The EU's energy target is to increase the share of 
renewable energy at 20% by 2020 and at 27% by 2030. Viable solutions would allow to 
reduce the CO2 emissions, lower the citizens' expenditures for heating and cooling and reduce 
the energy consumption in industry (European Commission - Fact Sheet, 2016). Despite the 
applicability and the potential of GSHPs, geothermal energy accounts for less than 1.5% of 
the energy consumption in the heating and cooling sector, with an uneven distribution among 
the different countries (Table 1.1). Approximately one third of the European GSHPs in 2008 
was based in Sweden, where the highest greenhouse gas emission savings were observed. 
France and Germany follow, with similar numbers of installed units and growth rates. The 
greenhouse gas emission savings are much higher in France, where nuclear power plants are 
dominant, compared to Germany, where coal has the highest share on electricity generation. 
A relatively significant increasing number of installations is also observed in Switzerland, 
where more than 2000 km of BHEs were drilled only in 2009. In other countries, despite the 
increasing number of installations, geothermal heat pumps appear to be still at early stage. 
This is also the case for Belgium, where the CO2 emission factor for electricity is relatively 
small (0.37 kg/kWh) and shows, after France and Switzerland, the highest potential on 
greenhouse gas savings by a wide application of GSHPs (Bayer et al., 2012).  
 
 
Figure 1.8 - Final energy use in EU-27 by type of energy (left) and for heat by individual sector 




Figure 1.9 - Share of space heating demand of total heating/cooling demand by country (final energy) 
(European Commission- Fact Sheet, 2016©) 
 
 





Factors that prohibit the wide application of these systems include the non-standardized 
design, the regulative framework and the limited information availability. National standards 
or guidelines exist only in a few countries in Europe (e.g. Germany, Sweden, France, UK, 
Switzerland), and the regulative framework can often be non-existent or inappropriate (Jaudin 
et al., 2013). Another major issue is the high capital cost, especially for BHEs, which can 
result in long payback periods (typically until 20 years). Moreover, although there are 
systems operating for more than 30 years, the warranted life span of geothermal heat pumps 
is limited to 20-25 years (Self et al., 2013). Subsurface characteristics are among the critical 
parameters for the design and the long-term behaviour of BHEs (MIS 3005; VDI 4640; Luo 
et al., 2016). Though, in practice, they are often not adequately considered (Blum et al., 
2011). This can result in increased capital costs, in the case of oversizing, and to malfunctions 
or short life spans, in the case of undersizing, overwhelming the potential and the 
applicability of these systems.  
 
 
1.3 Literature review 
 
Dehkordi and Schincariol (2014) studied the influence of several factors on the thermal 
performance of a single-U BHE by numerical modelling. Doubling the ground thermal 
conductivity can result in an increase in the specific heat extraction rate in the order of 50%, 
in short-term (6 months) as well as in long-term (25 years). Contrary to the thermal 
conductivity, the volumetric heat capacity of the ground has a negligible effect on the 
performance of BHEs. The undisturbed ground temperature influence is critical, since a 
variation in the average ground temperature of 25% modifies the heat extraction rate by 
approximately 25%. Kurevija et al. (2014) studied the effect of a high geothermal gradient 
(55 °C/km) on the design of BHEs, for a case study in Zagreb, Croatia. They concluded that 
estimating the ground temperature by including the influence of the geothermal gradient can 
result in a decrease of the required pipe loop length, in the order of 4% - 7% for the different 
investigated borehole array grids. Therefore, an accurate estimation of the in-situ ground 
thermal conductivity and of the undisturbed ground temperature is crucial in order to 
optimise the design and to assure the long-term efficiency of BHEs. The variation of ground 
thermal conductivity with depth is particularly important, since the detection of highly 
conductive zones will allow an optimization in terms of the required number and length of 
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BHEs. Moreover, any possible variation of the ground thermal conductivity in space could 
affect the long-term behaviour of the system, especially in the case of long heating or cooling 
periods.   
 
 
1.3.1 Undisturbed ground temperature: in-situ determination and urbanization effect 
 
Concerning the undisturbed ground temperature distribution, three zones can be typically 
distinguished (Popiel et al., 2001). In the surface zone (until ~1 m depth), ground temperature 
is strongly affected by the weather conditions. In the shallow zone, varying from 1 m to 20 m 
depth depending on the local ground type, temperature is mainly influenced by the seasonal 
weather conditions. At the end of this zone, ground temperature is close to the average annual 
air temperature. The deep zone follows, where temperature is invariant with time and 
increases with depth according to the local geothermal gradient (Figure 1.10). Deviations 
from this distribution can be observed in the case of groundwater flow, varying ground 
thermal properties and/or anthropogenic effects (e.g. construction, agriculture, industry).       
 
 
Figure 1.10 - Influence of weather conditions and geothermal gradient on the undisturbed ground 




In urban areas, elevated ground temperatures have been observed worldwide (Zhu et al., 
2010; Menberg et al., 2013). They are often characterised by a zero or negative temperature 
gradient extending to depths more than 50 m (Banks et al., 2009). Several researchers relate 
this phenomenon to urbanization and other anthropogenic activities (Figure 1.11). For 
example, Yamano et al. (2009) detected a significant increase of the ground temperature (by 
up to 1 °C) above a depth of 75 m, based on borehole temperature measurements conducted 3 
years before and 6 years after the construction of a museum building in Japan. They related 
their observation to the ground coverage around the borehole due to the museum building, 
and/or to the disposal of artificial sediments (6.7 m thick) that modified the ground surface 
level, sometime between 2 and 11 years before the first measurement. In terms of spatial 
impact, Liebel et al. (2011) presented temperature profiles of four boreholes which are 
located in different distances from a school building in Norway. They observed that the 
ground thermal disturbance decreases proportionally to the increasing distance to the school 
building. Ferguson and Woodbury (2007) conducted a spatiotemporal survey with repeated 
temperature measurements in a period of 7 years, in wells in the area of Winnipeg, Canada. 
In one well, 3 m away from a building reoccupied in the last 20 years, they observed a 
warming trend in the subsurface. In another well, located in an area covered with grass, a 
cooling trend was observed, mainly attributed to the demolition of buildings in the area 
during this period.      
 
 





In these studies, elevated temperatures and negative temperature gradients are attributed to 
the urbanisation effect mainly based on observations of buildings presence and occupation 
close to the measurement locations. However, to the author's knowledge, this has not been 
further validated, for example with numerical modelling. This would also allow to provide an 
indication of the temperature field evolution with time in the surrounding ground and to study 
its effect on the design of BHEs (section 1.4).  
 
The undisturbed ground temperature is determined in-situ by mainly two methods (Spitler 
and Gehlin, 2015). The first method consists in temperature logging along the borehole, 
usually by lowering down a temperature probe inside the U-pipe and measuring the 
temperature at several depth intervals. The second method consists in circulating the fluid 
inside the pipe loops without heat injection and recording the temperature at the pipe inlet 
and outlet. Both methods assume that a thermal equilibrium has been reached between the 
fluid inside the pipes and the ground and they estimate the mean ground temperature over the 
depth of the BHE by averaging the measured data. The accuracy of the first method (borehole 
logging) depends on the accuracy of the measurement equipment and on the chosen depth 
interval. It is recommended to lower down the temperature sensor slowly, to prevent as 
possible any disturbance of the water, and to apply sufficiently small depth intervals, in order 
to capture the possible variations of the ground temperature with depth. The latter could 
allow to detect any deviations from the typical undisturbed ground temperature distribution. 
The ground temperature profile can also be obtained by installing temperature sensors or 
fiber optic cables along the borehole. The second method (during fluid circulation) is widely 
applied, since it consists in the preliminary phase of a Thermal Response Test (TRT), as 
described later in this section, and has a typical duration of 2 h - 12 h (Loveridge et al., 2013).  
Though, apart from the measurement equipment accuracy, the estimated mean ground 
temperature by this method can be affected by the heat added to the circulating fluid due to 
friction and the pump work, as well as by the possible thermal interaction between the 
circulating fluid and the ambient air. 
 
Gehlin and Nordell (2003) compared the two above methods in a single-U BHE of 58 m 
long, filled with groundwater in a hard crystalline rock in Sweden. First, they lowered down a 
temperature sensor inside the borehole and measured the temperature at intervals (every 1 m 
for the first 10 m and every 2 m for the rest). Then, they circulated a water/glycol mixture 
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inside the pipe loop for 77 min. For the first few minutes of circulation, the recorded 
temperature was in good agreement with the one of the borehole logging (within 0.1 °C). 
After about 15 minutes of circulation, a constantly increasing temperature was recorded, 
resulting in an overestimation of the ground temperature (of 0.4 °C after 30 min and of 2 °C 
after 60 min). They attributed it, for their case study, to the heat added to the system by the 
pump work itself. Moreover they suggested that taking the minimum recorded temperature 
for the estimation of the initial ground temperature (Kavanaugh et al., 2001) could lead in 
strongly underestimated temperature in case of low ambient temperatures during the test. 
Loveridge et al. (2013) measured the undisturbed ground temperature in a 150 m deep BHE 
in London Basin. They obtained the ground temperature profile by fourteen thermistors 
attached along the U-loop and by lowering a thermistor string at 5 m intervals into the pipe 
loop. Both data sets showed the same trend, with a greater scatter in the installed thermistors 
measurements. They also estimated the mean ground temperature by fluid circulation in the 
pipe loops for 15 h. The mean temperature by the thermistor string (13.4 °C) was in between 
the range of the recorded fluid temperature during circulation (13.3 °C - 13.5 °C). Acuña et 
al. (2009) presented measurements in a BHE in Sweden, of about 260 m long, where a fiber 
optic cable was located inside the U-pipe. They determined the undisturbed temperature from 
the optical fiber measurements, with a measurement length interval of 10 m, before and after 
24 hours of fluid circulation. They observed an increase of the average temperature of 0.09 
°C during the fluid circulation and they mainly attributed it to the circulation pump work.  
 
These studies mainly focus on the effect of the pump work on the accuracy of the undisturbed 
ground temperature estimation. Another important factor is the insufficient equipment 
insulation, since it can result in oscillations in the recorded temperature evolution, as it is 
widely illustrated in the heating phase temperature measurements. It would therefore be 
interesting to investigate if the thermal interaction between the circulating fluid and the 
ambient air can result in a significant error on the undisturbed ground temperature estimation 







1.3.2 Thermal Response Test and interpretation by the Infinite Line Source model  
 
The in-situ ground thermal conductivity, as well as borehole thermal resistance, are usually 
obtained by conducting a Thermal Response Test (TRT). Spitler and Gehlin (2015) presented 
a review on the development of the test equipment, the test procedure and the different 
interpretation analyses. The typical equipment for a TRT (Gehlin, 2002) consists of a pump 
(to circulate the fluid inside the pipes), an electric resistance heater (to inject constant heat), 
temperature sensors (to measure the temperature) and a data logger (to record the 
measurements during the test). The equipment is connected to the BHE pipes and insulation 
layers are attached around the pipes to minimize the heat transfer between the circulating 
fluid and the air (Figure 1.12). Before starting the test, water is circulated at high flow rate to 
purge air from the system. After purging the air, the first phase of the test starts. During this 
phase, water is circulated inside the pipe loop to achieve equilibrium between the water and 
the surrounding ground and to obtain the undisturbed ground temperature. The second phase 
consists of a continuous water circulation with usually constant heat input. After the heating 
period, the system is left to recover. During the test, temperature is recorded at the pipe inlet 
and outlet. Based on the measured data, the mean thermal conductivity of the surrounding 
ground and the mean borehole thermal resistance can be calculated.  
 
    
Figure 1.12 - Pipe insulation procedure and TRT equipment 
 
The measured data are widely analysed by applying the simple, analytical solution of the 
Infinite Line Source (ILS) model. This model describes the heat propagation in an infinite 
homogeneous medium subjected to a infinite line source embedded along the vertical axis. 
The line source injects constant heat continuously since time zero and heat flows by 
conduction in the surrounding medium in the radial direction. Carslaw and Jaeger (1959) 
16 
 
gave a simplified form of the line source solution for the temperature at time t and at distance 
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where q: the heat flux per unit length produced by the infinite line source (W/m),  
λ: the thermal conductivity of the medium (W/mK), 
α: the thermal diffusivity of the medium (m²/s), 
γ≈0.5772 is Euler's constant and 
T0: the initial temperature of the medium (K). 
 
 
Figure 1.13 - Temperature evolution at certain distances from the line source (simplified ILS solution; 
Carslaw and Jaeger, 1959) 
 
This simplified expression is valid for steady-state heat transfer conditions within the radius r 
and results, due to the mathematical simplifications, to a maximum error of 2% for / ² 5t r   
(Hellström, 1991). To apply this solution to BHEs, Mogensen (1983) introduced the borehole 
thermal resistance, Rb, and considered the mean fluid temperature, Tf, as the mean of the pipe 
inlet and outlet temperature. By using the simplified line source solution the mean fluid 





















where rb: the borehole radius (m).  
 
In this expression, the mean fluid temperature evolution is a line in a semi-log scale, 
ln( )fT a t b   (Figure 1.14). The mean thermal conductivity and the mean borehole thermal 
resistance can be calculated from the slope a and the constant b, respectively. It should be 
noted that the results from this approach correspond to the mean values of the effective 
ground thermal conductivity and borehole thermal resistance. The effective ground thermal 
conductivity includes possible effects of heterogeneity, of groundwater flow and of the initial 
ground temperature field in combination with the applied mode (heating/cooling). Factors 
that influence the effective borehole thermal resistance include the borehole diameter, the 
grouting properties and the pipe loop position at the borehole cross section, as well as the 
applied flow rate and the pipe legs interaction. 
 
 




The simplified ILS solution is valid for steady-state heat transfer condition inside the 
borehole, which is generally achieved after 1 h -12 h of operation for normal borehole sizes 
and ground conditions (Spitler and Gehlin, 2015). Before reaching the steady-state, the fluid 
temperature evolution is dominated by the borehole filling properties and, therefore, the 
corresponding data should not be included in the linear interpolation of the TRT data. This 
solution also requires that sufficient time has elapsed for the mathematical simplifications to 
be valid. It is proposed for / ² 5 /bt r  , indicating that the results are inaccurate for small 
distances from the borehole center and/or for short time periods. Moreover, the ground is 
considered as an homogenous and isotropic medium with uniform initial temperature field. 
Other assumptions of the ILS model are the simulation of the BHE as an infinite long line 
and that the temperature distribution is radial, which indicate that the thermal effects at the 
ends of the borehole are negligible. Philippe et al. (2009) compared the ILS model with the 
Infinite Cylindrical Source (ICS) model, where the heat transfer rate is imposed at the 
borehole wall instead of its center,  and the Finite Line Source (FLS) model, which can 
include the thermal effects at the ends of the borehole (Figure 1.15). For a typical borehole 
radius of 0.05 m, they calculated a difference between the ILS and ICS results of less than 
10% after 10 h of operation, decreasing to 1% after 2.6 days. The thermal effects at the 
borehole ends become important after several years of constant heat transfer rate and for short 
BHEs. For example, the calculated borehole wall temperature by the ILS model was found 
overestimated of 5% after 6 years for a 50 m long BHE and after 30 years for a 100 m long 
BHE (α=0.53 10-6 m²/s). They concluded that, for typical operational conditions, the 
maximum error in the borehole wall temperature based on the ILS model is 5% for time 
limits between 13 h to 18 years. In practice, the typical duration of the TRT is 50 h - 60 h, 
with proposed values in literature varying from 12 h to 60 h (Singorelli et al., 2007; Rainieri 
et al., 2011; Spitler and Gehlin, 2015). Considering the typical duration of the TRT and the 
results presented previously by Phillipe et al. (2009), the error of the ILS model interpretation 
associated with ends effect and the BHE dimensions will be limited. Singorelli et al. (2007) 
conducted numerically TRTs and analysed the results by applying the ILS model. They 
studied, among others, the effects of the test duration and of the ground heterogeneity, by 
comparing the analytically obtained thermal conductivity with the one assigned to the 
numerical model. For the investigated heterogeneous cases, the obtained thermal conductivity 
values were lower than the one of the homogenous case, with small differences for the 
different operation modes (heating/cooling). Though, all the cases (homogeneous and 
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heterogeneous) resulted in an error less than 10%, for conduction dominated heat transfer. 
They proposed that a test duration of 50 h can provide a satisfactory estimation of the ground 
thermal conductivity, in the case that groundwater effects are not dominant.  
 
 
Figure 1.15 - Relative difference in borehole wall temperature between the Infinite Cylindrical Source 
(ICS), the Finite Line Source (FLS) and the Infinite Line Source (ILS) solution for typical operating 
conditions (Philippe et al., 2009©) 
 
A constant heat input is a critical requirement for the application of the ILS model 
interpretation. In practise, variations in the applied heat input are attributed to voltage 
variations in the supplied electricity and/or to insufficient insulation of the test equipment, 
that allows a thermal interaction between the circulating fluid and the ambient air. This 
results in oscillations of the recorded fluid temperature profiles, that can affect the accuracy 
of the ILS results. Singorelli et al. (2007) interpreted the data of an in-situ TRT of a varying 
heat input. They estimated the ground thermal conductivity numerically, including the 
variations of the heat input, and observed that there was a correlation between the variations 
in the estimated thermal conductivity and the ambient air temperature variations. The average 
estimated thermal conductivity was equal to the one measured at the laboratory. Though, the 
ILS interpretation, by evaluating 24 h data windows and by assuming the 24 h average power 
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supply, resulted in varying thermal conductivity with time, with an average value 
significantly lower (approximately of 15%) than the one estimated numerically. They 
concluded that there was not a clear definition on the choice of the part of the measured data 
to be evaluated, that would allow to improve the accuracy of the ILS results. Witte et al. 
(2002) conducted TRTs by fixing the temperature difference between the pipe inlet and 
outlet. This allowed to avoid heat input fluctuations due to unstable power supply. They 
showed that even a small influence of the ambient air on the fluid temperature (variation of 
±0.15 °C) can have an important influence on the estimated thermal conductivity. They 
proposed that enhancing the insulation of the test equipment and controlling the temperature 
difference inside the borehole could limit the effect of the air-fluid interaction. Choi and 
Ooka (2016a) developed a quasi-steady analytical model, which takes into account insulation 
characteristics and the effect of various weather conditions. To limit the ambient air 
interaction effect, they recommended an insulation layer of more than 10 mm and retaining 
the connecting pipes as short as possible. Moreover, they showed that radiation effects can 
contribute significantly to temperature oscillations and recommended bright, reflecting 
materials for the insulation and the test equipment. In their study (Choi and Ooka, 2016b), 
they analysed statistically 36 numerical TRTs influenced by various weather conditions, 
interpreted by the ILS model. They recommended a minimum test duration of 60 h, to retain 
the ILS results error lower than 5%. They also proposed that the simplified ILS model 
interpretation should be avoided, in the case of short TRT duration combined with important 
radiation effects during the first day of the test.       
 
The importance of the test rig insulation during the heating phase of the TRT is highlighted in 
these studies, since thermal interaction with the ambient air can result in varying heat input. 
The duration of the TRT seems to be critical in this case, where temperature oscillations can 
affect the linear slope sensitivity of the ILS interpretation. Experimental studies in literature 
are limited to TRTs of a few days and the recommended minimum duration for the TRTs 
reaches 60 h. The question arises if a longer duration, of several days or even weeks, could 
significantly improve the accuracy of the results when the ILS model is applied. Moreover, in 
the case of the typical applied duration (50 h - 60 h), which part of the measured data set 
should be chosen for the ILS interpretation in order to minimize the influence of the 
temperature oscillations and to improve the accuracy of the results? Furthermore, the results 
of the typical duration TRTs might not be representative of the in-situ conditions during the 
21 
 
operation of the system (e.g. for longer heating periods or during the recovery phases, where 
the heat flow direction is inversed). This is observed in the case that ground water effects are 
dominant and the TRT interpretation can not provide a unique value for the effective thermal 
conductivity  (Loveridge et al., 2013). It would be interesting to investigate if in the case that 
groundwater effects are not dominant, the TRT results can be representative of the BHE 
behaviour for longer heating periods and different modes (heating/recovery) (section 1.4). 
 
    
1.3.3 Variation of ground thermal properties  
 
At the laboratory scale, several studies include measurement at soil and rock samples, core 
samples or cuttings to investigate the influence of various factors (e.g. mineral composition, 
porosity and degree of saturation) on the thermal properties (Clauser and Huenges, 1995; 
Popov et al., 1999; Pechnig et al., 2010). Moreover, in the case that the rock sample consists 
of foliations (e.g. shale samples), an anisotropic thermal behaviour is observed depending on 
the direction of the heat flow with regard to the foliations orientation. The thermal 
conductivity parallel to the foliations can be up to 2.5 times higher than the one perpendicular 
to the foliations (Popov et al., 1999;  Eppelbaum et al., 2014). These effects are widely 
studied at the laboratory scale, however, extrapolating laboratory results to in-situ conditions 
remains challenging (Liebel et al., 2010; Luo et al., 2016). In situ, any possible deviation 
from the samples characteristics (e.g. degree of saturation, fracturing, porosity), as well as 
groundwater flow can result in a different effective ground thermal conductivity than the one 
measured at the laboratory. Moreover, the in-situ ground thermal behaviour will be affected 
by the in-situ undisturbed temperature field (geothermal gradient effect, urbanisation effect, 
air variations influence at the top ground meters), an influence that is not included in the 
laboratory measured thermal conductivity values.  
 
TRTs allow to estimate the effective ground thermal conductivity including the influence of 
the in-situ conditions. However, the estimated value corresponds to the mean thermal 
conductivity of the ground surrounding the borehole. The detection of a varying thermal 
conductivity with depth is particularly important, since the detection of highly conductive 
zones will allow an optimization in terms of the required number and length of BHEs. 




1.3.3.1 Distributed Thermal Response Test  
 
During a Distributed Thermal Response Test (DTRT), temperature is measured not only at 
the pipe inlet and outlet but also at different depths along the borehole, by temperature 
sensors or fiber optic cables installed inside the borehole (Figure 1.16). Fujii et al. (2006) 
instrumented two BHEs of 50 m long, installed at a distance of 5 m from each other, in a 
heterogeneous deposit in Japan (sand, silt and gravel followed by siltstone and sandstone 
layers). In the coaxial BHE, a fiber optic cable was fixed at the outer surface of the outer 
pipe, while in the double-U BHE a cable was fixed at the center of the U-pipes. The 
distribution of the calculated ground thermal conductivity (interval of 1 m) agreed with the 
local hydrogeological information and some difference were found between the results for 
both BHEs at certain zones. Florides et Kalogirou (2008) studied a U-pipe BHE of 50 m long, 
crossing sandstone and marl layers in Cyprus. They installed 20 thermocouples at various 
depths in the grout and they detected, based on the recorded temperature profiles, layers with 
higher heat transfer rate. Acuña et al. (2009) conducted a DTRT in a U-pipe BHE, of about 
260 m long, in Sweden. They inserted a fiber optic cable inside the U-pipe and obtained fluid 
temperature measurements with a length interval of 10 m. They divided the borehole into 12 
sections, of 20 m each, and they observed variations in the supplied power during the test 
with depth and with time. A varying ground thermal conductivity through depth (2.60 W/mK 
- 3.62 W/mK) was calculated, with almost no deviation between the depth-average value and 
the one resulting from the conventional TRT procedure. Soldo et al. (2016) presented fiber 
optic measurements in a 100 m long, double-U BHE in an heterogeneous ground in Croatia 
(gravel, sand, clay, silt and coal layers). The fiber optic cable was inserted inside one of the 
U-pipes and the measurement interval was 2 m. They found different thermal conductivity 
values for the 8 layers, varying from 1.52 W/mK to 2.36 W/mK. Direct thermal 
measurements (mainly core samples) underestimated the thermal conductivity in most layers 





       
Figure 1.16 - Installation of fiber optic cables at the outer surface of U-pipes (Bassenge, Belgium) 
 
The experimental site of BRGM (Bureau de Recherches Géologiques et Minières, Orléans, 
France) includes several installed shallow geothermal systems (horizontal, double U-pipe, 
"basket-type" etc.), in order to compare the different applications and to investigate the 
influence of several parameters on their behaviour (Philippe, 2010). Concerning the BHE 
configurations, this site includes two double-U BHEs, of 50 m and 100 m long, and a 5-tube 
coaxial BHE of 50 m long. The three BHEs and three piezometric boreholes located in 
between them were equipped with fiber optics (Figure 1.17). Among others, a 100 h-duration 
TRT was conducted in the double-U pipe of 100 m long and the temperature along its length 
was measured by the fiber optics (Chalhoub et al., 2014). 
 
 
Figure 1.17 - Relative position of the BHEs and the piezometric boreholes (left, Chalhoub et al., 
2014©) and coaxial pipe equipped with fiber optic cable (right, Philippe, 2010©) in the experimental 
site of BRGM, Orléans, France     
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DTRTs allow to investigate any possible variations of the effective ground thermal 
conductivity with depth by taking into account the in-situ conditions. The experimental 
studies presented above concern DTRTs of a few days and measurements at the borehole 
scale. However, due to their limited duration, the BHE behaviour might not be representative 
of the in-situ conditions during the operation of the system (e.g. for longer heating periods or 
during the recovery phases, where the heat flow direction is inversed). A long-duration 
DTRT would allow to detect any possible variation of the effective thermal conductivity 
while the temperature field evolves in the surrounding ground. In this context, it would be 
interesting also to monitor the temperature evolution in the surrounding ground that could 
provide indications on the effect of the subsurface characteristics in the evolving thermal 
plume (section 1.4).  
  
 
1.3.3.2 Recovery profiles analysis 
 
The study of recovery profiles can also provide information on the variability of the ground 
thermal properties. Loveridge et al. (2013) calculated the thermal conductivity during the 
heating and the recovery phase based on temperature measurements by thermistors, attached 
along the U-loop in the 150 m deep BHE in London Basin. The results were consistent with 
the Chalk aquifer characteristics, where major fractures dominate the groundwater flow. Fujii 
et al. (2009) used optical fiber sensors to record vertical temperature profiles in two bedrock 
case-studies in Japan and related these results with local geological and groundwater 
information, to verify the validity of the test and interpretation method. In the first case a 
permeable granite zone of 10 m thick was related to higher calculated thermal conductivity 
and quicker temperature recovery compared to non-permeable granite, as an effect of an 
active groundwater flow. In the second case lower thermal conductivity was related to 
weathered tuff, compared to unweathered tuff. Liebel et al. (2011) studied non-grouted wells 
in Norway and proposed taking temperature measurements four to five hours after the 
beginning of the recovery phase. They related faster temperature recovery to hydraulically 
active fractures and upcoming groundwater flow from confined artesian aquifers, as an effect 
of groundwater flow. They verified the existence of fractures by using flow measurement test 




The study of recovery profiles allows the detection of layers of high heat transfer rate and 
contribute to the optimum design of BHEs. The recovery profiles correlations provided in 
literature mainly concern distinct thick layers and/or are based on groundwater flow effects. 
The question arises if recovery profiles can provide information in the case that groundwater 
effects are not dominant and to which extent thin layers can be detected. Moreover, hardening 
of the grouting material is an exothermic process, during which heat is generated. The 
temperature evolution along BHEs during this process has not been monitored in-situ, 
according to the author's knowledge. It would be interesting to investigate if borehole logging 
during hardening of the grouting material can contribute to the subsurface heterogeneity 
characterisation (section 1.4).        
 
 
1.4 Objectives of the thesis 
 
The EU's energy target is to increase the share of renewable energy at 20% by 2020 and at 30% 
by 2050. Viable solutions would allow to reduce the CO2 emissions, lower the citizens' 
expenditures for heating and cooling and reduce the energy consumption in industry. BHEs can 
significantly contribute to this end due to their high applicability and their economical and 
environmental benefits. They can be applied in many hydrogeological contexts, are more efficient 
than horizontal geothermal systems and have a small footprint at the ground surface. Moreover, 
they have low operating costs, limited CO2 emissions related to their operation and are highly 
energy efficient.  
 
However, geothermal energy applications accounts for less than 1.5% of the energy consumption 
in the heating and cooling sector in Europe and in most of the countries they appear to be still at 
early stage. Factors that prohibit the wide application of these systems include the non-
standardized design, the regulative framework and the limited information availability, and in 
particular the high capital cost, especially for BHEs, which can result in long payback periods 
(typically until 20 years). Moreover, although there are systems operating for more than 30 years, 
the warranted life span of geothermal heat pumps is limited to 20-25 years. There is therefore the 
need to optimise the design and assure the long-term behaviour of these systems. A controlling 
factor is the subsurface characteristics, which in practice are often not adequately considered. 
This can result in increased capital costs or to malfunctions and short life spans, overwhelming 
the potential and the applicability of these systems.   
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This thesis focuses on the influence of the in-situ characteristics on the design and the 
behaviour of BHEs, at the borehole scale and its surroundings, based on an in-situ case study 
of an heterogeneous bedrock in a semi-urban environment. In a local scale, this thesis puts in 
evidence the potential of BHEs in a geological context typical of the Walloon region, 
Belgium, where these applications are still at early stage and there is a great potential on 
greenhouse gas savings by their wide application. In this thesis, the following topics are 
studied: 
 
1. A first objective is to provide an estimation of the temperature field evolution with time in 
the surrounding ground in semi-urban areas and investigate its influence on the design of 
BHEs. This is also of interest for the long-term behaviour of BHE systems, given that the 
heat loss through structures into the subsurface is a continuous phenomenon, that recharges 
the geothermal reservoir potential (Chapter 4).  
 
2. Given that the undisturbed ground temperature is widely estimated during the first phase of 
a TRT (fluid circulation in the pipe loops), it is investigated if the thermal interaction between 
the circulating fluid and the ambient air can result in a significant error that has an important 
effect on the design (Chapter 4).  
 
3. Another objective is to investigate the effect of heat input oscillations during a TRT on the 
sensitivity of the ILS interpretation results. In particular, it is studied if a test duration, longer 
than the typical one (50 h - 60 h), of several days or even weeks could significantly improve 
the accuracy of the results when the ILS model is applied. Moreover, in the case of the 
typical applied duration, it is of interest to provide recommendations on which part of the 
measured data set should be chosen for the ILS interpretation in order to minimize the 
influence of the temperature oscillations and to improve the accuracy of the results (Chapter 
5). 
 
4. Obtaining the recovery temperature profiles can allow the detection of layers of high heat 
transfer rate and contribute to the optimum design of BHEs. The objective is to investigate 
ifrecovery profiles can provide information in the case that groundwater effects are not 
dominant and to which extent thin layers can be detected (Chapters 5 and 6). Moreover, it is 
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of interest to study the contribution of temperature borehole logging during hardening of the 
grouting material to the subsurface heterogeneity characterisation (Chapter 5).  
 
5. The thermal behaviour of the BHE during operation and the thermal plume in the 
surrounding ground can be predicted based on the TRT data analysis, considering the ground 
an homogenous, isotropic material. However, this assumption is not always valid and the 
estimated effective thermal conductivity might not be representative of the in-situ conditions 
for longer heating periods or during the recovery phases, where the heat flow direction is 
inversed (e.g. in the case that groundwater effects are dominant). The last objective consists 
in investigating if the TRT results could be representative of the BHE behaviour for longer 
heating periods and different modes (heating/recovery), in the case that groundwater effects 
are not dominant, and in studying the influence of in-situ characteristics (heterogeneity and 
anisotropic effects, ambient air temperature variation effect, thermal effects at the borehole 
end) on the temperature field evolution in the surrounding ground (Chapter 6). 
 
1.5 Outline of the thesis 
 
This thesis provides some insight on the above presented topics, based on an in-situ study of 
four double-U BHEs, of about 100 m long, installed in an heterogeneous bedrock on the 
campus of the University of Liege (Liege, Belgium). The BHEs were installed over a surface 
area of 32 m² and equipped with fiber optic cables along the outer surface of the pipe loops. 
Fiber optics allowed to obtain continuous, high-resolution temperature profiles along the pipe 
loops. A detailed bedrock characterisation was achieved based on borehole televiewer 
measurements in the four boreholes, in this geological context typical of the Walloon region 
(Belgium). Several temperature measurements were conducted in a period of four years: 
during hardening of the grouting material, at the undisturbed state and during the heating and 
the recovery phase of DTRTs of a duration of 7 days. Moreover, a long-duration DTRT 
(heating phase of 7 months) was conducted in one of the BHEs. During this test, temperature 
was measured by the fiber optics during the heating and the recovery phase in all the four 
BHEs. These measurements create a unique data set, that allows to investigate the BHE 
behaviour for longer heating periods and to investigate the effect of various factors on the 
thermal plume in the heterogeneous bedrock at the in-situ scale. The measurements of the 
undisturbed temperature revealed the effect of heat loss through structures into the subsurface 
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in this semi-urban environment. The influence of the insufficient insulation of the test rig 
equipment was observed in all the in-situ DTRTs. The temperature measurements during the 
long-duration DTRT allowed to investigated the influence of the test duration on the ILS 
interpretation and the effect of in-situ characteristics (e.g. heterogeneity, anisotropic thermal 
behaviour, ambient air temperature variations) on the thermal plume in the rock mass.  
 
The remainder of the thesis is organised as follows: 
 
Chapter 2 describes the site installation procedure and the geological interpretation based on 
the borehole televiewer measurements and cuttings observation. It also includes the cuttings 
thermal conductivity measurements at the laboratory and a discussion on their interpolation to 
the in-situ conditions. 
 
Chapter 3 concerns the fiber optic measurements principle. It focuses on the accuracy of the 
fiber optic measurements and highlights the importance of a continuous offset calibration. 
 
Chapter 4 focuses on the determination of the undisturbed ground temperature. Different 
experimental approaches are compared: borehole logging (by fiber optics and by lowering a 
temperature sensor inside the pipe loop) and during water circulation in the pipe loops. In the 
latter, the effect of the insufficient test rig insulation is thoroughly studied. This chapter also 
includes an analytical estimation of the undisturbed ground temperature for the Sart-Tilman 
area, as well as a 3D numerical model which takes into account the heat loss through existing 
structures into the subsurface. The numerical results are compared to the in-situ 
measurements and the effect of urbanization and of the insufficient test rig insulation on the 
design is discussed.  
 
Chapter 5 presents the temperature measurements during the in-situ DTRTs in the four 
BHEs, as well as 3D numerical modelling of the in-situ tests. Based on the experimental data, 
the heat input oscillations effect on the ILS model analysis is studied and the contribution of a 
long duration TRT is investigated. The fiber optic measurements during the heating phase are 
studied, in combination with the numerical results, and a correlation of the recovery profiles 
with the gamma-ray measurements is provided. Moreover, fiber optic measurements during 
hardening of the grouting material are presented and correlated with fractured zones in the 
29 
 
surrounding bedrock. Propositions are presented, concerning the potential of the temperature 
borehole logging, as well as the ILS interpretation in the case of recorded temperature 
oscillations during a typical duration TRT. 
 
Chapter 6 is devoted to the long-duration (heating phase of 7 months) DTRT conducted in-
situ. It presents an analysis of the in-situ measurements during the applied modes 
(heating/recovery), at the borehole scale as well as at the surrounding rock mass. 3D 
numerical modelling of the test is also included and the influence of the in-situ conditions on 
the BHE behaviour and on the thermal plume in the surrounding bedrock is discussed.     
 
Chapter 7 summarizes the conclusions and presents recommendations for BHE installations 























Chapter 2 - Experimental site: geological interpretation and 
cuttings thermal conductivity 
 
This chapter presents a description of the experimental site and a laboratory study of the 
thermal conductivity of cuttings, that were collected during the drilling of the boreholes. The 
site is located on the campus of the University of Liege (Liege, Belgium) in a geological 
context typical of the Walloon region. First, the installation procedure of the four BHEs and 
of the fiber optic cables is presented. A characterisation of the bedrock heterogeneity 
(including fracture characterisation, rock identification and layer dip angle determination) 
based on the borehole logging measurements follows. Then, the laboratory measurements of 
the cuttings thermal conductivity are presented, as well as their correlation to the rock 
characteristics as indicated by the borehole logging results. Afterwards, the in-situ 
measurements conducted in a period of 3 years are summarised. Finally, conclusions are 
presented, as well as a discussion on the extrapolation of the laboratory measurements to the 
in-situ conditions. A part of the work included in this chapter is also presented in Radioti et 
al. (2013; 2015a; 2016a).        
 
 
2.1 Site location and installation procedure 
 
The site is located on the campus of the University of Liege (Liege, Belgium). It consists of 
four BHEs (namely B1-B4) installed in the summer of 2013 over a surface area of 32 m², 
close to buildings and to the university heating feeder pipe (Figure 2.1). The building of the 
General Service of Informatics (SEGI), constructed in 1980, has a minimum distance of 15 m 
from the boreholes. The feeder pipe, buried in the ground at an average depth of 2.5 m, is 
operating since 1970 and has a minimum distance of 6.6 m from the boreholes. It consists of 
6 pipes, each covered by a mineral wool insulation layer of a thickness of 12 cm, enclosed in 





Figure 2.1 - Site location on the campus of the University of Liege (retrieved from Google Earth©) 
(red line: heating feeder pipe, SEGI: General Service of Informatics, B1 to B4: four BHEs) 
 
The BHEs installation procedure was as follows: First the boreholes, of a diameter of 135 
mm, were drilled by using a DTH hammer bit (Down-The-Hole, destructive drilling 
technique) and a KLEMM 805-2W drilling rig (Figure 2.2). The drilling parameters logs for 
the four boreholes are presented in Appendix A. Moreover, cuttings were collected in 
sampling containers during the drilling of the four boreholes. The boreholes were supported 
with casing at the first top meters (15.5 m for B1, 13.5 m for B2 and  9.5 m for B3 and B4) to 
keep loose soil from collapsing into the borehole. Then an acoustic borehole imager, borehole 
televiewer, was lowered into the four boreholes (Figure 2.3). After the televiewer 
measurements, double-U pipes were lowered into the boreholes, while fiber optic cables were 
attached along the pipe loops (Figure 2.4). One fiber optic cable was attached along one U-
pipe loop in each borehole. The cables were tapped every 50 cm in direct contact with the 
outside surface of the pipes wall, and together with the U-pipes were lowered until a depth of 
86.4 m for B1, 95.0 m for B2, 98.6 m for B3 and 95.2 m for B4. It should be noted that the 
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exact position of the cable at the outer surface of each pipe leg is not well known, since the 
U-pipes were being rotated about the borehole axis while lowering them down inside the 
borehole (Figure 2.5). Spacers between the pipe legs were not used due to the relatively small 
borehole diameter (approximately 135 mm). Additionally to the fiber optic cables and in 
direct contact with them, two Resistance Temperature Detector (RTD) probes were also 
attached at certain depths in each borehole. Then the remaining part
1
 of the cables, of a total 
length between 52.8 m to 77.2 m for the four boreholes, was temporally inserted inside the 
pipes to allow the retrieval of the casing. Finally, the boreholes were backfilled with the 
following grouting materials: B1 and B3 with a silica sand-based commercial material 
(Geosolid), B2 with a bentonite-based commercial material (Füllbinder) and B4 with a 
homemade admixture with graphite. Erol and François (2014) presented a detailed laboratory 
characterisation of these materials, including the following thermal conductivity values of 
grout samples: 2.35 W/mK for Geosolid, 0.95 W/mK for Füllbinder and 2.5 W/mK for the 
homemade admixture with graphite.  
 
    
Figure 2.2 -Drilling rig (left) and drill pipes (length of 2 m, outer diameter of 13.5 cm) (right)  
 
                                                 
1





Figure 2.3 -Acoustic borehole imager (length of 2.1 m, diameter of 42 mm) for borehole logging    
 
 
       









During the drilling of B2, B1 has already been drilled but not equipped. The drilling induced 
water to flow out from B1. This phenomenon was more intense at a drilling depth of about 75 
m, where a water column more than 10 m high, in B1, carried away pieces of altered rock. 
Water flows could be provoked by the high air pressure applied during drilling in 
combination with the relatively small distance between the two boreholes (4 m at ground 
surface) and indicate the connection of the two boreholes at depth. The rock surrounding the 
boreholes is characterised by open fractures, as presented below in section 2.2.2.1, some of 
which could be connected and significantly contribute to permeable rock zones. Once the 
boreholes were drilled, the water table was detected to be stable at 10 m below ground 
surface in all the boreholes. 
 
 
2.2 Geological interpretation 
 
2.2.1 Preliminary geological investigation 
 
The investigated site is located in the north-east side of the Dinant Synclinorium geological 
structure. The geological map of Sart-Tilman (Calembert et al., 1964) provides the most 
recent published geological interpretation of the bedrock for the studied area (Figure 2.6). 
The site is also located on the North side of a local syncline. The synclinal axis has an E-W 
orientation. Based on the geological map, the boreholes cross Emsian (Lower Devonian) 
detrital sedimentary rocks, probably corresponding to Wépion Formation and Burnot 
Formation. Both formations include alternations of shale, siltstone, sandstone and quartzite. 
Some of these layers are lenticular. From a general point of view, the Burnot Formation is 
mainly composed of red sediments while the Wépion Formation is mainly made up of green 
layers. However, detailed studies show that red layers are not rare into the Wépion Formation 
and some green beds can be met in the Burnot Formation (Corteel et al., 2004; Bultynck et 
al., 1991). The lack of easily observable differences between these two Formations makes 





Figure 2.6 - Geological map of the Sart Tilman area (Calembert et al., 1964) 
 
The subsurface sediments are well documented in the geotechnical map of Sart-Tilman 
(Calembert et al., 1975). This map includes data from two boreholes located in a distance 
smaller than 200 m from the investigated site. Lithological logs of the two boreholes indicate 
deposits of silt, sand and gravel until a depth of approximately 7 m. A layer of altered 
bedrock of a thickness approximately 3 m follows. The non-altered bedrock starts at a depth 
of approximately 10 m. The information provided by the logs is in good agreement with the 
observations during the drilling of the four boreholes at the site, where the top approximately 
8 m are characterised by sand and gravel layers. 
 
 
2.2.2 Borehole logging method 
 
A borehole televiewer (Zemanek et al., 1970) was lowered into the four boreholes to obtain 
high-resolution, continuous images with 360° coverage of the local geology and fracturing. A 
borehole televiewer is composed of a transducer which is rotated 360° while lowered down 
inside the borehole. An in-line centralizer allows the tool to be centered during the 
measurement procedure. The transducer transmits ultrasonic pulses (1.5 MHz), which travel 
through the drilling mud and undergo partial reflection at the borehole wall, and receives the 
reflected pulses. The acoustic travel time and amplitude data are recorded. The acoustic travel 
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time depends on the borehole radius and the acoustic amplitude depends on the soil/rock 
impedance.  
 
In this experiment, azimuth and deviation were constantly measured by magnetometers and 
inclinometers (Monier-Williams et al., 2009). The inclination of the borehole at each point 
was calculated based on the moving average of these data over an interval of 10 cm, with an 
orientation precision of ±0.5° and ±1.0° for the inclination and the azimuth respectively. The 
travel time and amplitude data were oriented with respect to the Magnetic North and 
converted into colorized, continuous images with 360° coverage of the borehole wall. 
Moreover natural-gamma radiation emitted by the rocks surrounding the boreholes was 
measured every 5 cm. Based on the borehole logging data a detailed fracture characterisation 
(position, opening, orientation, dip angle) can be obtained (Paillet et al., 1990; Williams and 
Johnson, 2004). Gamma-ray data and observation of the cuttings during drilling may result in 
rock identification through depth (Keys, 1990). This procedure was applied to the four 
boreholes in order to investigate the uneven distribution of fractures in the rock mass and to 
determine the layer dipping.    
 
The televiewer measurements were conducted at depths beneath 15.55 m for B1, 13.50 m for 
B2, 10 m for B3 and 10.46 m for B4, since the boreholes were supported with casing at the 
first top meters to keep loose soil from collapsing into the borehole. The bottom depth was 
98.67 m for B2, 102 m for B3 and 96.44 m for B4. For B1 the bottom depth was limited to 
75.28 m, since collapsed rock pieces had blocked the borehole at that depth. The bedrock 
characterisation (fracture characterisation, rock identification and layer dip angle 
determination) presented in the following sections corresponds to above depth intervals.   
 
 
2.2.2.1 Fracture characterisation 
 
Figure 2.7 shows high-resolution images of the acoustic signal travel time and amplitude for 
an extended and a slightly fractured zone. Black zones in the travel time column correspond 
to low travel time values and white zones to high travel time values. Yellow zones in the 
amplitude column correspond to high amplitude values and indicate the existence of dense 
soil or rock. Blue zones correspond to low amplitude values and indicate fractures, altered 
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rock or soft soil.  Random blue spots indicate locally broken rock due to the drilling. Shaped 
curves on the images plot represent planes over a fracture or bedding trace. Based on these 
data each element is interpreted as an open fracture, a fracture with filling, a 
stratification/foliation or a lithological contact. It is noted that the distinction between 
different elements is not always obvious. For example a fracture with filling could be 
misinterpreted as stratification. 
 
 
Figure 2.7 - High-resolution images of  a) extended fractured zone in B4 and  b) slightly fractured 
zone in B2, from left to right: acoustic travel time column, acoustic amplitude column, structural 
interpretation of each fracture (opening, orientation, dip angle) and corresponding depth values 
 
The distribution of open fractures more than 5 cm wide for the four boreholes, based on the 
logging interpretation, is shown in Figure 2.8. Based on these data, fractures significantly 
vary in number and location in the four boreholes, despite the close distance between them. 
B4 is more fractured than the other three boreholes, consisting of 12 fractures more than 10 
cm wide and 31 fractures of an opening between 5 cm and 10 cm. B3 seems the less 
fractured, consisting of one fracture more than 10 cm wide and 10 fractures of an opening 
between 5 cm and 10 cm. Moreover, extended zones (more than one meter thick) of large 
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fractures (opening greater than 10 cm) are observed in B1 and B4, between 25.6 m and 27.1 
m and 29.4 m and 31.3 m depth respectively. B2 is characterised by a smaller fractured zone 
of 70 cm between 29.2 m and 29.9 m depth. These results indicate also that the extension of 
some fractures in space is limited. 
 
The depth position where the borehole diameter is larger than 150 mm (equal to hammer bit 
diameter plus 20 mm) is also shown in Figure 2.8. These measurements could indicate 
extended fractured zones of more than one meter thick, between approximately 25 m and 27 
m for B1, between 24 m and 31 m depth for B2, 29 m and 31 m depth for B3 and between 28 
m and 34 m for B4.  
 
 
Figure 2.8 - Distribution of open fractures and borehole diameter larger than 150 mm for the four 
boreholes 
 
Figure 2.9 shows the stereographic projection of the pole of each discontinuity for the four 
boreholes (Wulff net). The dip angle of most fractures varies between 40° and 70°/horizontal 
and the orientation varies between N40° and N80° for all the boreholes. The median average 
dip angle is approximately 52°/horizontal for B1, 54°/horizontal for B2 and 58°/horizontal for 
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B3 and B4. The median average orientation is approximately N57° for B1, N60° for B2 and 
B3 and N61° for B4.        
 
 
Figure 2.9 - Structural data projection of the pole of each discontinuity on the upper hemisphere for 
the four boreholes 
 
 
2.2.2.2 Rock identification  
 
Natural gamma radiation along the borehole was measured every 5 cm to characterise the 
clay content of the rock formation. Moreover cuttings were collected during the borehole 
drilling. The gamma-ray data and observation of the drill cuttings result in a detailed rock 
identification through depth. The bedrock consists mainly of siltstone and shale interbedded 
with sandstone layers, ranking between a few centimeters to a few meters (<5 m) thick, for 
the upper 65 m in B1, 72 m in B2, 75 m in B3 and 80 m in B4. The remaining parts of the 
boreholes are dominated by sandstone layers more than 5 m thick. Approximately the same 
lithostartigraphy is observed in the four boreholes, but at different depths. Variations in the 
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thickness of the layers (in the order of a few meters) are observed based on the analysis of 
each borehole.  
 
Figure 2.10 shows gamma-ray data and geological information that can be obtained based on 
the two procedures for the last 60 m of B4. High gamma-ray values in Figure 8 (>80 cps) 
indicate shale/siltstone layers while low values (<80 cps) indicate sandstone layers. The 
combination of the two procedures provides information on the rock type and the exact 
location of even thin rock layers with a resolution of 5 cm.     
 
 
Figure 2.10 - Gamma-ray data (left) and geological interpretation based on gamma-ray data (middle) 
and cuttings observation (right) for B4 
 
 
2.2.2.3 Layer dip angle determination  
 
Figure 2.11 shows gamma-ray data for the four boreholes. It is observed that the same local 
peaks (dots in Figure 2.11) are repeated at different depths in the four boreholes. Based on 
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these data and the relative distance between the boreholes, the mean layer dip angle can be 
calculated (Table 2.1). The mean layer dip angle value, approximately 45° SE, is included in 
the discontinuities dip angle range (40°-70°) as indicated by the stereographic interpretation. 
Based on this, we may also conclude that the discontinuities presented in the stereographic 
interpretation are mainly related to stratification discontinuities.  
 
The deviation of the four boreholes is shown in Figure 2.12. The inclination of the boreholes 
increases progressively through depth (with a value of 6.82° in B1 at 75.8 m, 10.67° in B2 at 
98.6 m, 13.69° for B3 at 102.1 m and 12.90° in B4 at 96.4 m). 
 
 








Table 2.1 - Layer dip angle calculation based on gamma-ray data 
depth at B2 (m) 50.30 56.30 71.30 81.20 
 B2B3 
horizontal distance (m) 3.23 3.07 2.75 2.61 
elevation difference (m) 3.30 3.10 2.70 2.70 
dip angle (°) 45.62 45.32 44.53 45.96 
 B3B4 
horizontal distance (m) 2.95 2.85 2.98 3.24 
elevation difference (m) 2.90 2.70 3.10 3.50 
dip angle (°) 44.54 43.55 46.15 47.18 










2.3 Cuttings thermal conductivity 
 
Sampling containers were used to collect cuttings during the drilling. In each container, 
cuttings corresponding to a depth interval ranging between 2 to 6 m were gathered. From 
each container 1 to 5 independent samples were prepared at the laboratory (Figure 2.13, left). 
The samples were dried in the oven for 48 h and then left to obtain the room temperature. The 
uncertainty of each sample's corresponding depth
2
 depends on the sampling depth interval of 
each container. All the samples in each container were assigned to the average corresponding 
depth of the container. The cuttings grain size distribution is presented in Figure 2.13 (right).  
 
 
Figure 2.13 - Cuttings corresponding to wine-red shale/siltstone and grey sandstone layers (left) and 
grain size distribution of cuttings (right) 
 
 
2.3.1 Thermal needle probe procedure 
 
The thermal conductivity of 21 samples for B3 and 25 samples for B4 was measured at the 
laboratory by applying the needle probe technique
 
(ASTM D 5334-00, 2000). This method is 
widely applied for soil and soft rock samples. Theoretically, the temperature rise in an infinite 
homogeneous medium due to an infinite line source is measured. In practice, the infinite soil 
mass is replaced by a large cylinder (of a minimum diameter of 51 mm and of a length of 
                                                 
2
 i.e., the depth at which the sample was collected.  
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200±30 mm) and the infinite line source is replaced by a thermal needle probe, a device that 
consist of a heating wire and a temperature measuring element. The needle is connected to a 
device that produces a constant current and a device that produces a digital readout of 
temperature. The needle is inserted in the centre of the sample cylinder and a known constant 
current is applied to the heater wire for sufficient long time (Figure 2.14, right). During this 
time the temperature rise is recorded. The temperature evolution with time is then plotted in a 
semi-log scale, where three portions can be identified: the transient portion (early-time data), 
the quasi-steady-state portion and the portion dominated by edge and end effects (late-time 
data) (Figure 2.14, left).  
 
 
Figure 2.14 - Thermal needle probe equipment (right) and idealized temperature evolution curve 
plotted in a semi-log scale (left, ASTM D 5334-00©)    
 
The sample's thermal conductivity, λsample (W/mK), is calculated from the quasi-steady-state 














where T: the temperature (°C),  
t: the time (s) and  
q: the heat input (W/m), 
2 /q I R L , where I: the applied constant current (A), R: the total 
resistance of the heater wire (Ω) and L: the length of the heater wire (m).  
  
Considering the cuttings sample as a two-phase material consisting of the solid phase 
(cuttings) and air phase, the cuttings thermal conductivity, λcutt (W/mK), can be calculated by 











where λair: the air thermal conductivity (λair=0.025 W/mK at 20 °C). 
 
For an accurate measurement the cuttings grain size should not significantly exceed the 
needle diameter (Kömle et al., 2010). In this study 33% of the cuttings is finer than the needle 
diameter (1.5 mm) and 92% finer than 3 times the needle diameter (4.5 mm) (Figure 2.13).  
 
The cuttings samples were prepared in a cylinder of a height of 170 mm and a diameter of 64 
mm. The samples thermal conductivity was measured at room temperature and for a heat 
input of approximately 6 W/m.  The TP02 Huksenflux needle probe of a length of 150 mm 
and of a diameter of 1.5 mm was used (Figure 2.15). This needle probe consists of a heating 
wire and of two thermocouple junctions. During the test, the cold joint remains in constant 
temperature, equal to the initial temperature of the medium, while the hot joint is heated. The 
main signal is the differential signal between the hot and the cold joint. An additional 
temperature sensor is mounted in the base of the needle, which provides reference 
temperature measurements for establishing the absolute medium temperature. 
 
 
Figure 2.15 - TP02 Huksenflux needle probe (length of 150 mm, diameter of 1.5 mm) consisting of: a 
reference temperature sensor in the base of the needle (1), a heating wire (2), a hot thermocouple 
junction (3) and a cold thermocouple junction (4) 
 
Prior to the cuttings thermal conductivity measurements, the thermal sensor of the needle 
probe was tested in glycerol (calibration verification). Figure 2.16 shows the recorded 
temperature evolution for a duration of 900 sec. The three portions of the curve are distinct: 
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transient portion (t<10 sec), quasi-steady-state portion (10 sec<t<200 sec) and portion 
dominated by edge and end effects (t>200 sec). The thermal conductivity was calculated 
based on the data of the quasi-steady-state portion of the curve and the calculated value was 
in good agreement with the corresponding values reported in literature (Table 2.2).  
 
 
Figure 2.16 - Measured temperature evolution for glycerol by applying the needle probe method 
(cylinder diameter of 64 mm, heat input of 6.0 W/m)  
 
 
Table 2.2. Measured and reported values of glycerol thermal conductivity 
λmeasured (W/mK) λreported (W/mK) reference 
0.299 
0.292 Kayode (2010) 
0.293 Hanson et al. (2004) 
0.286 Kaye and Laby (1978) 
 
 
2.3.2 Thermal conductivity measurements analysis 
 
Figure 2.17 shows the measured thermal conductivity of the cuttings for B3 and B4, where 
each sample was assigned to the average corresponding depth of the container. It is observed 
that high thermal conductivity values, indicated with grey colored diamonds, correspond to 
mainly sandstone/siltstone layers (low gamma-ray values). Low thermal conductivity values, 
indicated with black colored circles, correspond to mainly shale/siltstone layers (high 
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gamma-ray values). Sandstone is mainly composed of quartz and feldspar while shale and 
siltstone contain a significant clay fraction. The thermal conductivity of quartz,
7.7 /quartz W mK   , is much higher than the one of non-quartz minerals, 
1.5 5.0 /non quartz W mK     , (Clauser and Huenges, 1995). As a result the sandstone/siltstone 
thermal conductivity is increased compared to the shale/siltstone thermal conductivity. In this 
case the transition of one formation to another can be identified by the cuttings thermal 
conductivity measurements.  
 
 
Figure 2.17 - Measured thermal conductivity of cuttings (dry samples) for B3 and B4 
 
Each sample was assigned to a layer according to its corresponding sampling depth interval. 
Succesive layers with low (or high) thermal conductivity values were merged into one layer. 
Then, the mean thermal conductivity for each layer was calculated. The results for B3 and B4 
are shown in Figure 2.18, where dashed lines indicate the layer dip angle. The mean layer dip 
angle, approximately 48° SE, can be calculated based on these data and the relative distance 





Figure 2.18 - Layer dipping indication based on thermal conductivity of cuttings for B3 and B4 
 
 
Table 2.3 - Layer dip angle calculation based on cuttings thermal conductivity 
depth at B3 (m) 61.3 79.80 89.4 
 B3B4 
horizontal distance (m) 2.93 3.13 3.35 
elevation difference (m) 3.10 3.30 3.80 
dip angle (°) 47.58 46.53 48.61 
mean dip angle (°) 47.57 
 
The mean measured sandstone/siltstone and shale/siltstone thermal conductivity is equal to 
2.0 W/mK and 1.4 W/mK respectively for both boreholes. Given that shale/siltstone layers 
cover approximately 66% of the boreholes length, while sandstone/siltstone layers only 33%, 
the mean in-situ thermal conductivity based on the cuttings measurements is equal to 1.6 
W/mK (weighted arithmetic mean). This value is 45% lower than the one estimated based on 
the TRTs conducted in-situ (2.88±0.16 W/mK, Chapter 5). This difference can be attributed 
to the fact that cuttings contain no information on the rock mass fracturing, the degree of 
saturation and the thermal interaction between different layers, parameters that influence the 
effective in-situ thermal conductivity. 
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However, studying cuttings thermal conductivity measurements qualitatively can provide 
information on the bedrock heterogeneity and on the possible varying thermal conductivity 
with depth in-situ. In this study, based on the cuttings thermal conductivity, the transition of 
one formation to another and the layer dipping is indicated, since in this case their different 
mineral composition results in a different thermal conductivity. These measurements indicate 
a possible varying effective thermal conductivity of the rock mass in-situ, due to alternation 
of different rock layers through depth, with enhanced heat transfer at mainly sandstone 
layers. This approach is easy to implement but is not applicable if a limited quantity of 
cuttings is available. 
 
2.4 In-situ temperature measurements and tests 
 
Several fiber optic measurements were conducted in-situ in a period of 3 years: during 
hardening of the grouting material, at the undisturbed state and during DTRTs in the four 
boreholes (Figure 2.19). The typical equipment for a TRT (Gehlin, 2002) consists of a pump 
(to circulate the fluid inside the pipes), an electric resistance heater (to inject constant heat), 
temperature sensors (to measure the temperature) and a data logger (to record the 
measurements during the test). The equipment is connected to the BHE pipes and insulation 
layers are attached around the pipes to minimize the heat transfer between the circulating 
fluid and the air. Before starting the test, water is circulated at high flow rate to purge air 
from the system. After purging the air the first phase of the test starts. During this phase 
water is circulated inside the pipe loop to achieve equilibrium between the water and the 
surrounding ground. The second phase consists of a continuous water circulation with usually 
constant heat input. After the heating period, the system recovers to its undisturbed state. 
During the test, temperature is recorded at the pipe inlet and outlet. During a DTRT 
temperature is measured not only at the pipe inlet and outlet but also at different depths along 





Figure 2.19 - In-situ temperature measurements in the four BHEs (B1-B4) in the period of June 2013 
to June 2016   
 
In this experimental site, four temperature sensors were used: two to record the water 
temperature at the pipe inlet and outlet inside the test rig and two to record the air 
temperature inside and outside of the test rig (Figure 2.20). Temperature in the four sensors, 
flow rate and electrical power are recorded at a time interval of one minute. Additionally to 
theese measurements, temperature was also measured along the pipes by the fiber optics. 
 
 
Figure 2.20 - Temperature sensors location during the DTRTs 
 
Table 2.4 presents the duration of the tests conducted in the four BHEs. During the initial 
water circulation (phase 1) the average ground temperature is obtained. The purpose of the 
heating phase (phase 2) is to determine the ground thermal conductivity and the borehole 
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thermal resistance. For the recovery phase (phase 3), where no heat is injected in the pipes, 
one of the two following procedures was applied: continues water circulation (phase 3a) to 
confirm the ground thermal conductivity, or no water circulation (phase 3b) to correlate 
temperature profiles by the fiber optics to the characteristics of the heterogeneous rock mass. 
In B2 a long-duration test was conducted, during which temperature was measured by the 
fiber optics in the four BHEs. Theese temperature measurements allowed to investigated the 
influence of the test duration on the ILS interpretation and the effect of in-situ characteristics 
(e.g. hetrogeneity, anisotropic thermal behaviour, ambient air temperature variations) on the 
thermal plume in the rock mass.  
 
Table 2.4 - Duration of conducted DTRTs 
BHE   B1 B2 B3 B4  






      
Typical 
duration* 
Phase 1 √ - 24 h 39 h 16 h 29h 22 h 22 h 2 h - 12 h 
Phase 2 √ √ 177 h 216 d 10 h 160 h 168 h 91 h 50 h - 60 h 
Phase 3a √ - - - - 35 h 34 h - 12 h - 24 h 
Phase 3b - - 302 h 153 d 94 h 240 h - 127 h  





In this chapter, a detailed bedrock characterisation until a depth of approximately 100 m is 
presented based on borehole logging measurements (natural gamma radioactivity, acoustic 
amplitude, acoustic travel time, azimuth) and cuttings observation. The site geology is 
characterised by deposits of sand and gravel until a depth of approximately 8 m. The bedrock 
follows which consists of siltstone and shale interbedded with sandstone. Fractured zones are 
detected in the rock mass mainly until a depth of 35 m and the mean layer dip angle is 45° 




In the cuttings thermal conductivity measurements the transition of one formation to another 
and the layer dipping is indicated, since in this case their different mineral composition 
results in a different thermal conductivity. This approach is easy to implement and can 
provide information on the bedrock heterogeneity, but is not applicable if a limited quantity 
of cuttings is available. These measurements indicate a possible varying effective thermal 
conductivity of the rock mass in-situ, due to alternation of different rock layers through 
depth, with enhanced heat transfer rate at mainly sandstone layers. 
 
Cuttings measurements should be studied qualitatively for extrapolating them to in-situ 
conditions. Based on the dry cuttings measurements in this study, the mean bedrock thermal 
conductivity is equal to 1.6 W/mK, lower of 45% than the one estimated based on the TRTs 
conducted in-situ (2.88±0.16 W/mK, Chapter 5). This difference can be attributed to the fact 
that cuttings contain no information on the rock mass fracturing, the degree of saturation and 
the thermal interaction between different layers, parameters that influence the effective in-situ 





















Chapter 3 - Fiber optic temperature measurements accuracy  
 
3.1 Introduction  
 
DTRTs are conducted in situ to investigate any possible variation of the BHE behaviour with 
depth and to detect highly conductive zones in the surrounding ground, which contribute to 
the optimisation of the geothermal system. During a DTRT, temperature is measured not only 
at the pipe inlet and outlet, but also along the borehole. Temperature borehole logging is 
achieved by temperature sensors (Florides et Kalogirou, 2008) or fiber optic cables (Fujii et 
al., 2006; Acuña et al., 2009; Soldo et al., 2016) installed inside the borehole. Fiber optic 
cables have a great potential, since, contrary to individual temperature sensors, they allow to 
obtain a continuous high-resolution temperature profile along the borehole length. However, 
the accuracy of the measured temperature profiles will strongly depend on the calibration 
accuracy and on the measurement system performance parameters. It is, therefore, crucial an 
accurate calibration to be achieved and the system performance parameters to be chosen with 
regard to the desired measurements accuracy. This chapter presents raw and calibrated 
temperature profiles, obtained by the fiber optics in-situ. It focuses on the importance of a 
continuous offset calibration during the in-situ measurements and on the effect of the 
measurement time and the spatial resolution on the fiber optic measurements accuracy. 
 
 
3.2 Distributed Temperature Sensing technique 
 
Temperature is measured along the fiber optics, by applying the Distributed Temperature 
Sensing (DTS) technique (Selker et al., 2006; Hermans et al., 2014). This technique is based 
on Raman optical time domain reflectometry. One (single-ended) or both (dual-ended) fiber 
ends are connected to the DTS instrument (Figure 3.1, left). A laser pulse is injected into the 
optical fiber and the light is scattered and reemitted from the observed point. The light is 
reemited at wavelengths of different frequency than the incident light (Raman scattering). 
Raman Stokes backscatter signals are characterised by frequencies lower than the one of the 
incident light, while anti-Stokes signals by frequencies higher than the one of the incident 
light (Figure 3.1, right). The Raman backscatter signal is temperature sensitive and the 
temperature along the fiber is determined by the intensity ratio of Raman Stokes and anti-
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Stokes signals. The position of the temperature reading is determined by the arrival time of 
the reemitted light pulse.  
 
   
Figure 3.1 - Fiber optics connected to the DTS instrument (left) and sketch of Stokes and anti-Stokes 
Raman scattering (right; after Hermans et al., 2014)    
 
 
3.3 Fiber optic profiles calibration 
 
The fiber optics calibration consists in an offset (=constant shift) correction, a gain (=stretch) 
correction and an attenuation ratio (=tilt) correction (Figure 3.2). The calibration parameters 
vary with the operating conditions of the DTS instrument and the optical fiber itself (Hausner 
et al., 2011). A continuous calibration in each optical fiber is necessary for in-situ 
measurements, where the DTS instrument is exposed to the varying ambient air temperature 
and the fiber optic cables could be locally bended or strained. Fiber zones of known 
temperature are used for the calibration procedure. In this experiment two RTD probes were 
attached at certain depths in the four boreholes, in direct contact with the fiber optic cables. 
These measurements are invariant to the DTS ambient air temperature and can be used as 
reference values to calibrate the fiber optic measurements. A temperature sensor was also 
lowered into the pipes to obtain the reference temperature values, in the case that the pipes 
were accessible. Figure 3.3 shows raw profiles of the ground temperature for two optical 
fibers contained in the same cable, obtained before the in-situ TRTs. The RTD measurements 
are stable at 50 m depth where the ground temperature is not influenced by the air 
temperature variations (Chapter 4), while the fiber optic profiles show a significant shift. It is 
observed that a different offset correction should be applied in each optical fiber and for 




Figure 3.2 - Sketch of offset (left), gain (middle) and attenuation ratio (right) influence on fiber optic 
temperature profiles  
 
 
Figure 3.3 - Raw temperature profiles for two optical fibers in the same cable obtained before the in-
situ TRTs 
 
Figure 3.4 (left) shows raw temperature profiles measured in single-ended and dual-ended 
configuration. In the single-ended measurement the attenuation effect is evident, since the 
attenuation increases with the cable length. Though in dual-ended measurements, where the 
laser pulses are injected in the optical fiber alternatively from both ends, the attenuation 
effect is automatically removed and an attenuation ratio calibration is not required in this 
case. Figure 3.4 (right) shows a corrected single-ended temperature profile, which was 
calculated from the raw data, Tmeas, by choosing the appropriate offset factor, coff,  and 
attenuation ratio coefficient, fatt, as Tcorr=Tmeas+fatt ·(fiber lenght)+coff. A gain calibration is 
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not included, since a gain calibration factor equal to one is usually sufficient for most 
applications.   
 
Figure 3.4 - Raw temperature profiles for single-ended and dual-ended configuration (left) and 
corrected single-ended profile (offset and attenuation ratio correction) (right) 
 
During the long-duration TRT in B2, the RTD probes attached on the pipes were not 
operational, probably due to an erosion of the sensor or of the electric wire connecting the 
sensor to the measurement device. An alternative calibration procedure was attempted based 
on the recorded temperature of the fiber optic cable part which was not attached at the BHE 
pipes. After the BHEs installation and grouting, the remaining parts of the cable in each 
borehole was rolled into loops and inserted in a metallic box (Figure 3.5). The metallic boxes 
served to protect the measurement equipment (fiber optic connectors, fiber parts not protected 
by external coating, DTS instrument) from weather conditions and damage. For the 
calibration, a RTD probe was attached in each cable loop, in direct contact with the fiber 
optic cable. Then the loops were insulated and inserted back in the box. A third RTD was 
placed at the center of the loops (Figure 3.6). To investigate if theese measurements can 
provide an accurate offset calibration, temperature was measured at the undisturbed state. The 
undisturbed temperature profiles were also obtained by lowering down a RTD probe inside 
the pipe and measuring the temperature at certain depths. These measurements were used as 
reference values, to verify the calibration procedure. 
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Figure 3.5 - Fiber optic cable loops (left) and metallic boxes (100 cm x 60 cm x 40 cm) for protection 
of the equipment (right)  
 
 
.      
Figure 3.6 - Insulation of fiber optic cable loops (left) and RTD probe at the center of the pipe loops 
inside the box (right) 
 
Figure 3.7 shows an undisturbed temperature profile given by the two optical fibers of the 
cable. It is observed that both loops display a different temperature. Moreover, the 
temperature along each cable loop is not constant, despite the insulation, and differences can 
be observed in both fibers of each loop. The latter is in particular evident close to the cable 
ends, where the optical fibers are not protected by the external coating and are not in contact 
with each other. These measurements indicate that air temperature in the interior of the box 
varies significantly. The recorded temperature along the cable depends on its location inside 
the box (e.g. in contact with the box wall, close to the DTS instrument). Given that the exact 
location of the attached RTD probes on the cable cannot be determined, these measurements 




The fiber optic profiles during the long-duration TRT in B2 were calibrated by the RTD 
probe measurements located at the center of the pipe loops inside the box. For this 
calibration, the mean temperature of the fiber loops was assumed equal to the recorded air 
temperature by the RTD probe. Figure 3.8 shows undisturbed profiles calibrated by this 
approach. The profiles are close to the measurements provided by lowering down a RTD 
probe inside the pipe, but the offset error can reach the order of ±1 °C. This means that the 
offset accuracy of the fiber optic profiles during the long-duration TRT in B2 is low.    
 
 
Figure 3.7 - Temperature profiles along the whole length of both optical fibers in B2 and RTD 
measurements along the BHE and on the cable loops inside the box (June 2015) 
 
 
Figure 3.8 - Fiber optics temperature profiles calibrated by RTD measurements at the center of the 
cable loops inside the box 
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The measurements presented above show that the air temperature inside the box can vary 
significantly and this can result in a inaccurate offset calibration of the fiber optic profiles. It 
is therefore proposed, a sufficiently long cable section to be placed into an environment with 
known constant temperature, such as a water or ice bath (e.g. Acuña, 2010) (Figure 3.9). 
 
 
Figure 3.9 - Water calibration bath with two RTD probes (reference water temperature) (left) and 




3.4 Fiber optic profiles accuracy 
 
The accuracy of the fiber optic measurements depends on several factors, including the DTS 
system performance parameters, such as the measurement time and the spatial resolution. 
Measurement time is defined as the time for the DTS instrument to acquire measurement data 
for calculating a temperature trace (acquisition, digitalizing, processing). The instrument 
conducts independent measurements along the fiber length during the measurement time, and 
averages the successive readings. Longer measurement time provides more data to average 
which reduces random noise and improves the precision of the measurement. Figure 3.10 
displays this effect on temperature profiles, measured successively in the same fiber, for 
different measurement time. After a certain number of measurements the temperature profile 
reaches a convergence point, practically free of noise. Repeating the same measurement with 






Figure 3.10 - Temperature profiles for varying measurement time (sampling interval of 20 cm, spatial 
resolution of 2 m) 
 
Spatial resolution determines the slope width of a measured temperature change. As the 
spatial resolution increases, the pulse width increases and therefore the signal-to-noise ratio 
increases. Spatial resolution is a critical parameter for the temperature accuracy of local 
hotspots. Temperature is measured at specific points along the fiber, where the distance 
between them is defined by the sampling interval. To create a continuous profile along the 
whole fiber length, temperature at each fiber point is calculated by a spline interpolation of 
the measured temperature data at an interval equal to the spatial resolution. For instance, a 
spatial resolution of 4 m indicates that the calculation at a specific position is performed by 
taking into accounts the measured points 2 m before and after that position. If the width of a 
hotspot is lower than the spatial resolution, the measured temperature is reduced by 
approximately the ratio of hotspot width to spatial resolution (Hoffman et al., 2007). Figure 
3.11 shows measured temperature profiles during the heating phase of a DTRT for a 
sufficient long measurement time, 1800 sec, and varying spatial resolution. These profiles 





Figure 3.11 - Temperature profiles for varying spatial resolution (sampling interval=20 cm, 
measurement time=1800 sec) 
 
The temperature resolution (standard deviation) of the DTS instrument used in this study is in 
the order of 0.05 °C. The offset correction of the temperature profiles was conducted using 
RTD probes with an accuracy of the order of 0.15 °C (Class A). The fiber optic temperature 
measurements presented hereafter are obtained for sampling interval of 20 cm, spatial 
resolution of 2 m and measurement time longer than 1800 sec, if it is not indicated otherwise. 
 
It should be noted that dirty connectors or cable ends should be avoided, since they can 
significantly reduce the accuracy of the measurements. Moreover, bends and strains on the 
















The undisturbed ground temperature, i.e. the ground temperature before conducting a TRT, is 
a critical parameter for the design and the thermal performance of BHEs (Dehkordi and 
Schincariol, 2014; Kurevija et al., 2014). The undisturbed ground temperature is determined 
in-situ by mainly two methods: by temperature borehole logging and  by circulating the fluid 
inside the pipe loops and recording the temperature at the pipe inlet and outlet, widely applied 
before the heating phase of the TRT. The two methods are presented in Chapter 1 (section 
1.3.1), together with a literature review on in-situ studies concerning the comparison of both 
methods. These studies mainly focus on the effect of the pump work on the accuracy of the 
undisturbed ground temperature estimation. Another important factor is the insufficient 
equipment insulation, since it can result in oscillations in the recorded temperature evolution, 
as it is widely illustrated in the heating phase temperature measurements. This chapter 
investigates if the thermal interaction between the circulating fluid and the ambient air can 
result in a significant error on the undisturbed ground temperature estimation, that has an 
important effect on the design of BHEs. Moreover, in urban areas, elevated ground 
temperatures have been observed worldwide, as presented thoroughly in Chapter 1 (section 
1.3.1). The present chapter also focuses on the estimation of the temperature field evolution 
with time in the surrounding ground in semi-urban areas and on its influence on the design of 
BHEs. This is also of interest for the long-term behaviour of BHE systems, given that the 
heat loss through structures into the subsurface is a continuous phenomenon, that recharges 
the geothermal reservoir potential. 
 
This chapter presents temperature measurements by fiber optics in the four boreholes in a 
period of two years. The ground temperature profiles, which are in good agreement with 
those of lowering a temperature sensor inside the pipes, are characterised by elevated 
temperature and a negative temperature gradient through depth. It is argued that the measured 
temperature field is the result of the heating of the ground by structures located close to the 
BHEs. A 3D numerical model is presented to verify this and to investigate the impact on the 
design of closed-loop systems. Moreover, the depth-average ground temperature was 
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estimated by measuring the temperature at the pipe inlet and outlet  during water circulation 
in the pipe loops, a typical procedure applied before conducting a TRT. An analysis of the 
measurements for five tests is presented, which highlights the importance of the rig insulation 
for the accurate estimation of the ground temperature. The impact of the overestimated 
ground temperature on the design is investigated for these tests. Fiber optic measurements 
conducted during the tests are also presented, which provide a more accurate estimation of 
the ground temperature. Finally, basic conclusions are provided. A part of the work included 
in this chapter is also presented in Radioti et al. (2015b; 2016a; 2016b).         
 
 
4.2 Undisturbed ground temperature profiles by borehole logging 
 
4.2.1 In-situ measurements 
 
Figure 4.1 shows undisturbed temperature profiles measured in B2 in a period of two years. 
The upper 18 m correspond to the thermally unstable zone, where ground temperature is 
influenced by weather conditions. Below this depth, measured temperatures appear invariant 
to time in the two-year period. The temperature decreases through depth at a mean rate of 
approximately 0.25 °C/10 m and the depth-average temperature of this zone is 11.0 °C. 
Figure 4.2 displays temperature measurements in the four boreholes in December 2013, 
March 2014 and in June 2015. In each case, the temperature profiles in B2, B3 and B4 
coincide with each other and display a higher temperature in the first 20 m compared to B1. 
Temperature profiles were also obtained by lowering down a RTD probe inside the U-pipe 
and measuring the temperature at a depth interval of mainly 10 m. The RTD probe 





Figure 4.1 - Undisturbed ground temperature measured by fiber optics in B2 
 
 
Figure 4.2 - Undisturbed ground temperature measured by the fiber optics and by lowering a RTD 
probe inside the U-pipe in the four boreholes 
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Temperature was also measured by a RTD probe in a borehole well, which is located 150 m 
southeast from the site (Figure 4.3). The well is filled with water below 10.6 m. The influence 
of the air temperature (3.26 °C) is evident in the first meters. Below approximately 14 m, 
temperature oscillates around a value of 10.1 °C, lower than the corresponding temperature in 
the four boreholes. Moreover, contrary to what is observed in the four boreholes, the 
temperature is not decreasing through depth. To further investigate the measured profiles, an 
analytical solution to estimate the undisturbed temperature is presented in the next section.   
 
 
Figure 4.3 - Undisturbed ground temperature measured by lowering a RTD probe inside the borehole 
well (24 February 2016) 
 
 
4.2.2 Analytical estimation 
 
The undisturbed ground temperature for the Sart-Tilman area, Tg, was calculated by the heat 
diffusion analytical equation in a semi-infinite plane due to a temperature sinusoidal stress by 
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 where D: the depth (m), 
t: days from the first day of January, 
Tm=8.9 °C, the average annual temperature of the environment, 
A=7.2 °C, the annual oscillation amplitude of air temperature, 
tTmin=10, the day number corresponding to the minimum temperature (from 1st January), 
αg=0.1104 m²/d, the equivalent ground daily thermal diffusivity and 
Tgeo(D): the product of the geothermal gradient, 0.013 °C/m for the Liege area (Petitclerc 
and Vanbrabant, 2011), by the testing depth.   
 
The air temperature parameters used in this calculation are based on statistical data for the 
Sart-Tilman area for a period of 20 years (climate-data.org) and the mean ground thermal 
conductivity on TRTs conducted in situ in the four BHEs (Chapter 5). 
 
Figure 4.4 presents the ground temperature estimated analytically for the months of the year.  
The ground temperature in the upper 18 m varies during the year, since it is influenced by the 
seasonal weather conditions. At the depth of 18 m, the ground temperature reaches 9.1 °C 
which is close to the average annual air temperature of Sart-Tilman area (8.9 °C). Below this 
depth temperature increases with depth due to the geothermal gradient effect.     
 
 




Based on the fiber optics measurements, the influence of the air temperature is also limited in 
the upper 18 m. However, at the depth of 18 m the measured temperature is 3 °C higher in the 
boreholes and 1 °C higher in the well than the corresponding analytically estimated 
temperature. Moreover, temperature decreases through depth in the four boreholes, opposite 
to the geothermal gradient effect. The higher than expected measured temperature and the 
negative temperature gradient could be attributed to the heating of the ground by structures 
located close to the BHEs and the well (a university building and a feeder pipe in this case 
study). This is further investigated by a 3D numerical model, presented in the next section, 
that takes into account the heat loss through the building basement and through the feeder 
pipe shell.  
 
 
4.2.3 Numerical modelling: effect of urbanization 
 
4.2.3.1 Geometry and boundary conditions 
 
The 3D numerical model was developed by using the finite element code LAGAMINE 
(Charlier et al., 2001; Collin et al., 2002). It includes the influence of the feeder pipe, which 
is part of the heating network for the ULg campus in Sart-Tilman, and of building of the 
General Service of Informatics (SEGI). The feeder pipe, which has a minimum distance of 
6.6 m from the boreholes and 27 m from the well, was simulated with a surface heating 
element. The heat loss (150 W/m length) was calculated based on temperature measurements 
inside the feeder pipes for the year 2011 (Sartor et al., 2014). The SEGI is located close to the 
boreholes at a minimum distance of 15 m. The heat loss through the foundations of the SEGI 
building was simulated by imposing a constant temperature through time (17.7 °C) at the 
whole building surface, as measured by temperature data loggers at the basement of the 
building.  
 
The ground was simulated with 4-node 3D finite elements until a depth of 220 m, covering a 
surface area of 0.11 km² (80520 nodes). The applied ground thermal conductivity was 
estimated based on TRTs conducted in situ in the four BHEs (2.9 W/mK, Chapter 5) and the 
volumetric heat capacity was taken equal to 2300 kJ/m³K, based on literature values for the 
in-situ rock types (Smolarczyk, 2003; Nguyen and Lanini, 2012). The initial ground 
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temperature (before the presence of engineering structures) was estimated analytically, as 
presented in the previous paragraph, without taking into account the influence of the variation 
of the air temperature. The temperature at bare ground surface is influenced by several 
phenomena such us solar radiation, air convection due to wind and long wave radiation. The 
temperature under an asphalt pavement is also influenced by several factors including the 
thermal diffusivity and the thickness of the pavement layer, which usually displays a much 
lower thermal diffusivity than the ground in this case study. In this model, the simplified 
assumptions were made that at bare ground the temperature is constant through time, equal to 
the average annual air temperature, and that the ground surface under the pavement can be 
simulated by a no-heat-flux boundary condition. The computational time was 1.5 h (computer 
with main memory 16 G RAM, processor Intel I7)  for an investigated period of 60 years 
(1970-2030).    
 
 
4.2.3.2 Results and impact on the design 
 
Figure 4.5 presents numerical results of the ground surrounding the four boreholes. The 
initial ground temperature (before the existence of structures, in 1970) is dominated by the 
geothermal gradient effect. The heating of the ground, through the pipe shell (150 W/m 
length ) and through the SEGI basement (4 W/m² based on the numerical results) modifies 
the temperature gradient at the location of the boreholes until a depth of 100 m after 20 years 
(1990). The heating effect becomes progressively evident at greater depth, reaching a depth 
of 130 m after 45 years (2015). Moreover, the curvature of the temperature profiles is clearly 
evolving with time, with the increasing amount of heat added to the ground. The depth-
average temperature of the ground which is not influenced by the weather conditions (below 






Figure 4.5 - Ground temperature field evolution based on the numerical results 
 
Figure 4.6 shows temperature measurements and numerical results at the location of the four 
boreholes. Any quantitative comparison between the numerical and the fiber optic 
measurements is inconsistent for the upper 18 m, since the influence of the air temperature 
variation is not taken into account in the model and the mean ground thermal conductivity 
value applied in the model (TRT) may not be representative of the top ground layers (gravel 
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and sand). Based on a qualitative comparison among the four boreholes for this zone, B1 
displays a lower temperature compared to the other three boreholes. This is also observed in 
the fiber optics measurements, as presented above in Figure 2. The lower temperature could 
be attributed to the distance of each borehole from the feeder pipe, which is located at an 
average depth of 2.5 m. Given that B2, B3 and B4 are 4 m closer to the feeder pipe than B1, 
the heat loss effect from the feeder pipe will be more enhanced in the location of theese three 
boreholes. Below 18 m, the temperature profile given by the numerical model is in good 
agreement with the experimental one. The numerical results satisfactory predict the depth-
average temperature in the period 2013-2015 (mean overestimation of 0.11 °C). It should be 
noted that based on the numerical results the ground temperature increases at very low rate of 
0.017 °C/year for the two-year measurement period. This low temperature increase is not 
clearly evident in the fiber optics measurements, given the short measurement period in 
combination with the accuracy of the fiber optic measurements (Chapter 3). 
 
 
Figure 4.6 - Experimental and numerical results of the ground temperature at the location of the four 
boreholes 
 
Figure 4.7 presents the numerical results and the temperature measurements in the well. 
According to the numerical results, the heat loss through the feeder shell modifies the 
temperature field at the location of the well, despite its great distance to the feeder (27 m). 
Below 20 m, temperature is almost invariant with depth and reaches a value of 10.1 °C in 




Figure 4.7 - Experimental and numerical results of the ground temperature at the location of the well 
 
Given the good agreement between the temperature measurements and the numerical results, 
the measured temperature profiles can be attributed to the heat loss through the surrounding 
structures. According to MIS 3005 (Microgeneration Installation Standard), the extracted 
power per unit length of the BHE is to be limited by the undisturbed ground temperature. 
Table 4.1 shows the depth-average temperature at the location of the boreholes during time 
and the impact on the design. The maximum extracted power (W/m length of the BHE) was 
estimated based on the MCS 022 (MIS 3005) look-up tables for 1200 annual full load 
equivalent run hours of heat extraction, borehole thermal resistance of 0.1 mK/W, single U-
pipe configuration and borehole spacing of minimum 6 m. The heat pump coefficient of 












where η=0.5: the system efficiency, 
COPC: the theoretical maximum efficiency (-), 
TH=313.15 K: the temperature at the hot reservoir and 




The maximum extracted power increases of 9% after 10 years of the feeder operation and 
17% after 50 years, for a heating dominated system. The ground temperature increase has 
also a noticeable effect on the heat pump COP (increase of 6% after 50 years). These results 
indicate that heat loss through buildings and underground structures can have an important 
effect on the design of closed-loop systems since they continuously recharge the geothermal 
reservoir. Moreover, given that a negative temperature gradient is observed in urban areas, 
short BHEs could be economically advantageous (decreased drilling cost, higher COP) 
compared to long BHEs, contrary to areas where the undisturbed ground temperature is 
dominated by the geothermal gradient effect  
 
Table 4.1 - Numerical results of the depth-average temperature evolution at the location of the BHEs, 
maximum extracted power and coefficient of performance of the heat pump 
year Tavg  (°C) Qextr* (W/m) COP** 
1970 9.6 45.3 5.2 
1980 10.5 49.3 5.3 
1990 10.9 51.0 5.4 
2000 11.1 52.0 5.4 
2020 11.4 53.1 5.5 
                             * MCS 022 (MIS 3005), 1200 FLEQ run hours 
                                   ** n=0.5, TH=40 °C 
 
4.2.3.3 Representativeness of the model 
 
In this model, the average annual heat loss through the feeder shell (150 W/m length) was 
assumed equal to the one of only one year (2011). The lack of measured data increases the 
uncertainty of the average annual heat loss for the investigated period of 60 years. Figure 4.8 
(left) shows the influence of this parameter to the temperature at the location of the boreholes. 
The slope of the temperature profile and the depth-average temperature increase clearly with 
increasing heat loss. The temperature at the surface of the SEGI building was fixed equal to 
the one measured at the basement of the building during a few weeks in 2015. This could 
differ from the average annual temperature in the basement. Moreover, this temperature was 
assumed equal to the one at the interface between the basement's plate and the ground, 
without taking into account the plate's geometry and thermal properties. However, the 
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sensitivity analysis presented in Figure 4.8 (right) indicates that a more accurate simulation 
would not significantly modify the temperature profiles at the location of the boreholes.  
 
Figure 4.8 - Influence of the applied heat loss through the feeder shell (left) and of the fixed 
temperature at the SEGI surface (right) on the ground temperature at the location of the boreholes 
 
In this model, the ground was considered homogeneous with an isotropic thermal behaviour. 
Simulating the different ground layers with varying thermal behaviour could modify the slope 
of the temperature profiles.  Moreover, the boundary conditions applied at the ground surface 
are simplified without taking in to account wind convection effects, solar radiation effect and 
the geometry or thermal characteristics of the asphalt layers. The model could be improved 
by taking into accounts these effects in advanced boundary conditions. The variation of the 
air temperature through the year could be also included to simulate the temperature in the 




4.3 Temperature measurements during water circulation in the pipe loops 
 
Apart from borehole logging, undisturbed temperature was also determined based on 
measured data during water circulation in the pipe loops. The BHEs pipes were connected to 
a rig which encloses the typical TRT equipment and insulation layers were attached around 
the connecting pipes, to minimize air temperature effects. The rig wall consists of a plastic 
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honeycomb plate and the pipes inside the rig were also insulated. Water was circulated inside 
the pipe loops, while temperature sensors were recording the water temperature at the 
entrance (pipe outlet) and at the exit of the rig (pipe inlet), as well as the air temperature 
inside and outside of the rig (Figure 4.9).   
 
 




4.3.1 Temperature sensors measurements: impact of rig insulation 
 
Figure 4.10 shows temperature measurements during water circulation inside the pipe loops 
in B1 and B2, conducted in summer (June 2014 and June 2015 respectively). In a perfect 
insulated system, the circulating water temperature would be invariant to the outside air 
temperature variations. The pipe-inlet and outlet water temperature would quickly adapt to 
the depth-average ground temperature and would remain constant with time, in the case that 
no significant heat is added to the water due to the pump work. Based on the measured data, 
the air temperature inside the rig follows the outside air variations and is an evidence for the 
heat transfer through the rig wall. This correlation is also displayed by the water 
measurements at the pipe inlet (rig exit), while the pipe-outlet (rig entrance) measurements 
seem less influenced by the air temperature variations. Moreover the temperature at the pipe 
inlet is higher than the one at the pipe outlet during the whole test duration, which indicates 
that heat is added to the water during its circulation inside the rig. The opposite effect is 
displayed in Figure 4.11, which shows temperature measurements for lower ambient air 
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temperature. In this case, water temperature decreases during its circulation inside the rig, for 
most of the test duration, which indicates that heat is transferred from the water to the air.  
 
Figure 4.10 - Air (top) and water (bottom) temperature measurements during water circulation in 
B1(June 2014) and in B2 (June 2015) 
 
 
Figure 4.11 - Air (top) and water (bottom) temperature measurements during water circulation in B3 
(March 2014)  and in B4 (Nov. 2013) 
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The rate of the heat transfer from/to the water during its circulation inside the rig can be 
calculated from the convective heat transfer equation as:  
 
, ,( )p w exit w entranceq mc T T  , 
  
where ṁ: the mass flow rate (kg/s), 
cp=4.19 kJ/kgK: the specific heat capacity of water at 10 °C, 
Tw,entrance: the temperature at the entrance of the rig (pipe outlet) and 
Tw,exit: the temperature at the exit of the rig (pipe inlet). 
 
The calculated heat transfer rate will be the result of the interaction with the air inside the 
module, as well as of the heat added to the water due to the pump work. Figure 4.12 shows 
the correlation of the heat transfer rate with the temperature difference ,air w entranceT T T    for 
several tests. Figure 4.12 (top) compares data for approximately the same applied flow rate 
(ranging between 20 l/min to 22 l/min). A linear interpolation can be applied to the data of 
each test, q a T b   , with small values of the constants b (-0.02 kW to 0.07 kW). In the 
case of positive temperature difference, heat is added to the water due to the interaction with 
the air, as well as due to the pump work. The interpolation lines are in good agreement with 
each other with a mean value of 0.11 0.06q T   . Though extrapolation of this line for 
negative temperature difference is not representative of the measured data. In this case, heat 
is extracted from the water due to the interaction with the air, while heat is added to it due to 
the pump work. This could be the reason for the lower inclination of the interpolation line 
observed in the case of negative temperature difference. Figure 4.12 (bottom) displays the 
effect of the water flow rate on the heat transfer rate. Higher flow rate induces an enhanced 





Figure 4.12 - Heat transfer rate during water circulation inside the rig, as a function of the temperature 
difference between the water entrance temperature and the air temperature inside the rig, for 
approximately the same applied flow rate (top) and for varying flow rate (bottom)   
 
Despite the pipe insulation, the water measurements can be significantly influenced by the 
temperature air variations, which can result to an over or underestimation of the ground 
temperature. This can directly affect the design of BHEs, since the undisturbed temperature 
controls the maximum power to be extracted per unit length of the BHE (MIS 3005). Table 
4.2 shows the maximum overestimation of the ground temperature based on the water 
measurements and the impact on the design. Reference values correspond to fiber optics 
measurements conducted at the beginning of the test, since the calibrated fiber optic profiles 
are not biased by ambient air temperature conditions (Chapter 3). The maximum temperature 
overestimation (1.7 °C) is observed in the case of B2 and corresponds to air temperature 18 
°C higher than the ground temperature. This results in a significant overestimation of the 
maximum extracted power of 14%. These results indicate that insulating only the pipes is not 
sufficient for an accurate estimation of the ground temperature and highlight the importance 
of the test rig insulation to the test procedure.   
78 
 
Table 4.2 - Maximum overestimation of ground temperature during water circulation in the pipe loops 
and impact on the design 
BHE Tref  (°C) Qref * (W/m) Twater** (°C) Qwater * (W/m) (Qwater-Qref)/Qref (%) 
B1 11.12 52.0 12.07 56.3 8.3  
B2 11.18 52.3 12.91 59.7 14.1  
B3 (1) 10.97 51.1 11.32 52.9 3.5 
B3 (2) 11.17 52.3 11.90 55.6 6.3 
B4 (1) 11.32 52.7 11.44 53.4 1.3 
 * MCS 022 (MIS 3005), 1200 FLEQ run hours 
  **Maximum temperature after the first 5 min of circulation 
 
 
4.3.2 Fiber optic measurements 
 
Figure 4.13 presents temperature measurements by the fiber optics during water circulation in 
the pipe loops. A relatively constant temperature is quickly adopted along the whole length 
with a small negative temperature gradient of 0.005 °C/m, while the air temperature influence 
is limited at the top approximately 10 m. The negative gradient could be attributed to the 
ground heating due to the surrounding structures in combination with the low applied 
volumetric flow rate (~10.1 l/min in each U-pipe) during the test.  
 
 
Figure 4.13 - Fiber optics temperature profiles during water circulation in the pipe loops in B1(June 
2014) and in B3 (April 2014)   
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Figure 4.14 presents the depth-average temperature evolution for B3 and B4, considering the 
whole borehole length. The temperature measurements fluctuate around a mean value of 
11.24±0.13 °C for B3 and 11.38±0.06 °C for B4. Calculating the depth-average temperature 
for a depth greater than 18 m (thermally stable zone) results in a slightly lower mean 
temperature of 0.03 °C for B3 and of 0.05 °C for B4. The measured profiles during water 
circulation are highly influenced by the water-ground interaction, minimizing the air 
temperature effects. These measurements provide a more accurate estimation of the ground 
temperature (overestimation less than 0.2 °C) than the pipe-inlet/outlet measurements, with 
no significant effect on the design. Temperature fluctuations are observed during the whole 
test duration, which might be partially attributed to the pump work and flow rate oscillations. 
 
 
Figure 4.14 - Depth-average ground temperature (fiber optics) (top), average volumetric flow rate 




In this case study, the undisturbed ground temperature profiles are characterised by an 
elevated temperature and a negative temperature gradient. These profiles can be the result of 
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the ground heating by structures located close to the boreholes (feeder pipe at a distance of 
6.6 m and a building at a distance of 15 m), as verified by the numerical model analysis 
compared to the analytical predictions. The heat loss into the subsurface, through the feeder 
pipe shell (150 W/m length ) and through the SEGI basement (4 W/m²), has a significant 
effect on the maximum extracted power of the BHE and on the heat pump COP.  
 
In urban areas, the heat loss through buildings foundations and underground structures 
(feeder pipes, sewage pipes etc.) recharges the geothermal reservoir. This is a continuous 
phenomenon which could significantly affect the design and the long-term behaviour of the 
geothermal systems. Taking this effect into account could contribute to a sustainable 
geothermal reservoir management in a city scale, as well as to an optimisation of the 
geothermal systems design. Configurations of short BHEs could be economically 
advantageous (decreased drilling cost, increased COP), by taking into advantage the negative 
ground temperature gradient caused by the urbanisation effect. The urbanization effect on the 
ground temperature could be revealed by temperature monitoring along the borehole length. 
Apart from fiber optic measurements, the temperature distribution through depth can be fairly 
obtained by lowering a temperature sensor inside the pipe and measuring the temperature at 
intervals. This is a cost-effective and easy to implement approach.   
 
In BHEs, water circulation in the pipe loops allows to determine the depth-average ground 
temperature. The equipment's pipework is usually insulated to minimize air temperature 
effects. This study highlights the importance of the rig insulation for the accurate estimation 
of the ground temperature, based on measurements of five tests. Despite the pipe insulation,  
the measurements analysis indicates a heat transfer between the ambient air and the water 
during its circulation inside the rig. The maximum ground temperature overestimation is 1.7 
°C and corresponds to air temperature 18 °C higher than the ground temperature. This results 
in an overestimation of the maximum extracted power of the BHE up to 14%.  
 
Given the importance of the undisturbed ground temperature for the design of closed-loop 
systems, it is recommended to insulate not only the pipes but also the test rig. This allows to 
avoid a significant overestimation of the extracted power of the BHEs, in the case of high 
ambient air temperature. An underestimation of the extracted power could be also avoided in 
the case of low ambient air temperature. 
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Chapter 5: DTRT measurements analysis: impact of heat input 
oscillations, in-situ grouting thermal conductivity and bedrock 




The in-situ ground thermal conductivity, as well as borehole thermal resistance, are usually 
obtained in-situ by conducting a TRT. The typical equipment for a TRT (Gehlin, 2002) 
consists of a pump (to circulate the fluid inside the pipes), an electric resistance heater (to 
inject constant heat), temperature sensors (to measure the temperature) and a data logger (to 
record the measurements during the test). The equipment is connected to the BHE pipes and 
insulation layers are attached around the pipes to minimize the heat transfer between the 
circulating fluid and the air. Before starting the test, water is circulated at high flow rate to 
purge air from the system. After purging the air the first phase of the test starts. During this 
phase, water is circulated inside the pipe loop to achieve equilibrium between the water and 
the surrounding ground and to obtain the undisturbed ground temperature. The second phase 
consists of a continuous water circulation with usually constant heat input. After the heating 
period, the system is left to recover. During the test, temperature is recorded at the pipe inlet 
and outlet. The typical duration of the TRT is 50 h - 60 h, with proposed values in literature 
varying from 12 h to 60 h (Singorelli et al., 2007; Rainieri et al., 2011; Spitler and Gehlin, 
2015).   
 
Based on the measured data during the TRT, the mean thermal conductivity of the 
surrounding ground and the mean borehole thermal resistance can be calculated. The 
measured data are widely analysed by applying the simple, analytical solution of the ILS 
model, which requires a constant applied heat input during the test. In practise, variations in 
the applied heat input are observed, due to voltage variations in the supplied electricity and/or 
insufficient insulation of the test equipment, that allows a thermal interaction between the 
circulating fluid and the ambient air. This results in oscillations of the recorded fluid 




The importance of the test rig insulation during the heating phase of the TRT is highlighted in 
many studies in literature (Chapter 1, section 1.3.2). The duration of the TRT seems to be 
critical in this case. This chapter focuses on the heat input oscillations effect on the ILS 
model results. In particular, it is investigated if a longer duration, of several days or even 
weeks, could significantly improve the accuracy of the results when the ILS model is applied. 
Moreover, it is investigated, in the case of the typical applied duration (50 h - 60 h), which 
part of the measured data set should be chosen for the ILS interpretation in order to minimize 
the influence of the temperature oscillations and to improve the accuracy of the results. 
   
TRTs allow to estimate the effective ground thermal conductivity including the influence of 
the in-situ conditions. However, the estimated value corresponds to the mean thermal 
conductivity of the ground surrounding the borehole. The detection of a varying thermal 
conductivity with depth is particularly important, since the detection of highly conductive 
zones will allow an optimization in terms of the required number and length of BHEs. 
DTRTs can significantly contribute to this end. During a DTRT, temperature is measured not 
only at the pipe inlet and outlet but also at different depths along the borehole, by temperature 
sensors or fiber optic cables installed inside the borehole. Temperature borehole logging 
during the recovery phase can also provide information on the variability of the ground 
thermal properties. A literature review on in-situ DTRTs and on borehole logging during the 
recovery phase in presented in Chapter 1 (sections 1.3.3.1 and 1.3.3.2). The present chapter 
presents an analysis of the DTRTs measurements, conducted in-situ in the four BHEs. 
Among others, it is studied if recovery profiles can provide information in the case that 
groundwater effects are not dominant and to which extent thin layers can be detected. The 
contribution of temperature borehole logging during hardening of the grouting material to the 
subsurface heterogeneity characterisation is also investigated. 
 
This chapter is organised as follows. First, the temperature measurements inside the test rig 
are studied (typical TRT procedure). Oscillations in the applied heat input are correlated to 
air temperature variations, attributed to the insufficient test rig insulation (see also Chapter 4). 
A uniform heat input is a basic requirement of the TRT procedure, since the data are usually 
analysed by applying the simple, analytical solution of the ILS model. The influence of the 
heat input variation, for this case study, on the ILS model results is investigated, for which 
the evaluated data time window seems to be a critical factor. Moreover, the in-situ grouting 
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thermal conductivity is estimated by calibration with regard to the measured water 
temperature evolution (numerical modelling) and the results are compared to the values 
proposed by the producers. Then, the fiber optic measurements are studied, as well as the 
temperature evolution inside the borehole. Numerical results of the transient and steady-state 
phase are presented. Based on these results, comments on the observed oscillations of the 
fiber-optic profiles are provided. The required recovery time is estimated numerically as a 
function of the heating phase duration, for the given BHE geometry. Moreover, an analysis is 
proposed for detecting the possible ground heterogeneity and determining the layer dip angle, 
based on temperature profiles during the recovery phase and during hardening of the grouting 
material. Finally, basic conclusions are provided. A part of the work included in this chapter 
is also presented in Radioti et al. (2015a; 2015b; 2016a; 2016b).         
 
 
5.2 Heat input oscillations effect on ILS model results 
 
During the TRTs performed in this study, the connecting pipes were covered with a 2-cm 
thick insulation layer. The rig wall consists of a plastic honeycomb plate and the pipes inside 
the rig were also insulated. Temperature sensors were recording the water temperature at the 
entrance (pipe outlet) and at the exit of the rig (pipe inlet), as well as the air temperature 
inside and outside of the rig, at a time interval of 1 min.  
 
 
5.2.1 Impact of test rig insulation  
 
Figure 5.1 shows air and water temperature measurements during the heating phase of TRTs. 
The air temperature inside the rig follows the outside air variations and is an evidence for the 
heat transfer through the module wall. Moreover, the inside air temperature fluctuates 
between the water temperature and the outside air temperature for the whole tests duration. 
This is an evidence for the thermal interaction between the air inside the rig and the 
circulating water, which indicates the insufficient insulation of the pipework inside the rig. 
After the first 20 days of the test in B2, an insulation layer (expanded polystyrene of a few 
cm thick) was attached around the test rig. For this period, the air temperature inside the rig 
seems less influenced by the outside air variations than before. Though, this layer only limits 
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and not eliminates the outside air influence, as indicated by the agreement between the 
oscillations in the two air temperature profiles.   
 
Figure 5.1 - Air and mean water temperature evolution during the heating phase of TRTs in B4 (Nov. 
2013), in B3 (April 2014) and in B2 (June-Nov. 2015)  
 
During the heating phase of a TRT, a constant electric power is applied inside the test rig. A 
part of the applied power is consumed by the pump, to circulate the fluid at constant flow rate 
(kinetic energy and energy loss due to friction). The remaining part is converted into heating 
power, via an electric resistance heating element, which is added to the fluid during its 
circulation inside the rig. Therefore, the nominal heating power is equal to the difference 
between the electric power and the one consumed by the pump, nom electr pumpq p p  , and in a 





The actually applied heating power can be calculated from the convective heat transfer 
equation, as:  
 
, ,( )appl p w inlet w outletq mc T T  , 
  
where ṁ: the mass flow rate (kg/s), 
cp=4.19 kJ/kgK: the specific heat capacity of water at 10 °C, 
Tw,inlet: the temperature at the pipe inlet (exit of the rig) (°C) and 
Tw,outlet: the temperature at the pipe outlet (entrance of the rig) (°C). 
 
In the case of an insufficiently insulated system, the applied power can differ significantly 
from the nominal one. If air temperature is higher than the water temperature, heat is added to 
the water and the applied power is higher than the nominal one. In the opposite case, heat is 
extracted from the water and the applied power is lower than the nominal one. This results in 
a varying heat loss/gain during the test, which depends on the air temperature variations. This 
effect is illustrated in Figure 5.2, which presents power difference data for several tests. 
Heating power difference variations follow the outside air variations (Figure 5.2, top). The 
power difference increases with the temperature difference, ,air out wT T , and a linear 
interpolation can be applied to the data of each test, q a T b   , with small values of the 





Figure 5.2 - Power difference between the applied and nominal power, as a function of the 
temperature difference between the mean water temperature and the outside air temperature 
 
Table 5.1 compares the average nominal, qavg,nom, and the average applied, qavg,nom, heating 
power for several tests. The maximum power difference is in the order of 10% and 
corresponds to the lowest ambient air temperature (B4(1)). The coefficient of variation -ratio 
of standard deviation to the mean value- was calculated for each test. For the nominal power 
it varies between 1.6% and 2.1% and is attributed to voltage variations during the test. This 
effect could by minimized by using voltage regulators. Though, the coefficient of variation of 
the applied power is significantly higher, varying between 3.9% and 6.7%, being the result of 
air temperature variations in combination with the insifficient equipment insulation. These 
results highlight the importance of the equipment insulation for a steady heat input, a basic 







Table 5.1 - Average nominal and applied heating power for in situ TRTs 
TRT qavg,nom  (W/m) qavg,appl  (W/m) Tair,outside (°C) 
B1 42.8±0.9 41.3±2.5 16.49±3.16 
B2 41.4±0.8 39.5±2.6 15.62±5.62 
B3 (2) 37.6±0.6 36.1±1.6 15.09±3.76 
B4 (1) 39.0±0.7 34.9±1.4 4.69±1.62 
B4 (2) 39.0±0.7 37.3±2.0 14.02±3.90 
 
 
In B2, the test rig wall was insulated after the first 20 days. To investigate the contribution of 
this insulation layer, the heat input was calculated for data corresponding to time windows of 
50 h (typical TRT duration). Figure 5.3 shows the effect of the wall rig insulation on the heat 
input variability. For non-insulated rig wall, the heat input variability is in the order of 25% 
of the air temperature variability, while the insulation layer limits it at 11% of the air 
temperature variability.  
 
 
Figure 5.3 -Coefficient of variation  (ratio of standard deviation to the mean value) of the applied heat 
input for insulated and non-insulated rig wall in B2 (data of 50 h time windows) 
 
It should be noted that the BHE heat input is calculated based on water temperature 
measurements at the rig entrance and exit. This presupposes that the temperature of the water 
remains constant during its circulation inside the connecting pipes (sufficiently insulated 
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connecting pipes). During the test in B1, two RTD probes were attached underneath the 
insulation layer of the outlet connecting pipe: one at the ground level and one at the module 
entrance. The measurements are displayed together with the outside air temperature and the 
water temperature in Figure 5.4. The RTD measurements follow the air temperature 
oscillations. The maximum temperature difference along the outer surface of the pipe is 0.62 
°C for air temperature lower than the fluid temperature and -0.78 °C for the opposite case. 
Though, it is observed that the fluid temperature does not follow the oscillations of the RTD 
and air temperature profiles, which indicates the significant contribution of the pipe material 
to the insulation of the system.       
 
 
Figure 5.4 - Temperature measurements during the TRT in B1: external air, water at pipe outlet, pipe 
outer surface at the ground level and at the module entrance 
 
 
5.2.2 ILS model assumptions and limitations 
 
This section focuses on the ILS model with regard to its applicability on the TRT data 
analysis. It presents the ILS model assumptions and summarises its limitations based on 




The ILS model describes the heat propagation in an infinite homogeneous medium subjected 
to a infinite line source embedded along the vertical axis. The line source injects constant 
heat continuously since time zero and heat flows by conduction in the surrounding medium in 
the radial direction. Carslaw and Jaeger (1959) give a simplified form of the line source 
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where q: the heat flux per unit length produced by the infinite line source (W/m),  
λ: the thermal conductivity of the medium (W/mK), 
α: the thermal diffusivity of the medium (m²/s), 
γ≈0.5772 is Euler's constant and 
T0: the initial temperature of the medium (K). 
 
This simplified expression is valid for steady-state heat transfer conditions within the radius r 
and results to a maximum error of 2% for / ² 5t r   (Hellström, 1991). To apply this solution 
to BHEs, Mogensen (1983) introduces the borehole thermal resistance, Rb, and takes the 
mean fluid temperature, Tf, as the average of the pipe-inlet and outlet temperatures. By using 
the simplified line source solution the mean fluid temperature ( ) / 2f inlet outletT T T   can be 



















where rb: the borehole radius (m).  
 
In this expression, the mean fluid temperature evolution is a line in a semi-log scale, 
ln( )fT a t b   (Figure 5.5). The mean thermal conductivity and the mean borehole thermal 





Figure 5.5 - Mean fluid temperature evolution during the heating phase of a TRT  
 
The simplified  ILS solution is valid for steady-state conditions inside the borehole, achieved 
after 1 h - 12 h of operation for normal borehole sizes and ground conditions (Spitler and 
Gehlin 2015). Before reaching the steady-state, the fluid temperature evolution is dominated 
by the borehole filling properties and, therefore, the corresponding data should not be 
included in the linear interpolation of the TRT data. Moreover, this solution is proposed for 
/ ² 5 /bt r  , derived from mathematical simplifications, indicating that the results are 
inaccurate for small distances from the borehole center and/or for short time periods. Other 
assumptions of the ILS model is the simulation of the BHE as an infinite long line and that 
the temperature distribution is radial, which indicate that the thermal effects at the ends of the 
borehole are negligible. Philippe et al. (2009) compared the ILS model with the Infinite 
Cylindrical Source (ICS) model, where the heat transfer rate is imposed at the borehole wall 
instead of its center,  and the Finite Line Source (FLS) model, which can include the thermal 
effects at the ends of the borehole (Figure 5.6). For a typical borehole radius of 0.05 m, they 
calculated a difference between the ILS and ICS results of less than 10% after 10 h of 
operation, decreasing to 1% after 2.6 days. The thermal effects at the borehole ends become 
important after several years of constant heat transfer rate and for short BHEs. For example, 
the calculated borehole wall temperature by the ILS model was found overestimated of 5% 
after 6 years for a 50 m long BHE and after 30 years for a 100 m long BHE (α=0.53 10-6 
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m²/s). They concluded that, for typical operational conditions, the maximum error in the 
borehole wall temperature based on the ILS model is 5% for time limits between 13 h to 18 
years. In practice, the typical duration of the TRT is 50 h - 60 h, with proposed values in 
literature varying from 12 h to 60 h (Singorelli et al., 2007; Rainieri et al., 2011, Spitler and 
Gehlin, 2015). Considering the typical duration of the TRT and the results presented 
previously by Phillipe et al. (2009), the error of the ILS model interpretation associated with 
ends effect and the BHE dimensions will be limited. Singorelli et al. (2007) conducted 
numerically TRTs and analysed the results by applying the ILS model. They studied, among 
others, the effects of the test duration and of the ground heterogeneity, by comparing the 
analytically obtained thermal conductivity with the one assigned to the numerical model. For 
the investigated heterogeneous cases, the obtained thermal conductivity values were lower 
than the one of the homogenous case, with small differences for the different operation 
modes (heating/cooling). Though, all the cases (homogeneous and heterogeneous) resulted in 
an error less than 10%, for conduction dominated heat transfer. They proposed that a test 
duration of 50 h can provide a satisfactory estimation of the ground thermal conductivity, in 
the case that groundwater effects are not dominant.  
 
 
Figure 5.6 - Relative difference in borehole wall temperature between the Infinite Cylindrical Source 
(ICS), the Finite Line Source (FLS) and the Infinite Line Source (ILS) solution for typical operating 
conditions (Philippe et al., 2009©) 
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A constant heat input is a critical requirement for the application of the ILS model 
interpretation. In practise, variations in the applied heat input are attributed to voltage 
variations in the supplied electricity and/or to insufficient insulation of the test equipment, 
that allows a thermal interaction between the circulating fluid and the ambient air. This 
results in oscillations of the recorded fluid temperature profiles, that can affect the accuracy 
of the ILS results. Singorelli et al. (2007) interpreted the data of an in-situ TRT of a varying 
heat input. They estimated the ground thermal conductivity numerically, including the 
variations of the heat input, and observed that there was a correlation between the variations 
in the estimated thermal conductivity and the ambient air temperature variations. The average 
estimated thermal conductivity was equal to the one measured at the laboratory. Though, the 
ILS interpretation, by evaluating 24 h data windows and by assuming the 24 h average power 
supply, resulted in varying thermal conductivity with time, with an average value 
significantly lower (approximately of 15%) than the one estimated numerically. They 
concluded that there was not a clear definition on the choice of the part of the measured data 
to be evaluated, that would allow to improve the accuracy of the ILS results. Witte et al. 
(2002) conducted TRTs by fixing the temperature difference between the pipe inlet and 
outlet. This allowed to avoid heat input fluctuations due to unstable power supply. They 
showed that even a small influence of the ambient air on the fluid temperature (variation of 
±0.15 °C) can have an important influence on the estimated thermal conductivity. They 
proposed that enhancing the insulation of the test equipment and controlling the temperature 
difference inside the borehole could limit the effect of the air-fluid interaction. Choi and 
Ooka (2016a) developed a quasi-steady analytical model, which takes into account insulation 
characteristics and the effect of various weather conditions. To limit the ambient air 
interaction effect, they recommended an insulation layer of more than 10 mm and retaining 
the connecting pipes as short as possible. Moreover, they showed that radiation effects can 
contribute significantly to temperature oscillations and recommended bright, reflecting 
materials for the insulation and the test equipment. In their study (Choi and Ooka, 2016b), 
they analysed statistically 36 numerical TRTs influenced by various weather conditions, 
interpreted by the ILS model. They recommended a minimum test duration of 60 h, to retain 
the ILS results error lower than 5%. They also proposed that the simplified ILS model 
interpretation should be avoided, in the case of short TRT duration combined with important 
radiation effects during the first day of the test.       
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5.2.3 Investigation for different data intervals  
 
Thermal conductivity and borehole thermal resistance were calculated for the long-duration 
TRT data of B2, by applying the ILS model. The results presented hereafter correspond to the 
depth-average values of the effective ground thermal conductivity and borehole thermal 
resistance. A time window of  50 h was chosen for the evaluated data, equal to the typical 
TRT duration. The power was taken equal to the average power for each window. The results 
vary significantly with time, including negative values (Figure 5.7). A negative thermal 
conductivity value results from a negative slope of the interpolation line for the investigated 
data. This is attributed to temperature oscillations in theses time windows, due to the heat 
input variability, or to decreasing temperature due to decreasing heat input (Figure 5.8). 
Increasing heat input can result to stiff interpolation lines, ln( )fT a t b  , with negative 
constants b and negative borehole thermal resistance values. The calculated values by this 
approach are quite sensitive to the heat input variations, since a basic assumption of the ILS 
model is a constant heat input. Moreover, the calculated slope sensitivity is increased for late 
time windows, since the temperature oscillations become more dense, as the x-axis 
corresponds to the natural logarithm of time. This effect can be limited by increasing the 
length of the chosen time window. Figure 5.9 presents the results for a significantly increased 
time window (20 d), where positive reasonable values are obtained for the ground thermal 





Figure 5.7 - Calculated ground thermal conductivity and borehole thermal resistance for data 
corresponding to time windows of 50 h in B2 
 





Figure 5.9 - Calculated ground thermal conductivity and borehole thermal resistance for data 
corresponding to time windows of 20 d in B2 
 
For in-situ TRTs, the effect of the heat input oscillations could be limited by choosing early 
starting times and by increasing gradually the time window of the evaluated data. The choice 
of the starting time point is limited by the required time for the heat transfer inside the 
borehole to reach the steady-state phase. Moreover, it should fulfil the mathematical 
limitation of the simplified ILS formulation, 5 ² /bt r  , where rb is the borehole radius (m) 
and α the ground thermal diffusivity (m²/s). The ending time point increases gradually at a 
constant interval. The heat input is calculated likewise. The results are time-average values of 
the corresponding windows. This approach allows to decrease the sensitivity of the calculated 
slope to temperature oscillations. Figure 5.10 presents the calculated values by this approach 
for B2, where the x-axis shows the ending time point. The calculated thermal conductivity 
values vary less than 10%  after the first 60 h of the test, and less than 3% after the first 10 d. 
The calculated borehole thermal resistance oscillates around 0.10 Km/W for the first 17 days, 
decreases progressively for the next 13 days and converges around a value of 0.085 Km/W 
for the rest of the time period. It is observed that the decrease of the thermal resistance, 
starting after 17 days, coincides with the increase of the calculated heat input. This is further 




Figure 5.10 -  Calculated ground thermal conductivity and borehole thermal resistance for increasing 
time window length in B2 (starting point at 10 h, ending point varying) 
 
This technique was also applied for the 7-days duration TRTs in the other three BHEs. The 
results are presented in Figure 5.11, together with those of the first 7 days of the TRT in B2. 
Thermal conductivity vary less than 10%  after the first 60 h for each test. Based on the 
values at the end of 7 days, the ground thermal conductivity is 2.88±0.16 W/mK. The 
proposed values were also verified by reproducing the measured temperature slope with 
numerical modelling, in the next section. Moreover, the convergence of the conductivity 
curves indicates the absence of a high groundwater flow. 
 
B2 displays a higher thermal resistance compared to the other BHEs. This borehole was 
backfilled with a bentonite-based grouting material, of a lower thermal conductivity than the 
other three boreholes (Table 5.2). It should be noted that the proposed thermal conductivity 
values, presented in Table 5.2, correspond to a specific ratio of water to dry mortar. In-situ, 
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the admixtures were prepared with a higher water fraction, to decrease sufficiently the 
viscosity of the admixture and to achieve the flow through the injection pipe (diameter of 26 
mm). This, among others, can result in a deviation from the proposed thermal conductivity 
values of the grouting material. The in-situ grouting thermal conductivity is estimated by 
calibration with numerical modelling in the next section. A discussion on the proposed and 
in-situ grouting thermal conductivity is also presented in this section. The presented borehole 
thermal resistance results correspond to the depth-average values. A local enlargement of the 
borehole radius, variation in the pipe legs distance or an heterogeneous grouting material can 
result to a variation of the borehole thermal resistance with depth. Finally, the borehole radius 
used in the thermal resistance calculation was based on the borehole televiewer 
measurements. In the case that these measurements are not available, the borehole radius 
could be assumed equal to the hammer bit radius. This results in a small underestimation of 
the depth-average borehole radius in the order of 5% and of the thermal resistance in the 
order of 3%, in this specific case study.      
 
 
Figure 5.11 -  Calculated ground thermal conductivity and borehole thermal resistance for increasing 




Table 5.2 - Borehole thermal resistance for different grouting materials 












2.35* 0.25* 0.080 
B4 
Homemade admixture 
 with graphite 
2.5** 0.35** 0.083 
         * handbooks   ** Erol and François (2014) 
 
 
5.3 Calibration of in-situ grouting thermal conductivity by numerical modelling 
 
According to the results presented in the previous section, the borehole thermal resistance of 
B2 starts to decrease after the first 17 d, which coincides with an abrupt increase in the heat 
input. Moreover, the grouting admixtures were prepared in-situ with a higher water fraction 
than proposed, which indicates that the estimated borehole thermal resistance of each BHE 
might not correspond to the proposed thermal conductivity value. The in-situ grouting 




5.3.1 Geometry and boundary conditions 
 
To simulate the in-situ TRT, a 3D numerical model was developed by using the finite 
element code LAGAMINE (Charlier et al., 2001; Collin et al., 2002). The BHEs of 
approximately 100 m length were modelled with depth discretisation of maximum 5 m. The 
ground was extended 100 m  below the borehole, covering a radial distance of 20 m. The 
generated mesh consists of 225000 nodes (4-node, 3D finite elements), including an explicit 
modelling of each BHE component. The flow into each pipe leg is represented by a 1D finite 
element, following the depth discretisation of the 3D mesh. Each node of this element 






Figure 5.12 - Longitudinal qz and lateral ql heat fluxes between a piece of  pipe and the ground (left) 
and discretisation of the problem with a 1D element (right) 
 
In this model, the water temperature in each pipe cross section is assumed uniform. To insure 
this, a sufficiently high thermal conductivity and a zero volumetric heat capacity was 
assigned to the 3D water elements. Moreover, a fluid velocity and a convective heat transfer 
coefficient was imposed on each node of the 1D finite elements, to simulate the longitudinal 
and the lateral heat flux respectively. The convective heat transfer coefficient, h, is calculated 
as: 
 
/ hh Nu D   , 
 
where Dh : the hydraulic diameter of the pipe (m),  
λ : the fluid thermal conductivity (W/mK) and  
Nu: the Nusselt number (-). 
 
The Nusselt number is the ratio of convective to conductive heat transfer across a boundary 
and for turbulent flow is given as (Gnielinski, 1976):    
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This relationship depends on the Reynolds number, Re, the Prandtl number, Pr, and the 
Darcy friction factor, f. The Reynolds number is the ratio of inertial forces to viscous forces 








where ρ: the fluid density (kg/m³), 
u: the mean fluid velocity (m/s) and  
μ: the fluid dynamic viscosity (Pa s). 
 
The Prandtl number is a measure of diffusion with respect to the fluid velocity, defined as: 
 
Pr /pc   , 
  
where cp: the fluid specific heat (J/kgK).  
 
The Darcy friction factor is defined, for smooth pipes, as: 
 
2(0.79ln(Re) 1.64)f   .  
 
To represent the continuity of the pipe at the bottom of the pipe legs, the temperature of the 
upward node at this depth was imposed equal to the calculated one at the downward node. 
The same condition was also applied at the top of the borehole, to represent the pipe loop 
formed by the TRT rig equipment. A heat flux was imposed as boundary condition at the 
inlet surface of the pipe, to simulate the injected heat during the TRT (Figure 5.13). These 
boundary conditions do not include an explicit modelling of the connecting pipes geometry or 
of the water thermal interaction with the ambient air during its circulation inside the rig. 
Though, the latter is taken into account in this model, by imposing the applied, and not the 
nominal, thermal power at the pipe inlet. For the short-duration tests (in B1,B3 and B4), the 
applied thermal power was taken constant with time, equal to the time-average thermal power 
of each test. 
 
 
Figure 5.13 - Boundary condition between two vertical finite elements of pipe 
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The proposed pipe finite element is specially devoted to the modelling of the 1D advection-
diffusion problem. The use of Petrov-Galerkin weighting functions reduces instabilities 
classically encountered. Consequently, higher time steps may be used and the computation 
time is strongly decreased. For example, for this model of 225000 nodes, the computational 
time was 1.5 h for a simulation of a 7-days TRT (computer with main memory 16 G RAM, 
processor Intel I7). Moreover, the 1D finite element formulation models the flow into the 
pipes without taking into account the grouting effect. This, in combination with its coupling 
with a 3D mesh, makes it suitable for reproducing temperature gradients inside the borehole 
for varying BHE configurations, avoiding any hypothesis on the borehole thermal resistance. 
Finally, imposing the total heating power as boundary condition at the pipe inlet, and not 
distributed along the pipe length, allows to calculate the possible varying heat transfer rate 
through depth. This is particularly important in the case of an anisotropic thermal behaviour 
of the surrounding ground. A detailed description and validation of the 1D finite element 
formulation can be found in Cerfontaine et al. (2016), presented in Appendix B. 
 
Table 5.3 presents the material thermal properties and the BHE configuration applied in the 
numerical model. All the materials, including the surrounding bedrock, are assumed 
homogenous media. The assigned borehole radius (r=0.068 m) is equal to the corresponding 
depth-average value based on the borehole televiewer measurements. The variation of the 
borehole radius with depth was not simulated in this model. The relative position of the pipes 
inside the borehole was taken equal to the one measured in-situ, since spacers were not used 
during the installation procedure. A uniform initial temperature (11 °C) was assumed for the 
whole model domain and no-heat flux boundary conditions were applied at the boundaries of 

























5.3.2 Results and comparison with proposed values 
 
The ground thermal conductivity resulting from the ILS model analysis, was assigned to the 
ground finite elements for each test. These values can fairly reproduce the temperature slope 
of the experimental data in each test. The grouting thermal conductivity was then estimated 
by fitting the experimental water temperature curve. This estimation is based on the 
assumption that the in-situ BHE geometry (borehole radius, relative position of the pipe legs 
inside the borehole) is fairly reproduced in the numerical model. Figure 5.14 compares the 
experimental with the numerical results by this approach. Oscillations in the measured 
temperature profile are attributed to the varying heat input. These oscillations are not 
reproduced numerically, since a constant heat input was applied for the numerical analyses, 
equal to the time-average heat input. 
 
rbor (m) 0.068 
rp,inner (m) 0.0131 
rp,outer (m) 0.016 
d1 (m) 0.064 
d2 (m) 0.045 
 pipe 
λ (W/mK)  0.42* 
ρcρ (kJ/m³K) 2083* 




ρcρ (kJ/m³K) 1600* 2500** 2550*** 2300**** 
 
*handbooks 
*handbooks   **Delaleux (2012)   ***Erol and François (2014) 




Figure 5.14 - Experimental and numerical water temperature evolution during the heating phase of 
B4(1) (λground=2.8 W/mK,  λgrout=1.7 W/mK)  
 
Table 5.4 shows the numerical results of the grouting thermal conductivity together with the 
proposed values by the producers for 7-days TRTs in the four BHEs. According to the 
numerical results, thermal conductivity is significantly lower (more than 20%) than the 
proposed one in B1,B3 and B4. The proposed values are based on cured samples of a given 
density. In-situ, the admixtures were prepared with a higher water fraction, which can result 
to a lower density and hence a decreased effective thermal conductivity. Moreover, air 
bubbles trapped inside the grouting could also contribute to a decrease of the thermal 
conductivity. The accuracy of the estimated values depends on the representativeness of the 
model regarding the BHE geometry. Any deviation from the assigned geometry (e.g. 
borehole radius, relative position of the pipe legs inside the borehole) would affect the 
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Based on the forward regression analysis for B2, the borehole thermal resistance starts to 
decrease after 17 days, which coincides with an abrupt increase in the heat input. This was 
investigated by numerical modelling including the heat input increase. The results are 
presented in Figure 5.15. The applied heat input is 3.6 kW for the first 17 days and 4.0 kW 
for the rest, taken as time-average values of the corresponding time periods. First, a grouting 
thermal conductivity of 1.0 W/mK was applied for the whole test duration. The numerically 
obtained temperature evolution fits well the experimental data for the first 17 days. At 17 
days temperature increases of 1 °C, following the applied heat input increase of 0.4 kW. 
Though, this is not displayed in the experimental data. To fit the experimental data after 17 
days, a grouting thermal conductivity of 1.6 W/mK was applied for this period. Based on the 
good agreement between the experimental and the numerical results, the sudden change in the 
grouting thermal conductivity could be associated with the sudden increase of the heat input. 
This increase occurs in a time window of 10 h at a rate of 140 W/h. A sudden temperature 
change in the grouting mass could result in a thermally induced cracking and, hence, in a 
modification of its effective thermal conductivity. Though, in this case study, this seems quite 
improbable since an increase of 140 W/h results in a relatively low temperature increase rate 
of 0.25 °C/h, based on numerical results. Moreover, cracks in the grouting mass filled with 
air (λair=0.025 W/mK) or water (λwater=0.58 W/mK) would result in a decrease and not an 






Figure 5.15 - Experimental and numerical mean water temperature evolution for varying grouting 
thermal conductivity in B2 
 
Figure 5.16 shows numerical results for a varying heat input and a constant grouting thermal 
conductivity of 1.0 W/mK during the period of the 90 days. The numerically obtained 
temperature evolution fits the experimental data. Moreover this value of the grouting thermal 
conductivity allows to reproduce the experimental data during the whole interrupted heating 
phase and the recovery phase in B2 (total duration of 13 months), as presented in the next 
chapter. These results indicate that the calculated decrease of the borehole thermal resistance 
by the ILS model analysis is attributed to the sensitivity of this model to abrupt changes in 
the heat input and highlights the importance of the heat input variations simulation on the 





Figure 5.16 - Experimental and numerical mean water temperature evolution for varying heat input 
and grouting thermal conductivity of 1.0 W/mK in B2 
 
As presented previously in section, the in-situ grouting thermal  conductivity can be 
significantly lower than the one proposed by the producers. Numerical modelling has been 
used to investigate the influence of the grouting thermal conductivity on the borehole thermal 
resistance. First, TRTs were simulated for different values of the grouting thermal 
conductivity. Then, the borehole thermal resistance was calculated by applying the ILS model 
on the numerically obtained water temperature evolution. The results are presented in Figure 
5.17. The borehole thermal resistance varies significantly for grouting thermal conductivity 
lower than 2 W/mK. For higher values, an increase of 0.1 W/mK in the grouting thermal 
conductivity results to a decrease of the borehole thermal resistance in the order of only 0.001 
Km/W. Therefore, for the given BHE geometry, any significant difference between the in-
situ and the proposed grouting thermal conductivity will have an important effect on the 





Figure 5.17 - Influence of grouting thermal conductivity on borehole thermal resistance (double-U 
pipes, rp=0.016 m, dshank=0.064 m, rb=0.068 m) (λproposed: grouting thermal conductivity proposed by 
the producers, λin situ: in-situ grouting thermal conductivity by calibration with numerical modelling for 
the four BHEs)  
 
 
5.4 Temperature distribution inside the borehole  
 
5.4.1 Heating phase 
 
Figure 5.18 shows the water temperature distribution along the pipe loop in B4 based on the 
3D numerical model results. In this model, the ground was considered homogeneous and 
isotropic and a constant heat input was applied for the whole test duration. The temperature 
profile develops gradually, obtaining the characteristic V-shape after approximately 12 min. 
The duration of this transient phase decreases with increasing flow rate and for shorter BHEs. 
Once it reaches the steady state, water temperature rises more quickly with time. This 
transition is also indicated in the experimental water temperature evolution (Figure 15.18, 
bottom). At steady state, the transferred heat decreases while water progressively advances 
along the pipe loop, indicated by the non-symmetrical obtained profile. This is attributed to 
the lesser amount of heat subjected to each water section, starting with the maximum value at 
the ground level at the pipe inlet, and to the possible thermal interaction between the pipe 
legs. Approximately 70% of the injected heat is transferred in the downward pipe, while only 
108 
 
30% in the upward pipe, for this BHE geometry and for a flow rate of 9 l/min in each pipe 
loop. The proportion of heat transferred from the downward pipe was calculated by the 
convective heat transfer equation (section 5.2.1) based on the water temperature at the pipe-
inlet and at the bottom of the pipe loop. The water temperature at the pipe-outlet and at the 
bottom of the pipe loop was used for the upward pipe heat transfer. The transferred heat per 
meter of the borehole (sum of downward and upward transferred heat) decreases of only 
3.2% with depth, in this study of homogenous ground and uniform initial ground temperature. 
Greater variation is expected in the case of heterogeneous ground and/or due to an initial 
temperature gradient.  
 
The steady-state heat transfer at the whole borehole cross section (fully developed 
temperature profile at the borehole wall) is achieved after 10 h. This is included in the 
proposed range (1 h - 12 h) for normal borehole sizes and ground conditions, according to 
Spitler and Gehlin (2015). Before reaching the steady state, the temperature evolution inside 
the borehole is dominated by the borehole filling heat capacity. The ILS model assumptions 
are not valid for transient heat transfer inside the borehole, and therefore data of this phase 
should not be included in the ILS model analysis. 
 
During the pipes installation, fiber optic cables were attached at the outer surface of the pipe 
loop. The fiber optics profiles were calibrated by two RTD probes, attached on the pipes at 
certain depths (Chapter 3). Figure 5.19 (top) shows the depth-average temperature evolution, 
as measured by the fiber optics. The temperature is lower than the mean water temperature of 
approximately 1 °C. Oscillations in the fiber optics profile coincide with the water 
temperature oscillations, which are attributed to the varying heat input. Figure 5.19 (bottom) 
shows the temperature profiles through depth, obtained with measurement time of 60 min. 
This means that the first measurement is the time-average profile of the first hour. As a result, 
the profile development (transient phase) is not clearly displayed in these measurements. 
Temperature oscillations are observed along the whole pipe length including overlapping of 
the downward and upward measured temperature. Similar profiles are obtained during the 
heating phase of all the tests that conducted in-situ. It should be noted that the exact position 
of the cable at the outer surface of the pipes is not well known, since it was observed that the 





Figure 5.18 - Development of water temperature profile (top) and mean of pipe inlet and outlet water 




Figure 5.19 - Measured water temperature evolution (mean of pipe-inlet and outlet) and pipe 
temperature evolution (depth-average) (top) and temperature distribution at the outer surface of the 
pipes (bottom) for B4(1)   
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To better understand the measured profiles, the temperature distribution in the borehole cross 
section, based on the numerical results, is presented in Figure 5.20. The distribution is not 
uniform at the borehole cross section, controlled by the relative position of the pipe legs and 
the thermal conductivity of the different materials. Temperature can also vary significantly 
(in the order of 1 °C) along the outer surface of the each pipe leg, depending on the exact 
location of the measurement point. Higher temperatures are observed between the pipe legs 
and lower temperatures close to the borehole wall.  
 
 
Figure 5.20 - Numerical temperature distribution at the borehole cross section after 3 d of heat 
injection for B4(1) 
 
The temperature envelope for each pipe leg is presented in Figure 5.21, together with the 
fiber optic measurements. The measured temperature is in the range proposed by the 
numerical results, justifying the observed oscillations. Other reasons that could partially 
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contribute to the fiber optic oscillations are the accuracy of the fiber optic measurements, the 
possible detachment of the fiber optic cable and the varying heat transfer rate with depth due 
to the bedrock heterogeneity. However, the latter could not explain the overlapping of the 
upward and downward profiles or the locally increasing temperature along the direction of 
the water flow, since it would indicate that heat is transferred from the ground to the 
circulating water during the heating.   
 
 
Figure 5.21 - Experimental and numerical temperature profiles at the pipes outer surface after 3 d of 
heat injection for B4 (1) 
 
 
5.4.2 Recovery phase  
 
Figure 5.22 shows the temperature evolution during the heating and the recovery phase in B1. 
Experimental data for the heating phase correspond to the water temperature at the pipe-inlet 
and outlet and for the recovery phase to the depth-average fiber optic temperature. To 
simulate the recovery phase, a zero velocity was imposed on each node of the 1D finite 
elements and the water thermal properties (λ=0.58 W/mK, ρcρ=4184 kJ/m³K) were assigned 
to the 3D water elements. The temperature at the borehole cross section varies less than 2 °C 
after 1 h of recovery and becomes almost uniform (DT<0.1 °C) after 20 h.  Water 
temperature decreases at a high rate of 0.55 °C/h during the first 12 h, but of only 0.04 °C/h 
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for the next 36 h. After a period of 177 h (equal to the heating phase duration), temperature 
reaches 11.8 °C, recovering the temperature rise at the end of the heating phase of 92%. 
 
 
Figure 5.22 - Experimental and numerical temperature evolution during the heating and the recovery 
phase in B1  
 
The required time for the recovery of different percentages of the temperature rise (ΔΤ) was 
investigated numerically, for the BHE geometry presented in Table 5.3 and for the following 
parameters: Vtotal=30 l/min, λgrout= 1.5 W/mK, λground= 3W/mK and qextr=40 W/m. The results 
are presented in Figure 5.23 (left), as a function of the heating phase duration. To achieve a 
75% of ΔΤ (°C) recovery, the required recovery time is less than 50% of the heating time. 
For more than 90% recovery, a recovery time greater than the heating time is required.  For 
example, after 12 h of heating, only 3.5 h are required for a 75% recovery and 15 h for 90% 
recovery. Though, to achieve a 95% recovery, the required time is significantly increased 
(>30 h). Moreover, the ratio of the recovery time to the heating time decreases slightly with 
increasing heating time, for the investigated range. This is attributed to the higher difference 
between the water and ground temperature at the end of the heating phase, which provokes a 
quicker recovery. The same behaviour is observed in the case of extracting heat from the 
ground.  
 
The water temperature evolution for two daily operation schemes is presented in Figure 5.23 
(right). At the end of the first day, temperature decrease has recovered of 93% for the first 
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operation scheme (8 h/16 h) and 79% for the second one (16 h/8 h). These percentages 
decrease as the thermal cyclic loading continues. A fully recovery is not achieved at the end 
of each day, which results to a progressive cooling of the ground that could affect the long-
term sustainability of the system.  
 
 
Figure 5.23 - Required recovery time for different heating phase durations (left) and temperature 
evolution for two daily operation schemes (operation time/recovery time) (right) 
 
 
5.5 Detection of bedrock heterogeneity and layer dip angle determination 
 
5.5.1 Temperature profiles during hardening of the grouting material 
 
Temperature was measured by the fiber optics after injecting the grouting material. Heat is 
generated during the first hours of hardening of the grouting material, which results in a 
temperature increase along the borehole length. In the following days temperature retrieves 
its initial undisturbed profile. Figures 5.24 and 5.25 show temperature profiles a few days 
after injecting the grouting material in B1 (Geosolid, silica sand-based admixture) and in B4 
(homemade admixture with graphite) respectively. The upper 18 m correspond to the 
thermally unstable zone, where ground temperature is influenced by weather conditions. In 
B1, the temperature profile during hardening of the grouting material (3 days after grouting) 
is characterised by a local maxima, of a significantly increased temperature value, at 26 m. 
This is also observed during the temperature recovery (9 days after grouting). In B4, the 
temperature profile during hardening of the grouting material is characterised by a local 
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maxima at a depth of 29 m. Theese depth locations correspond to extended fractured zones 
more than one meter based on the borehole logging analysis. The local maxima of the 
temperature curves are probably due to a local larger quantity of grouting material and/or 
local lower thermal diffusivity due to gathering of fractures. The lower thermal diffusivity of 
these zones is also indicated in the recovery temperature profiles, presented in the next 
section.   
 
Close to the local maxima of the temperature profile in 5.24, temperature is increased 
between 22 m and 29 m deep. This depth difference, equal to 7 m, corresponds to the 
maximum and not to the exact thickness of the fractured zone. Assuming that the thickness of 
the fractured zone is 2 m and is located between 25 m and 27 m deep (as indicated by the 
borehole logging analysis), a larger quantity of grouting material, and hence an increased heat 
generation, is limited between 25 m and 27 m deep. The increased temperature observed at 
the non-fractured zone in this case (22-25 m and 27-29 m deep) could be explained as the 
result of the heat transfer to the surrounding ground. Hence, the maximum thickness of the 
extended fractured zone is estimated to 7 m (in between 22 m and 29 m depth) for B1 and 8 
m (in between 26 m and 34 m depth) for B4.  
 
 




Figure 5.25 - Temperature profiles after injecting the grouting material in B4 
 
Figure 5.26 compares the fractured zones identification by the temperature profiles analysis 
and by the borehole logging analysis (acoustic signal travel time and amplitude analysis). For 
B1, the middle of the fractured zone is located at a depth of 26 m for both approaches. The 
thickness of this fractured zone is 2 m based on the borehole logging analysis and between 1 
m and 7 m based on the temperature profile analysis. For B4, two extended zones are located 
close to each other (between 28.0 m and 31.4 m and between 32.1 m and 33.4 m depth) based 
on the logging analysis. The fiber optic temperature analysis indicates one fractured zone, 
coinciding with the two fractured zones of the logging analysis. Its middle is located at 29 m 
and its thickness is between 1 m and 8 m. The results of both analyses are in good agreement 
with each other. However, random large fractures (more than 10 cm wide) or smaller 
fractures (of an opening between 5 and 10 cm) cannot be identified by the temperature 
profiles analysis. This can be attributed to the to the width of hotspots corresponding to 
random fractures with regard to the DTS performance parameters. In this case study, the 
width of hotspots corresponding to random fractures is quite lower than the spatial resolution 
of the measurements (2 m) and the sampling interval (20 cm). Even if these hotspots were 
included in the measurement points, the measured temperature could be significantly 





Figure 5.26 - Fractured zones identification by the temperature profiles analysis and by the borehole 
logging analysis for B1 and B4 
 
5.5.2 Temperature profiles during the recovery phase 
 
Figure 5.27 shows fiber optics temperature profiles obtained during the recovery phase in B3, 
where t=0 corresponds to the start of recovery. The temperature difference between the initial 
(t=0) and the undisturbed temperature increases through depth, due to the negative gradient of 
the undisturbed temperature profile (Chapter 4). Thus, considering homogeneous geological 
conditions, the heat transfer rate would increase with depth during the first hours of recovery. 
In order to remove this effect from the measurements, the temperature difference between 
each recovery profile and the undisturbed temperature was calculated (Figure 5.28). Local 





Figure 5.27 - Recovery temperature profiles after 10 h of constant heat injection in B3 
 
 





In order to investigate the possible correlation of these profiles to rock characteristics, a 
temperature difference profile after 4 h of recovery is presented in Figure 5.29 and compared 
to gamma-ray data (moving average of 2 m) and the fractures distribution through depth. The 
first 18 m are not included in this graph since they correspond to the thermally unstable zone 
and any correlation would be inconsistent. It is observed that temperature local minima 
correspond to gamma-ray local minima, indicating sandstone/siltstone layers, while 
temperature local maxima to gamma-ray local maxima, indicating shale/siltstone layers. The 
higher thermal diffusivity of sandstone/siltstone is evident in the in-situ measurements 
despite the relatively small thickness of these layers. The results are in good agreement with 
those of the gamma-ray data analysis and the cuttings thermal conductivity analysis, 
presented in Chapter 2. B3 is characterised of a few large open fractures (opening>5 cm) - 
and not by extended fractured zones - and hence any correlation between the fracturing and 
the temperature measurements is not evident in this case.  
 
 
Figure 5.29 - Open fractures distribution, temperature difference after 4h of recovery and natural 
gamma radioactivity data for B3 
 
The same procedure is applied for B4, which is quite more fractured than B3. Figure 5.30 
shows the temperature difference profile after 4 h of recovery compared to gamma-ray data 
(moving average of 2 m) and fractures distribution through depth for B4. Temperature local 
peaks coincide to gamma-ray local peaks, as in B3, for depth greater than 35 m. Though this 
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correlation is not persistent for the upper part of the borehole where an extended fractured 
zone exists, at 30 m depth, probably filled with grouting material. The quite fractured rock at 
this position could be characterised by a lower thermal diffusivity, due to air or grouting 
material (λ=1.7 W/mK, Table 5.4) filling the fractures, compared to the surrounding less/non 
fractured rock (λ=2.88 W/mK, Figure 5.11). Thus a local maxima is observed in the 
temperature profile at the depth corresponding to the fractured zone.  
 
 
Figure 5.30 - Open fractures distribution, temperature difference after 4h of recovery and natural 
gamma radioactivity data for B4 
 
In both profiles, B3 and B4, sandstone/siltstone layers more than 1.2 m thick can be identified 
as local minima in the temperature profiles, while thinner layers are not always detectable. As 
mentioned in the case of the temperature profiles during hardening of the grouting material, 
local temperature changes of width smaller than the spatial resolution (equal to 2 m in this 
case) could be undetectable in the measured temperature profiles. Moreover groundwater 
effects are not considered in this analysis since TRTs measurements analysis indicate the 
absence of high groundwater flow, as presented previously in this chapter. 
 
A local maxima is also observed at the fractured zone in B1, which is located at the transition 
from a sandstone to a shale layer. In B2, the fractured zone is located at a shale/siltstone layer 
and therefore, the possible detection is not evident. Figure 5.31 presents the recovery profiles 
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for the four BHEs. The layer dip angle can be calculated based on theese profiles and the 
relative distance between them. The depth location of local peaks in B1 and B2 coincide with 
each other, as also observed in the gamma-ray profiles (Chapter 2). The mean layer dip angle 
proposed by this analysis is approximately 45° SE (Table 5.5) and is in good agreement with 
those proposed by the gamma-ray data analysis and by the cuttings thermal conductivity 
analysis (Chapter 2).  
 
 
Figure 5.31 - Layer dipping indication based on B3 and B4 temperature measurements 
 
 
Table 5.5 - Layer dip angle calculation based on fiber optics temperature profiles 
depth at B2 (m) 54.0 68.0 77.4 
 B2B3 
horizontal distance (m) 3.20 2.80 2.69 
elevation difference (m) 3.10 2.50 3.00 
dip angle (°) 44.09 41.76 48.12 
 B3B4 
horizontal distance (m) 2.87 2.91 3.15 
elevation difference (m) 2.70 2.80 3.50 
dip angle (°) 43.25 43.93 48.01 






In this case study, the importance of a sufficiently insulated TRT equipment for a steady heat 
input is highlighted. The ILS model results are quite sensitive to the heat input oscillations. 
This sensitivity increases for late starting times and for short data time windows. It could be, 
therefore, proposed to evaluate the data of the in-situ TRTs by avoiding late starting times 
and by increasing gradually the length of the time window. This approach was applied to the 
in-situ TRT measurements and the proposed results were verified by numerical simulations of 
the in-situ TRTs, for this specific case study. Though, the results of this study also indicate 
that there is not a unique proposition for the TRT duration for a given accuracy of the results, 
since it will depend in each case on the extend of the heat input oscillations, and that the 
typically proposed duration (50 h) might not give accurate results in the case of insufficiently 
insulated TRT equipment. 
 
The in-situ grouting thermal conductivity was estimated lower than the one proposed by the 
producers. This could be mainly attributed to the water fraction applied in-situ for the 
preparation of the admixtures, which was higher than the one proposed by the producers. For 
the given BHE geometry, this could have an important effect on the borehole thermal 
resistance for grouting thermal conductivity values lower than 2 W/mK.   
 
The fiber optic profiles of the heating phase are characterised by temperature oscillations 
along the whole pipe length including overlapping of the downward and upward measured 
temperature. This could be mainly attributed to the exact position of the cable at the outer 
surface of the pipes, which varies through depth in this case study, in combination with the 
non-uniform temperature distribution inside the borehole. 
 
Based on fiber optics temperature profiles of the recovery phase, we can detect layers with 
different mineral content that display a different thermal behaviour. Layers thinner than 1.2 m 
cannot be identified by this procedure. The resolution of the applied procedure is limited by 
the measurement parameters, spatial resolution and sampling interval. Lower spatial 
resolution and sampling interval could improve the resolution of the results. Moreover, 




Temperature profiles during hardening of the grouting material allow to locate extended 
fracture zones, more than one meter in this case study. The results are in good agreement with 
those of the borehole logging analysis. These temperature measurements could contribute to 
the bedrock heterogeneity investigation. Fractures filled with grout would locally influence 
the effective thermal properties of the rock mass. Moreover, they would locally affect the 
fracture transmissivity and hence the rock mass permeability. The grouting could locally 
reinforce the rock mass and modify its mechanical characteristics. These parameters are 
important for the hydro-thermo-mechanical behaviour of the bedrock.  
 
The profiles during hardening of the grouting material were obtained at different time period 
after grouting in B1 and B4. Hence, a behaviour comparison between the two types of the 
grouting cannot be deduced by these measurements. More measurements or a continuous 
monitoring could provide information on the behaviour of different grouting materials during 
hardening, as well as on the required time for the temperature to retrieve its initial profile 
after the BHE installation. The latter is crucial for the reliability of the TRT results, which 
control the design of closed-loop systems. Moreover, a study of the thermal response during 
hardening of the grouting material which is an exothermic process could provide information 
on the possible bedrock heterogeneity and the varying heat transfer rate with depth.  
 
It is also possible to conclude that it would be of interest in any BHE to measure the 
temperature along the borehole before conducting the TRT (undisturbed ground temperature), 
during hardening of the grouting material and after 4h of recovery. Alternatively to fiber 
optic cables, a temperature sensor (e.g. thermocouple element, resistance temperature 
detector) can simply be lowered down into the pipe to obtain the temperature profiles. This 
approach is cost-effective and easy to implement and would give valuable information about 















At the laboratory scale, several studies include measurement at rock samples, core samples or 
cuttings to investigate the influence of various factors (e.g. mineral composition, porosity and 
degree of saturation) on the thermal properties (Clauser and Huenges, 1995; Popov et al., 
1999; Pechnig et al., 2010). In the case that the rock sample consists of foliations (e.g. shale 
samples), an anisotropic thermal behaviour is observed depending on the direction of the heat 
flow with regard to the foliations orientation. The thermal conductivity parallel to the 
foliations can be up to 2.5 times higher than the one perpendicular to the foliations (Popov et 
al., 1999;  Eppelbaum et al., 2014). These effects are widely studied at the laboratory scale, 
however, extrapolating laboratory results to in-situ conditions remains challenging (Liebel et 
al., 2010; Luo et al., 2016). In-situ, any possible deviation from the rock samples 
characteristics (e.g. degree of saturation, fracturing, porosity), as well as groundwater flow 
can result in a different effective thermal conductivity of the rock mass than the one 
measured at the laboratory. Moreover, the thermal behaviour of the bedrock will be affected 
by the in-situ undisturbed temperature field (geothermal gradient effect, urbanisation effect, 
air variations influence at the top ground meters), an influence that is not included in the 
laboratory measured thermal conductivity values.  
 
TRTs allow to estimate the effective ground thermal conductivity including the influence of 
the in-situ conditions. The estimated thermal conductivity corresponds to a depth-average 
value and the typical duration of a TRT is a few days, which indicates that the results are 
representative of the ground mass surrounding the borehole at a radius of a few meters. The 
thermal behaviour of the BHE during its operation and the thermal plume in the surrounding 
ground can be then predicted based on the TRT data analysis, considering the ground a 
homogenous, isotropic material. However, this assumption is not always valid and the 
estimated effective thermal conductivity might not be representative of the in-situ conditions 
for longer heating periods or during the recovery phases, where the heat flow direction is 
inversed. This is critical in the case that ground water effects are dominant and the TRT 
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interpretation can not provide a unique value for the effective thermal conductivity, which 
depends on the characteristics of the aquifer and the heat flow direction (Loveridge et al., 
2013). Moreover, the air temperature influence can affect the ground temperature at the top 
even 20 m of the ground (Popiel et al., 2001) and the borehole wall temperature distribution 
at the bottom of the borehole is affected by its finite length (Philippe et al., 2009).  
 
Thus, the following questions arise: 
- Could the typical-duration TRT results be representative of the BHE behaviour for longer 
heating periods and different modes (heating/recovery), in the case that groundwater effects 
are not dominant? 
- Are heterogeneity and anisotropic effects a controlling factor for the thermal plume in-situ, 
in the presence of the thermal interaction between the different rock layers?   
- Is the influence of the thermal effects at the borehole end negligible on the rock mass 
temperature distribution? 
- Does the ambient air temperature variation have an important effect on the BHE behaviour? 
 
This chapter investigates these questions based on experimental measurements of a long-
duration DTRT (heating period of 7 months), conducted in-situ in a heterogeneous bedrock, 
where convection effects in the rock mass are not dominant. During the heating and the 
recovery phase of the test, temperature was measured by the fiber optics in the heated BHE 
(B2), as well as in the surrounding boreholes (B1,B3 and B4) covering a surface area of 32 
m². These measurements create a unique data set, that allows to investigate the behaviour of 
the BHE for longer heating periods and to investigate the effect of various factors on the 
thermal plume in the heterogeneous bedrock at the in-situ scale. The heating phase, 
characterised by a varying heat input, was interrupted twice to investigate the influence of a 
short recovery on the temperature evolution at the borehole scale, as well as in the 
surrounding ground. The test was simulated by numerical modelling, without including 
heterogeneity or anisotropic effects in the rock mass. A constant ground thermal conductivity 
was applied, equal to the one estimated by the ILS interpretation of the first days of the TRT. 
The numerical results allow to investigate the effects of the varying heat input, of the distance 
to the heating source and of the thermal effects at the bottom end of the borehole on the 
temperature field, at the borehole scale as well as at the surrounding bedrock. The 
comparison with the in-situ measurements allows to investigate any possible variation of the 
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effective thermal conductivity with time and with depth during long heating and recovery 
periods and to study the possible effect of heterogeneity and anisotropic thermal behaviour of 
the bedrock on the temperature field evolution.       
 
First, a description of the test procedure and the fiber optic calibration is presented. Then the 
temperature evolution at the heated BHE is investigated. The fiber optic profiles during the 
heating and the recovery phase are analysed to investigate the possible variations of the 
effective rock thermal conductivity with depth and with time. The 3D numerical modelling of 
the in-situ test follows and the results are compared with the in-situ measurements. The effect 
of the heat input interruptions is studied based on the numerical and experimental results. 
Afterwards, the temperature evolution in the rock mass is presented. The influence of heat 
transfer effects close to the borehole bottom end and of the heat input interruptions on the 
temperature field are studied by numerical modelling, with regard to a varying distance to the 
heating source. The measured temperature profiles in the rock mass in this case study are the 
result of a combination of different factors: bedrock heterogeneity, air temperature variations, 
borehole end thermal effects, varying heat input and varying distance to the heating source. 
The effect of each factor is identified in the in-situ measurements. Moreover, the effect of the 
anisotropic thermal behaviour of shale, which displays a varying effective thermal 
conductivity depending on the foliations orientation with regard to the heat flow direction, is 
investigated based on the in-situ measurements. Finally, conclusions are provided and the 
influence of the various factors is discussed. A part of the work included in this chapter is 
also presented in Radioti et al. (2016b).           
 
 
6.2 Applied phases and fiber optic measurements calibration  
 
A long-duration DTRT was conducted in B2 (June 2015- January 2016). The relative position 
of the boreholes (B1-B4) was chosen as presented in Figure 6.1 in order to investigate any 
possible anisotropic thermal behaviour of the bedrock along two perpendicular planes: the 
first along the axis crossing B1 and B2 and the second along the axis crossing B2, B3 and B4. 
The bedrock consists of siltstone and shale layers interbedded with sandstone layers (Chapter 
2). Due to the layer dip angle orientation, B1 and B2 are characterised by roughly the same 





Figure 6.1 - Geometry of the heated BHE (B2) and relative position between the four BHEs 
 
Figure 6.2 shows the different phases applied during the test. Before starting the test, water 
was circulated at high flow rate to purge air from the system. Then, water has been 
circulating in the U-pipe loops for 39 h, to achieve equilibrium between the water and the 
surrounding ground and to obtain the undisturbed ground temperature. Afterwards, the 
heating phase started. A constant heat input was applied to the double-U pipe for a duration 
of about 3 months. The heat input (42 W/m length) is in the order of the specific heat 
extraction proposition during the operation of the system for the geological context of the 
site, according to the VDI 4640 guidelines (50 W/m length for 2400 h, normal rocky 
underground and water saturated sediment with 1.5 W/mK<λ<3.0 W/mK). Then, the test was 
interrupted for 1.5 d, to study the influence of a short recovery on the thermal response of the 
system. A constant heat injection followed for about another 3 months. The test was stopped 
for the following 1 day and the TRT equipment was connected to only the one U-pipe. A 
heating phase followed, of a duration of 22 d. During the heating phases of both 
configurations (double-U and single-U), the same nominal power was applied in each U-pipe 
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loop. This means that, after the single-U heating phase started, the total nominal power 
applied in the BHE decreased in half. This allowed to investigate the effect of a varying heat 
input on the water temperature evolution, as well as on the surrounding rock mass.  
 
In a perfect insulated system, there is no thermal interaction between the circulating fluid and 
the ambient air. A part of the nominal power is consumed by the pump, to circulate the fluid 
at constant flow rate (kinetic energy and energy loss due to friction), equal to approximately 
0.1 kW in this case study based on data of the water circulation phase. The remaining part is 
converted into heating power, via an electric resistance heating element, which is added to the 
fluid during its circulation inside the rig. Oscillations in the nominal heating power profile in 
Figure 6.2 are attributed to voltage variations during the test. This effect is also displayed in 
the flow rate profile and could by minimized by using voltage regulators. 
 
The actually applied heating power can be calculated from the convective heat transfer 
equation, as:  
 
, ,( )appl p w inlet w outletq mc T T  , 
  
where ṁ: the mass flow rate (kg/s), 
cp=4.19 kJ/kgK: the specific heat capacity of water at 10 °C, 
Tw,inlet: the temperature at the pipe inlet (exit of the rig) (°C) and 
Tw,outlet: the temperature at the pipe outlet (entrance of the rig) (°C). 
 
Figure 6.3 presents the calculated applied heating power and the air temperature 
measurements inside and outside of the test rig. The applied power oscillations follow the air 
temperature oscillations for the whole test duration, indicating the thermal interaction 
between the ambient air and the circulating water. During the TRT in this study, the 
connecting pipes were covered with a 2-cm thick insulation layer. The rig wall consists of a 
plastic honeycomb plate and the pipes inside the rig were also insulated. After the first 20 
days of the test, an insulation layer (expanded polystyrene of a few cm thick) was attached 
around the test rig. For this period, the air temperature inside the rig seems less influenced by 
the outside air variations than before. Though, this layer only limits and not eliminates the 
outside air influence, as indicated by the agreement between the oscillations in the two air 
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temperature profiles. As thoroughly presented in section 5.1.1, the applied heating power 
variation during the test, which is greater than the nominal one, is the result of the ambient air 
temperature variations in combination with the insifficient equipment insulation.    
 
 
days water circulation heat injection configuration 
0-1.63 √ - double-U 
1.63-95.18 √ √ double-U 
95.18-95.61 - - - 
95.61-96.67 √ - double-U 
96.67-191.7 √ √ double-U 
191.7-192.6 - - - 
192.6-214.7 √ √ single-U 
 
Figure 6.2 - Water temperature measurements, nominal heating power and flow rate per single U-pipe 




Figure 6.3 - Mean water temperature, air temperature and applied heating power during the long-





During the installation of the BHEs, fiber optic cables were attached at the outer surface of 
the U-pipes wall. Each cable contains two oprical fibers. Two RTD probes (Class A, T±0.15 
°C) were also attached at certain depths in each borehole, in direct contact with the fiber optic 
cable, which would allow the offset calibration of the recorded fiber optic profiles (Chapter 
3). At the undisturbed state temperature was also measured by lowering down a RTD probe 
inside the pipes, since the pipes were accessible. The calibration of the fiber optic profiles 
based on these measurements was in good agreement with the one based on the attached RTD 
probes, indicating the accurate estimation of the depth position of the attached RTD probes in 
each borehole. After the BHEs installation and grouting, the remaining parts of the cable in 
each borehole was rolled into loops and inserted in a metallic box (Figure 6.4), which served 
to protect the measurement equipment from weather conditions and damage. 
 
     
Figure 6.4 -  Fiber optic cable loops (left) and protection metallic box (100 cm x 60 cm x 40 cm) 
(right)  
 
During the long-duration DTRT in B2, the RTD probes were not operational, probably due to 
an erosion of the sensor or of the electric wire connecting the sensor to the measurement 
device. The fiber optic profiles during the heating phase were calibrated based on the 
measurements of a RTD probe, located at the center of the pipe loop inside the box. The 
mean temperature of the fiber loops was assumed equal to the recorded air temperature by the 
RTD probe. As presented in Chapter 3, this approach was investigated based on fiber optic 
measurements at the undisturbed state and it can result in a significant error (in the order of 





Figure 6.5 - Fiber optics temperature profiles calibrated by RTD measurements at the center of the 
cable loops inside the box 
 
Figure 6.6 (top) shows the depth-average temperature by the fiber optics, calibrated based on 
this procedure. Oscillations are observed during the whole heating period and the fiber optic 
temperature becomes equal or even greater than the water temperature for certain periods. 
The fiber optic oscillations were expected to follow the water profile oscillations, associated 
with the varying heat input due to the insufficient test rig insulation. Moreover, given that the 
fiber optic cables are attached at the outer surface of the U-pipes, the recorded temperature 
was expected to be lower than the one of the water, due to the pipe resistance. These 
characteristics were observed in the fiber optic measurements of the DTRTs in the other three 
BHEs (Figure 6.6 bottom), where the profiles were calibrated by the RTDs attached along the 
U-pipes, as presented and verified by numerical modelling in Chapter 5. Therefore, the 
temperature evolution by the fiber optics during the heating phase in B2 is probably not 
representative of the actual temperature evolution at the outer surface of the pipes, since it 
can be overwhelmed by significant offset errors. The recovery profiles after the end of the 
heating phase (t=214.7 d), as well as the profiles in the other BHE during the whole test, were 
calibrated by lowering a RTD probe inside the U-pipe, since the pipes were accessible during 




    
Figure 6.6 - Measured water temperature evolution (mean of pipe-inlet and outlet) and pipe 
temperature evolution measured by the fiber optics (depth-average) during the DTRT in B2(top) and 
in B4(bottom)   
 
 
6.3 Bedrock thermal behaviour investigation: fiber optic profiles of the heated BHE 
 
6.3.1 During the heating phase 
 
Figure 6.7 shows temperature profiles during heating of the double-U pipe, obtained with 
measurement time of  60 min, spatial resolution of 2 m and sampling interval of 20 cm. Close 
to the ground surface (1 m - 2 m depth), temperature varies with time which can be attributed 
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to the influence of the air temperature variations. At greater depth, temperature increases with 
time. However, the relative temperature distribution along the pipe loop remains constant 
with time (identical shape of temperature profiles), during both heating periods (t<95.2 d and 
t>95.6 d). Oscillations are observed along the whole pipe length including overlapping of the 
downward and upward measured temperature. Figures 6.8 and 6.9 show the temperature 
evolution measured by the fiber optics at different depths for the upward and the downward 
pipe respectively. The oscillations observed in these profiles are the result of the insufficient 
calibration. The temperature evolution profiles corresponding at different depths are parallel 
with each other for the whole heating period in both pipe legs.  
 
These measurements indicate that the heat transfer in the surrounding bedrock, and hence the 
effective thermal conductivity of each layer, does not vary significantly with time. A 
significant variation of the effective thermal conductivity in a layer (eg. due to convection 
effects) would have resulted in a variation of the water temperature distribution along the 
pipe loop and consequently to a modification of the temperature distribution along the pipes 
outer surface. It is possible, however, that small variations of the effective thermal 
conductivity occur (e.g. spatial variation of mineral composition or density along a layer), 
that result in temperature variations lower than the accuracy of the fiber optic measurements 





Figure 6.7 - Temperature distribution at the outer surface of the pipes measured by the fiber optics 
(top, middle) and mean of pipe inlet and outlet water temperature evolution (bottom) during the 





Figure 6.8 - Temperature evolution at different depths for the upward pipe measured by the fiber 




Figure 6.9 - Temperature evolution at different depths for the downward pipe measured by the fiber 
optics during the heating phase in B2 (double-U configuration) 
 
Figure 6.10 show fiber optic temperature measurements during heat injection in the one U-
pipe (t>192.6 d). As observed during the heating of the double-U pipe, the temperature 
distribution along the pipes does not vary with time (identical shape of temperature profiles), 
indicating the constant heat transfer along the different layers. The recorded profiles are not 
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identical with those of the double-U pipe heating. The applied heat input at the single-U pipe 
is equal to the one applied at each U-pipe during the double-U heating. Though, the applied 
flow rate in the single-U pipe configuration (13.8 l/min) is higher than the one in the double-
U pipe configuration (9.5 l/min). Moreover, the temperature distribution at the borehole cross 
section is not dominated by the interaction of the two U-pipes during the single-U heating. 
This could explain the different shape of the recorded profiles. 
 
Both profiles (double-U and single-U configuration), are characterised by temperature 
oscillations along the whole pipe length, including overlapping of the downward and upward 
measured temperature. The flow rate direction was inversed during the single-U heating. This 
means that the downward pipe leg of the double-U configuration coincides with the upward 
pipe leg of the single-U configuration (pipe leg 1). Respectively, the upward pipe leg of the 
double-U configuration coincides with the downward pipe leg of the single-U configuration 
(pipe leg 2). Figure 6.11 compares the profiles that correspond to the two pipe legs. The 
temperature oscillations in each pipe leg are observed at the same depth locations for both 
configurations. The exact position of the cable at the outer surface of the pipes is not well 
known, since the U-pipes were being rotated about the borehole axis while lowering them 
down inside the borehole. The recorded oscillations could be attributed to the varying 
position of the cable at the outer surface of the pipes in combination with the varying 
temperature at the surface of the U-pipes wall. This is further investigated in the next section 
by numerical modelling. Similar profiles were also obtained during the 7-days DTRTs 
conducted in the other three BHEs, for which the exact position of the cable at the outer 







Figure 6.10 - Temperature distribution at the outer surface of the pipes measured by the fiber optics 
during the heating phase in B2 (single-U configuration) 
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Figure 6.11 - Fiber optic temperature profiles at the outer surface of the pipe legs for both applied 
configurations (single U-pipe, t=195 d, and double-U pipe, t=80 d)  
 
 
6.3.2 During the recovery phase 
 
Figure 6.12 shows recovery profiles during the recovery phase (t>214.7 d) in B2. The 
temperature distribution with depth gradually reaches the undisturbed one, i.e. the 
temperature before heating, with the upward and downward pipe temperature profiles 
becoming identical after approximately 4 h of recovery. The temperature difference between 
the initial (t=0, end of heating phase) and the undisturbed temperature increases through 
depth, due to the negative gradient of the undisturbed temperature profile. Thus, considering 
homogeneous geological conditions, the heat transfer rate would increase with depth during 
the first hours of recovery. In order to remove this effect from the measurements, the 
temperature difference between each recovery profile and the undisturbed temperature was 
calculated and presented in Figure 6.13. Local peaks are observed during the first days of 














In order to investigate the possible correlation of these profiles to rock characteristics, a 
temperature difference profile after 4 h of recovery is presented in Figure 6.14 and compared 
to gamma-ray data (moving average of 2 m) and the fractures distribution through depth. The 
first 18 m are not included in this graph since they correspond to the thermally unstable zone, 
where ground temperature is influenced by air temperature variations, and any correlation 
would be inconsistent. It is observed that temperature local minima correspond to gamma-ray 
local minima, indicating sandstone/siltstone layers, while temperature local maxima to 
gamma-ray local maxima, indicating shale/siltstone layers. The higher thermal diffusivity of 
sandstone/siltstone is evident in the in-situ measurements despite the relatively small 
thickness of these layers. Sandstone/siltstone layers more than 1.2 m thick can be identified 
as local minima in the temperature profiles, while thinner layers are not always detectable. 
Local temperature changes of width smaller than the spatial resolution of the fiber optic 
measurements (equal to 2 m in this case) could be undetectable in the measured temperature 
profiles. B2 is characterised by a fractured zone between 20 m and 30 m depth, probably 
filled with the bentonite-based grouting material. The thermal diffusivity of this grouting 
material ( 6 7 2/ 1.0 / 2.5 10 4.0 10  /c m s  
     )  is lower than the one of the surrounding 
non-fractured bedrock ( 6 6 2/ 2.9 / 2.3 10 1.3 10  /c m s  
     ). The fractured zone is 




Figure 6.14 - Open fractures distribution, temperature difference after 4h of recovery and natural 
gamma radioactivity data for B2 
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Figure 6.15 shows recovery profiles obtained 4 h after each heat input interruptions in B2. 
The profiles are similar to the one obtained after the end of the heating phase (Figure 6.15 
right), displaying the heat transfer rate variation with depth. The recovery profiles of the 7-
days duration DTRTs in the other three BHEs were studied in Chapter 5. In B4, a fractured 
zone located at a sandstone/siltstone layer was detected as a local maximum in the 
temperature profile. The correlation of the temperature profiles after 4 h of recovery with the 
gamma-ray data was also consistent for all the three BHEs (B1, B3 and B4), providing the 
same resolution in the detection of layers with higher thermal diffusivity (layer thickness 
more than 1.2 m). Based on theese observations, it is possible to conclude that obtaining the 
temperature profile after 4 h of recovery can allow to detect layers with high heat transfer 
rate, which contributes to the optimal design of BHEs. Based on the measurements of this 
case study, this seems to be invariant to the duration of the heating phase (investigated range 
of 7 d to 7 months), the grouting thermal conductivity (investigated range of 1.0 W/mK - to 
1.8 W/mK) or the U-pipe configuration (single-U or double-U). The resolution of the applied 
procedure is limited by the measurement parameters, spatial resolution and sampling interval. 
The fiber optic recovery profiles in this study were obtained for sampling interval of 20 cm 
and spatial resolution of 2 m. Lower spatial resolution and sampling interval could improve 
the resolution of the results. Though this is not the case for a longer heating duration of the 








Figure 6.15 - Temperature difference profiles 4 h after the first heat input interruption (t=95.3 d), the 
second heat input interruption (t=191.9 d) and the end of the heating phase (t=214.9 d) in B2 
 
 
6.4 Numerical modelling 
 
This section presents the numerical simulation of the long-duration DTRT in B2. The aim of 
this modelling is to investigate if the ground thermal conductivity estimated by the ILS model 
analysis of a typical-duration TRT can fairly reproduce the water temperature evolution for 
longer heating periods and different modes (heating/recovery). It also allows to study the 
temperature distribution at the borehole cross section and to further investigate the fiber 
optics profiles measured at the outer surface of the pipes at the heated BHE. Moreover, the 
comparison between the numerical and the measured temperature profiles in the surrounding 
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bedrock will allow to detect the effect of various factors on the temperature field evolution in 
the rock mass.      
 
 
6.4.1 Geometry and boundary conditions 
 
To simulate the in-situ TRT, a 3D numerical model was developed by using the finite 
element code LAGAMINE (Charlier et al., 2001; Collin et al., 2002). The BHE of 95 m 
length was modelled with depth discretisation of maximum 5 m. The ground was extended 
100 m  below the borehole, covering a radial distance of 20 m, including only conductive 
heat transfer. The generated mesh consists of 225000 nodes (4-node, 3D finite elements), 
including an explicit modelling of each BHE component. The flow into each pipe leg is 
represented by a 1D finite element, following the depth discretisation of the 3D mesh. Each 
node of this element interacts with a node at the center of the corresponding pipe leg of the 




Figure 6.16 - Longitudinal qz and lateral ql heat fluxes between a piece of  pipe and the ground (left) 
and discretisation of the problem with a 1D element (right) 
 
A fluid velocity and a convective heat transfer coefficient was imposed on each node of the 
1D finite elements, to simulate the longitudinal and the lateral heat flux respectively. The 
convective heat transfer coefficient, h, is calculated as: 
 
/ hh Nu D  , 
 
where Dh : the hydraulic diameter of the pipe  (m),  
λ : the fluid thermal conductivity (W/mK) and  
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Nu: the Nusselt number (-). 
 
The Nusselt number is the ratio of convective to conductive heat transfer across a boundary 
and for turbulent flow is given as (Gnielinski, 1976):    
 
1/2 2/3
( / 8)(Re 1000) Pr







,                   
0.5 Pr 200 





This relationship depends on the Reynolds number, Re, the Prandtl number, Pr, and the 
Darcy friction factor, f. The Reynolds number is the ratio of inertial forces to viscous forces 







where ρ: the fluid density (kg/m³), 
u: the mean fluid velocity (m/s) and  
μ: the fluid dynamic viscosity (Pa s). 
 
The Prandtl number is a measure of diffusion with respect to the fluid velocity, defined as: 
 
Pr /pc     
 
where cp: the fluid specific heat (J/kgK).  
 
The Darcy friction factor is defined, for smooth pipes, as: 
 
2(0.79ln(Re) 1.64)f   . 
  
To represent the continuity of the pipe at the bottom of the pipe legs, the temperature of the 
upward node at this depth was imposed equal to the calculated one at the downward node. 
The same condition was also applied at the top of the borehole, to represent the pipe loop 
formed by the TRT rig equipment. A heat flux was imposed as boundary condition at the 
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inlet surface of the pipe, to simulate the injected heat during the TRT (Figure 6.17). These 
boundary conditions do not include an explicit modelling of the connecting pipes geometry or 
of the water thermal interaction with the ambient air during its circulation inside the rig. 
Though, the latter is taken into account in this model, by imposing the applied, and not the 
nominal, thermal power at the pipe inlet.  
 
 
Figure 6.17 - Boundary condition between two vertical finite elements of pipe 
 
The proposed pipe finite element is specially devoted to the modelling of the 1D advection-
diffusion problem. The use of Petrov-Galerkin weighting functions reduces instabilities 
classically encountered. Consequently, higher time steps may be used and the computation 
time is strongly decreased. For example, for a model of 225000 nodes and a simulation of a 
7-days TRT, the computational time was 1.5 h (computer with main memory 16 G RAM, 
processor Intel I7). Moreover, the 1D finite element formulation models the flow into the 
pipes without taking into account the grouting effect. This, in combination with its coupling 
with a 3D mesh, makes it suitable for reproducing temperature gradients inside the borehole 
for varying BHE configurations, avoiding any hypothesis on the borehole thermal resistance. 
Finally, imposing the total heating power as boundary condition at the pipe inlet, and not 
distributed along the pipe length, allows to calculate the possible varying heat transfer rate 
through depth. This is particularly important in the case of an anisotropic thermal behaviour 
of the surrounding ground. A detailed description and validation of the 1D finite element 
formulation can be found in Cerfontaine et al. (2016), presented in Appendix B. 
 
Table 6.1 presents the thermal properties applied in the numerical model for the different 
phases of the test. All the materials, including the surrounding bedrock, are assumed 
homogenous media and a uniform initial temperature (11 °C) was assumed for the whole 
model domain. No-heat flux boundary conditions were applied at the boundaries of the 
model. In this model, the water temperature in each pipe cross section is assumed uniform 
147 
 
during the heating phases. To insure this, a sufficiently high thermal conductivity and a zero 
volumetric heat capacity was assigned to the 3D water elements. To simulate the single-U 
heating phase, a zero velocity and heat input was imposed on the nodes of the 1D finite 
elements corresponding to the one U-pipe. The water circulation phase without heat injection 
was simulated by applying a zero heat input at the inlet surface of the pipes and by imposing 
the corresponding h coefficient and velocity values on the 1D finite elements nodes. To 
simulate the recovery phases, the water thermal properties were assigned to the water 
elements of the 3D mesh (λ=0.58 W/mK, ρcρ=4.184·10
3
 kJ/m³K) and a zero velocity and heat 
input was imposed on each node of the 1D finite elements. The high h coefficient values 
applied during the recovery phase and at the non-heated U-pipe (single U-pipe heating) allow 
numerically to transfer the water temperature of the 3D mesh nodes at the center of the pipes 
to the 1D elements nodes.  
 
The bedrock thermal conductivity was assumed constant with depth and time (2.9 W/mK), 
equal to the one resulting from the ILS model analysis of the TRT data, presented in Chapter 
5 (section 5.2). A constant grouting thermal conductivity (1.0 W/mK) was applied for the 
whole test duration. An investigation of the grouting thermal conductivity value in B2 was 

























Figures 6.18 and 6.19 compare the measured and the numerically obtained temperature 
evolution during the heating phase and the recovery phase respectively. Given that a uniform 
initial temperature (T0=11 °C) was assumed for the whole model domain and the initial 
measured temperature gradient was not simulated in the numerical model, the comparison is 
presented in terms of temperature increase for both numerical and experimental data (DT=T-
T0). Experimental data for the heating phase correspond to the water temperature at the pipe-
inlet and outlet and for the recovery phase to the depth-average fiber optic temperature. 
Numerical results for both phases correspond to the pipe inlet and outlet water temperature. A 
varying heat input was applied, that follows the variations of the one calculated based on the 
pipe inlet and outlet temperature measurements (section 6.2). The numerical results can fairly 
reproduce the measured temperature evolution during the heating as well as the recovery 
phase. In this model, a uniform, constant bedrock thermal conductivity was applied during 
both phases, equal to the one estimated by the ILS model analysis of the TRT data after the 
first 60 h of the test (Chapter 5). Based on the good agreement between the experimental and 
numerical data, we can conclude that the mean effective ground thermal conductivity does 
not vary significantly during both applied modes (heating and recovery) and that groundwater 
rbor (m) 0.068 
rp,inner (m) 0.0131 
rp,outer (m) 0.016 
d (m) 0.045 
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effects in the rock mass are not dominant. This is consistent with the analysis of the fiber 
optic profiles during the heating phase (section 6.3.1). 
 
 
Figure 6.18 - Experimental and numerical water temperature evolution (top) and applied heating 
power (bottom) during the heating phase in B2 
 
 
Figure 6.19 - Experimental and numerical temperature evolution during the recovery phase in B2 




6.4.2.1 Water temperature evolution: effect of heat input interruptions 
 
Figure 6.20 shows the water temperature distribution along the pipe loop during the first 
hours of the first heating phase (t0=1.63 d) and of the second heating phase (i.e. after the first 
heat input interruption, t0= 95.61 d). Both phases correspond to heating of the double-U pipe 
loop with the same applied flow rate. For both phases, the temperature profile develops 
gradually, obtaining the characteristic V-shape after approximately 12 min. Once it reaches 
the steady state, water temperature rises more quickly with time. This transition is also 
indicated in the water temperature evolution displayed in a semilog scale (Figure 6.20 
bottom). At steady state, the transferred heat decreases while water progressively advances 
along the pipe loop, indicated by the non-symmetrical obtained profiles. This is attributed to 
the lesser amount of heat subjected to each water section, starting with the maximum value at 
the ground level at the pipe inlet, and to the thermal interaction between the pipe legs. 
Approximately 65% of the injected heat is transferred in the downward pipe, while only 35% 
in the upward pipe, for this BHE geometry and for a flow rate of 9.5 l/min in each pipe loop. 
Greater variations are expected in the case of heterogeneous ground and/or due to an initial 
temperature gradient. 
 
The steady-state heat transfer at the whole borehole cross section is achieved after 
approximately 10 h for both heating phases. At the beginning of the first heating phase, a 
uniform temperature (11 °C) was assigned to the whole model domain. Before starting the 
second heating phase, water was circulating in the pipe loops for 25.4 h. This, in combination 
with the preassigned recovery phase, resulted in an almost uniform temperature at the whole 
borehole cross section with depth (DT<0.025 °C), based on the numerical results (Figure 
6.21). This small temperature variation does not seem to have a critical influence on the 
required time for the heat transfer to reach the steady state at the whole borehole cross 
section.  
 
Before reaching the steady state, the temperature evolution inside the borehole is dominated 
by the borehole filling heat capacity. In B2, the assigned grouting heat capacity and thermal 
conductivity are 2550 kJ/m³K and 1.0 W/mK respectively. In B4, which is characterised by 
the same geometry and the corresponding values are 2500 kJ/m³K and 1.7 W/mK 
respectively, the same required time was observed based on numerical results. This is 
151 
 
included in the proposed range (1 h -12 h) for normal borehole sizes and ground conditions, 
according to Spitler and Gehlin (2015). The required time will be increased for larger 
boreholes.  
 
   
Figure 6.20 - Numerical water temperature profiles during the first heating phase (t0=1.63 d, T0=11 
°C) (top),  after the first heat input interruption (t0= 95.61 d, T0=15.5 °C) (middle) and mean of pipe 







Figure 6.21 - Numerical temperature distribution at the borehole cross section at the beginning of the 
second heating phase (t=95.61 d) 
 
Figure 6.22 shows the water profile development during the third heating phase (i.e. after the 
second heat input interruption, t0= 192.6 d). This phase corresponds to the heating of the one 
U-pipe. The temperature profile obtains the characteristic V-shape after approximately 8 min, 
and the transferred heat in the downward and upward pipe is 62% and 38% respectively. In 
this case of the single-U configuration, a higher flow rate (13.8 l/min) than in the double-U 
configuration (9.5 l/min in each U-pipe) was applied. Moreover, the duration of the 
preassigned recovery phase was 20 h and water has not been circulated in the pipe loop 
before starting the heating phase. This resulted in a varying temperature at the borehole cross 





Figure 6.22 - Numerical water temperature profiles (top) and mean of pipe inlet and outlet water 






Figure 6.23 - Numerical temperature distribution at the borehole cross section at the beginning of the 
third heating phase (t=192.6 d) in B2 
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Figure 6.24 shows the temperature evolution at the surrounding ground before and after the 
first heat input interruption. The heat input was interrupted for 36 h (recovery). At the end of 
this recovery phase (t=96.7 d), temperature in the surrounding ground has decreased in a 
distance smaller than 1.5 m from the borehole center. Then the second heating phase started. 
Water temperature increases at a high rate for the first 36 h (96.7 d<t<98.2 d), equal to the 
duration of the recovery phase. However, after 36 h of heating, water and ground temperature 
is lower than the one reached before the interruption. For the rest of the heating phase, heat is 
progressively transferred to the surrounding ground, while the water temperature remains 
lower than the expected one, obtained by interpolating the temperature evolution of the first 
heating phase. Despite that the same nominal heating power was applied during both phases, 
the mean applied power of the second heating phase (3.60 kW) is lower than the one of the 
first heating phase (3.88 kW), due to the thermal interaction with the ambient air. This could 

















Figure 6.24 - Experimental water temperature (mean of pipe inlet and outlet) evolution (top) and  
numerical temperature evolution at the ground surface (middle, bottom) before and after the first heat 
input interruption 
 
Figure 6.25 shows the temperature evolution at the surrounding ground before and after the 
second heat input interruption. In this case, the heat input was interrupted for 20 h (recovery). 
Then the single-U pipe heating started with the total heat input in the BHE decreasing in half. 
As also observed in the first heat input interaction, water temperature increases at a high rate 
for the first 20 h (192.6 d<t<193.5 d), equal to the duration of the recovery phase. While 
heating continues, water temperature is not only lower than before the interruption, but also 
decreases with time. This is also observed in the numerical results, where a constant heat 
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input was applied during this period. The decreasing water temperature is attributed to the 
non-uniform temperature field, developed by a higher applied heat input before the 
interruption. These results highlight the sensitivity of the water temperature evolution on a 




Figure 6.25 - Experimental water temperature (mean of pipe inlet and outlet) evolution (top) and  
numerical temperature evolution at the ground surface (middle, bottom) before and after the second 




Figure 6.26 shows the numerically obtained temperature evolution at the borehole cross 
section during the first hours of recovery. The temperature field is not symmetrical since the 
recovery phase followed the heating of the one U-pipe loop, located at the upper right part of 
the borehole cross section. The temperature inside the borehole varies less than 1 °C after 2 h 
of recovery and becomes almost uniform (DT<0.1°C) after 24 h. During the first 24 h, water 
temperature decreases at a high rate of 0.22 °C/h (Figure 6.27), provoked by the non-uniform 
temperature field inside the borehole. After approximatelly 7 months of recovery (equal to 
the heating phase duration), water temperature has not fully recovered to its undisturbed 
value (DT=0.6 °C). The temperature difference between the water and the unbdisturbed 




Figure 6.26 - Numerical temperature distribution at the borehole cross section during the first hours of 





Figure 6.27 - Numerical water temperature evolution during the recovery phase in B2 
 
 
6.4.2.2 Comparison with fiber optic profiles  
 
The fiber optic profiles during the heating phase are characterised by spatial oscillations 
along the whole pipe length, including overlapping of the downward and upward measured 
temperature (section 6.3.1). Given that the exact position of the cable at the outer surface of 
the pipes is not well known, this section investigates based on the numerical simulation if the 
recorded oscillations could be attributed to the varying position of the cable at the outer 
surface of the pipes. 
 
The temperature distribution at the borehole cross section, based on the numerical results, is 
presented in Figures 6.28 and 6.29, for the double-U and the single-U heating phase 
respectively. The distribution is not uniform at the borehole cross section, controlled by the 
relative position of the pipe legs and the thermal conductivity of the different materials, for 
both configurations. Temperature vary in the order of 1 °C along the outer surface of the each 
pipe leg of the double-U configuration, depending on the exact location of the measurement 
point. Higher temperatures are observed between the pipe legs and lower temperatures close 
to the borehole wall. The temperature field distribution is symmetrical in this case, since both 
U-pipes are heated. A varying temperature is also observed in the case of the single-U 
configuration, in the order of 0.5 °C, with higher temperatures between the heated pipe legs. 
The temperature field distribution is not symmetrical in this case, given that the heated U-





Figure 6.28 - Numerical temperature distribution at the borehole cross section at steady-state heat 





Figure 6.29 - Numerical temperature distribution at the borehole cross section at steady-state heat 
transfer condition in the single-U configuration in B2 (t=214 d) 
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The temperature envelopes for both pipe legs of each configuration are presented in Figures 
6.30 and 6.31, together with the fiber optic measurements. The measured temperature is in 
the range proposed by the numerical results for most of the borehole length, justifying the 
observed oscillations. The flow rate direction was inversed during the single-U heating. This 
means that the downward pipe of the double-U configuration coincides with the upward pipe 
of the single-U configuration (pipe leg 1) and vice versa. The oscillations exceeding the 
numerical temperature envelopes are mainly located at the same depth for both pipe legs. 
Moreover, measured temperature is significantly lower (in the order of 1 °C) than the 
numerical one between 20 m to 25 m depth in pipe leg 2. This is extended until a depth of 30 
m for pipe leg1. At this depth (20 m to 30 m), the bedrock is characterised by fractures that 
could be filled with grouting material and modify locally the effective rock thermal 
conductivity. This effect is not simulated in the numerical analysis and might contribute to 
the observed difference. Other reasons that could partially contribute to the fiber optic 
oscillations are the accuracy of the fiber optic measurements, the possible detachment of the 
fiber optic cable and the varying heat transfer rate with depth due to the bedrock 
heterogeneity. However, the latter could not explain the overlapping of the upward and 
downward profiles or the locally increasing temperature along the direction of the water flow, 
since it would indicate that heat is transferred from the ground to the circulating water during 
the heating.   
 
Figure 6.30 - Experimental and numerical temperature profiles at the pipes outer surface for the 




Figure 6.31 - Experimental and numerical temperature profiles at the pipes outer surface for the single 
U-pipe heating in B2 
 
 
6.5 Thermal plume in the surrounding  heterogeneous bedrock 
 
This section presents the temperature evolution in the rock mass simulated by the numerical 
analysis and measured by the fiber optics at the location of the B1, B3 and B4, during the 
long-duration TRT in B2. In the numerical analysis, a uniform initial temperature (11 °C) 
was assumed for the whole model domain and the surrounding bedrock was considered a 
homogeneous, isotropic medium. The numerical results allow to study the influence of the 
distance to the heating source and the end effect in the ground surrounding the bottom of B2.  
 
The fiber optic measurements presented in this section were calibrated by lowering a RTD 
probe (T±0.15 °C, Class A) inside the pipes after each measurement and measuring the 
temperature at two different depths. The relative position of the boreholes (B1-B4) was 
chosen as presented in Figure 6.32 (top) in order to investigate any possible anisotropic 
thermal behaviour of the bedrock along two perpendicular directions: the first along the axis 
crossing B1 and B2 and the second along the axis crossing B2, B3 and B4. After drilling the 
boreholes, a borehole televiewer was lowered down inside the four boreholes and natural-
gamma radiation emitted by the surrounding bedrock was measured every 5 cm. The different 
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rock layers crossing the boreholes were identified and the layer dip angle was determined 
based on the gamma-ray data (Chapter 2). The layer dip angle was also determined based on 
cuttings thermal conductivity measurements (Chapter 2) and based on the fiber optic 
measurements during the recovery phase of the in-situ DTRTs (Chapter 5). All the three 
procedures result in a mean layer dip angle of approximately 45° SE. Due to the layer dip 
angle orientation, B1 and B2 are characterised by roughly the same lithostratigraphy, which 
is observed at different depths in B3 and B4 (Figure 6.32 bottom). Moreover, azimuth and 
deviation were measured by magnetometers and inclinometers in the four boreholes. The 
inclination of the borehole at each point was calculated based on the moving average of these 
data over an interval of 10 cm, with an orientation precision of ±0.5° and ±1.0° for the 
inclination and the azimuth respectively. The horizontal distance between B2 and the other 
three boreholes was also calculated based on theese data, as presented in Figure 6.33. The 
distance between B2 and B1 oscillates around 4.1 m. The distance between B2 and B3 
decreases through depth, becoming almost the half at the bottom of the boreholes. This is also 
the case for the distance between B2 and B4.   
 
 




Figure 6.33 - Horizontal distance between B2 and the other three BHEs 
 
 
6.5.1 Numerical investigation  
 
Figure 6.34 shows the simulated temperature profiles with depth around the borehole in B2, 
which has a length of 95 m. Temperature evolves symmetrically around the borehole, since 
the numerical analysis was conducted for a uniform initial temperature and the surrounding 
ground was considered a homogeneous, isotropic medium. During the heating phase (t<214.7 
d), heat flows at the radial direction in the first approximately 90 m. The transferred heat per 
meter of the borehole decreases in the order of 3% with depth. This has no effect in the 
temperature distribution at great distance (r=5 m). Close to the borehole (r=0.2 m), this effect 
is insignificant, since it results to a low temperature gradient of 0.001 °C/m at the first 90 m. 
The direction of the flow is modified in the next 5 m (bottom end thermal effects), illustrated 
by the decreasing temperature with depth, and heat flows at the axial direction below the 
center of the borehole bottom. The bottom end effects are the result of the finite length of the 
borehole. During the recovery phase (t>214.7 d), heat diffusion results progressively to a 
temperature gradient extending to the depth that corresponds to the last 10 m of the borehole 
length (end of the recovery phase, t=450 d). 
 
Several studies highlight the effect of the bottom end at the borehole wall temperature 
distribution (e.g. Philippe et al., 2009). The results of the present study indicate that these 
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effects are non-negligible also at the rock mass temperature distribution and that the 
assumption of the BHE as an infinite heating source is not valid in the ground surrounding 
the bottom of the borehole. The influence of the end effects are observed not only close to the 
borehole (e.g. r=0.2 m), but also at greater distance (e.g. r=5 m) and becomes more important 




Figure 6.34 - Numerical results of the thermal effects at the bottom end during the heating and the 
recovery phase of the DTRT in B2 (borehole length of 95 m) 
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Figure 6.35 shows numerical temperature results at various distances from the borehole 
center at a depth of 50 m, compared with experimental results (for the water temperature). 
These results correspond to a uniform bedrock thermal conductivity of 2.9 W/mK and 
thermal diffusivity of 1.3·10
-6
 m²/sec. The heat input variations applied during the heating of 
the double-U pipe (t<191.7 d) are illustrated in the temperature profiles of a distance lower 
than 1 m. The two heat input interruptions, of a duration of 36 h and 20 h respectively, and 
the heating of the single-U pipe, during which the total applied power in the BHE has 
decreased in half, result in a temperature decrease in a radius of approximately 3 m from the 
borehole center. The first 5 d of heating (typical TRT duration) modify the temperature at a 
distance lower than 2.5 m (DT>0.01 °C). This indicates that the effective ground thermal 
conductivity estimated based on the typical TRT procedure is representative of the ground 
mass expanding in a few meters around the BHE. The thermal plume reaches a distance of 5 
m and 8 m after 18 d and 46 d of heating respectively (DT=0.01 °C).  
 
During the whole recovery period, temperature decreases close to the borehole (Figure 6.36). 
The heat input interruption results in a modification of the temperature field followed by an 
inversion of the heat flow direction. Though, this is observed after several days at great 
distances (>5 m). In this case, the temperature field during the first days of recovery has not 
yet been affected by the temperature modification close to the borehole and is insufficient for 
the flow direction inversion. The duration of this effect increases with increasing distance 
from the borehole. After approximatelly 7 months of recovery (equal to the heating phase 









Figure 6.35 - Numerical and experimental water temperature evolution (top) and numerical 






Figure 6.36 - Numerical temperature evolution in the rock mass during the recovery phase of the 
DTRT in B2 (z=-50 m) 
 
 
6.5.2 Measured temperature evolution  
 
This section presents the fiber optic temperature profiles in the three boreholes (B1,B3 and 
B4). The temperature evolution along the boreholes length is affected by several factors: 
varying distance from the heating source (B2), bedrock heterogeneity, layer dip angle 
orientation, ambient air temperature variations and end effects. The influence of theese 
factors are identified in the in-situ measurements, by taking into account the numerical 
analysis observations presented above, the geological interpretation (Chapter 2) and the 
analysis of temperature profiles at the undisturbed state (Chapter 4) and during the recovery 
of the short-duration DTRTs (Chapter 5) in the three investigated boreholes. 
 
Figure 6.37 and 38 show the temperature evolution along B3 (length of 100 m) during the 
heating phase of the DTRT in B2 (length of 95 m). Based on the gamma-ray data and the 
recovery profiles analyses of the short-duration DTRT, B3 is characterised by two thick (> 6 
m) sandstone/siltstone layers at the lower part of the borehole (between 76 and 100 m depth) 
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of high thermal diffusivity. In between them, shale/siltstone layers were detected of lower 
thermal diffusivity.  
 
In the first approximately 18 m, ground temperature varies significantly, influenced by the 
ambient air temperature variations (thermally unstable zone). Temperature starts to increase 
at the location of the sandstone layers in the lower part of the borehole, since this part is 
closer to B2 than the upper part and these layers are characterised by a higher thermal 
diffusivity compared to the shale/siltstone layers. Temperature increases progressively at 
higher depths, where the distance to B2 increases, while heating continues. The two thick 
sandstone layers at the bottom of the borehole are clearly detected as local maxima in the 
temperature profiles, indicating the higher heat transfer rate along them. This is in good 
agreement with the geological context of the site and with the observations of the recovery 
profiles of the short-duration DTRT conducted in B3. These results indicate that 
heterogeneity effects could be also important for the study of the thermal interaction between 
BHEs.      
 
 During the heating of the single-U pipe, the total applied power in the BHE has decreased in 
half. Based on the numerical results, this resulted in a temperature decrease until a distance of 
approximately 3 m from the borehole center. This is also observed in the fiber optic 
measurements (Figure 6.38), where temperature decreases at a depth lower than 60 m 
(distance to B2 lower than 3 m). In the recorded profiles during the heating phase, 
temperature decreases at high rate in the last 10 m (90 m -100 m depth), despite that a 
sandstone layer is located at this depth. This is attributed to the length of the heating BHE 
(B2, 95 m) and to the thermal effects at the borehole end that influence the temperature field 
at depths close to the bottom of the borehole. In the numerical results, where bedrock 
heterogeneity was not taken into account, this effect was also extended to a depth lower than 
90 m.  
 
During the recovery phase (t>214.7), heat diffusion driven by the varying temperature in the 
rock mass progressively modifies the temperature profile, that tends to obtain the shape of the 
undisturbed profile (Figure 6.39, left). Figure 6.39 (right) shows temperature profiles with 
time at certain depths locations, during the recovery phase. Temperature decreases since the 
169 
 
beginning of the recovery phase along the whole borehole length. This is in good agreement 
with the numerical results for distances lower than 5 m.   
 
 
Figure 6.37 - Fiber optic temperature profiles in B3 during the heating of the double-U pipe in B2 
(1.63 d<t<191.7 d)   
 
 
Figure 6.38 - Fiber optic temperature profiles in B3 during the heating of the single-U pipe in B2 




Figure 6.39 - Fiber optic temperature profiles in B3 during the recovery phase (t>214.7 d)   
 
Figure 6.40 show fiber optic temperature profiles in B4 (length of 95 m). In this borehole, the 
thick sandstone layers at the bottom of the borehole are located approximately 3.5 m deeper 
than in B3 due to the layer dip angle orientation. Temperature start to increases later than in 
B3 and remains lower during the heating phase, since this borehole has a greater distance 
from B2 than B3. As also observed in B3, temperature starts to increase at the lower part of 
the borehole at the location of the sandstone layers and increases progressively at higher 
depths while heating continues. Close to the ground surface, the air temperature effect is also 
displayed in these measurements. The temperature decrease in the last 5 m (90 m -95 m 
depth) could be attributed to the end effects influence. However, this is not evident in this 
case, since a shale/siltstone layer is located at the bottom of the borehole (91.6 m - 95 m 
depth) which could also contribute in the observed temperature decrease. 
 
Figure 6.41 shows the measurements during the recovery phase in B4 (t>214.7 d). Below a 
depth of 70 m, the distance to B2 is lower than 5 m, and temperature decreases since the 
beginning of the applied recovery phase. At depths corresponding to a distance between 5 m 
and 6 m, temperature starts to decrease approximately 38 d after the heat interruption. At 
greater distance (d>6 m), temperature increases during the first 65 d of the recovery phase. 
These observations are in good agreement with the recovery behaviour of the rock mass 




Figure 6.40 - Fiber optic temperature profiles in B4 during the heating phase (1.63 d<t<214.7 d) (left) 









The temperature evolution in B1 is displayed in Figures 6.42 and 6.43. In this case, the 
distance to the heating BHE is almost constant along the borehole length. It is observed that 
the measured profiles are parallel to the undisturbed profile, during the heating and the 
recovery phase. Local maxima at the profiles during the heating phase correspond to the 
locations of sandstone layers thicker than 1.2 m (at 22 m, 34 m, 49 m and  77 m depth). The 
air temperature influence is also observed at the top meters. The influence of the end effects 
can not be identified in this case, since B4 is 10 m shorter than B2.  
 
 
Figure 6.42 - Fiber optic temperature profiles in B1 during the heating phase (1.63 d<t<214.7 d) and 





Figure 6.43 - Fiber optic temperature profiles in B1 during the recovery phase (t>214.7 d) and 
horizontal distance between B1 and B2 (right)    
 
The presented temperature evolution along the boreholes length is dominated by the varying 
distance to the heated BHE, the air temperature variations at the top of the borehole and end 
effect at the bottom of the boreholes. The enhanced heat transfer rate at the 
sandstone/siltstone layers is indicated as local maxima in the temperature profiles. In the next 




6.5.2.1 Bedrock heterogeneity and anisotropic thermal behaviour 
 
The measured temperature that corresponds in the top 18 m and in depth greater than 85 m is 
not included in the following, since temperature is highly influenced by the air temperature 
and by bottom end effects. Moreover, given that the distance to the heated BHE is a 
controlling factor, the measured temperature along the different layers in the three boreholes 
is investigated using as reference values the numerical results for a uniform ground thermal 
conductivity equal to 2.9 W/mK. The numerical results include the influence of the distance 
to the heating source, but not heterogeneity or anisotropic effects, and would allow by 
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comparing them to the experimental results to detect the effect of the bedrock  heterogeneity 
and its possible anisotropic thermal behaviour.     
  
Figure 6.44 compares the depth-average (18 m - 85 m depth) measured temperature evolution 
with the numerical one for B1. The numerical results correspond to the mean distance to B2 
(4.1 m). The mean measured temperature is higher of 0.15 °C than the numerical one. This 
small difference can be attributed to the accuracy of the offset calibration procedure and/or to 
an underestimation of the mean thermal conductivity and of the heat input, applied in the 
numerical analysis. These results indicate that heterogeneity or anisotropy do not have an 
important effect on the depth-average temperature evolution in the rock mass, in this case 




Figure 6.44 - Depth-average temperature increase evolution in B1 during the DTRT in B2 
 
Figure 6.45 shows the temperature evolution at the location of two successive layers, that 
have approximately the same distance to B2: a sandstone/siltstone layer (thickness of 6.5 m) 
and a shale/siltstone layer (thickness of 4.4 m). The higher heat transfer rate during the 
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heating phase at the sandstone/siltstone layer is indicated by the higher temperature rise. 
During the recovery phase (t>214.7 d), temperature becomes progressively uniform along the 
two layers. Figure 6.46 shows numerical and experimental temperature results at the center of 
thick (>3 m) layers in B1. The mean measured temperature for the sandstone/siltstone layer is 
higher of 0.23 °C than the numerical one. In the shale/siltstone layers, this difference ranges 
between 0.12 °C and 0.16 °C. The differences observed at the shale/siltstone layers are closer 
to the corresponding depth-average temperature difference (DT=0.15 °C), since 
shale/siltstone layers cover approximately 66% of the boreholes length. By assuming the 
same volumetric heat capacity for both layers (ρcρ=2300 kJ/m³K), the energy stored 
(Estor=ρcρ*DT) in the sandstone/siltstone layer is in the order of 500 kJ/m³ higher than the 
one stored in the shale/siltstone layers.     
 
    
Figure 6.45 - Temperature increase evolution and energy stored (Estor=ρcρ*DT=2300*DT) at a 
sandstone/siltstone layer (z=-77.3 m, d=3.76 m) and at a shale/siltstone layer (z=-68.4 m, d=3.93 m) 





Figure 6.46 -  Numerical and experimental temperature increase evolution at the center of thick layers 
(thickness>3 m) in B1 
 
Shale, and in a small extend siltstone, consists of foliations and displays an anisotropic 
thermal behaviour depending on the direction of the heat flow with regard to the foliations 
orientation. The thermal conductivity parallel to the foliations is up to 2.5 times higher than 
the one perpendicular to the foliations (Popov et al. 1999;  Eppelbaum et al. 2014). By 
assuming that the foliations are oriented parallel to the bedding planes, heat is transferred 
parallel to the foliations along the B1-B2 plane. Along the B2-B3-B4 plane, heat flows at an 
angle of approximately 45° with regard to the bedding planes. Figure 6.47 shows the depth-
average measured and numerical temperature evolution in B3 and B4. The mean measured 
temperature is higher than the numerical one of 0.13 °C and 0.10 °C for B3 and B4 
respectively. The differences are in the same order as in B1 (0.15 °C). Figure 6.48 shows the 
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temperature evolution in the three boreholes along the same layers. In all the layers, the 
highest temperature is observed in B3, which is closer to the heated BHE (B2), and the lowest 
temperature in B4, which has the greatest distance to the heated BHE. The temperature 
difference among the three numerical profiles at each layer is representative of the different 
distance to the heating source, since in the numerical model the bedrock is considered an 
homogenous and isotropic medium. The corresponding difference among the experimental 
profiles will include the distance effect as well as the potential anisotropy effect. The higher 
thermal diffusivity parallel to the foliations in the shale layers would be indicated by a greater 
difference in the experimental results between B1 and B3 (or B4) than in the numerical 
results. Table 6.2 summarizes the calculated experimental and numerical differences for thick 
layers. The differences between the experimental and the numerical profiles are the same 
along the sandstone/siltstone layer, where anisotropic effects are not expected to be dominant. 
Along the shale/siltstone layers, smaller differences are observed in the experimental data 
between B1 and the other two boreholes, which might be attributed to the lower effective 
shale thermal conductivity along the B2-B3-B4 plane. However, the difference between the 
numerical and experimental profiles at these layers is lower than 0.1 °C, which can be 
attributed to the accuracy of the fiber optic measurements and the offset calibration 
procedure. 
 
These results indicate that, in this case study, the shale anisotropic thermal behaviour does 
not have a significant effect on the effective thermal behaviour of the bedrock and that the 
measured temperature differences among the three boreholes are controlled by the varying 
distance to the heating source. The anisotropy effect would be more important in the case of 
greater difference between the effective shale thermal conductivity along two directions (e.g. 









Figure 6.47 - Depth-average temperature increase evolution in B3 (top) and B4 (middle) during the 





Figure 6.48 - Numerical and experimental temperature increase evolution along the same layer in 
B1,B3 and B4 during the DTRT in B2 (layer 1: sandstone/siltstone of 6.5 m thick at z=-77.4 m in B1, 
layer 2: shale/siltstone of 4.6 m thick at z=-60.8 m in B1, layer 3: shale/siltstone of 4.4 m thick at z=-






Table 6.2 - Time-average temperature difference between the numerical and experimental profiles of 
the three boreholes (B1,B3,B4) along the same layers during the DTRT in B2  
layer 1: sandstone/siltstone of 6.5 m thick 
 (-77.4 m depth in B1) 
 numerical experimental 
DTB3-DTB1 0.50 0.50 
DTB1-DTB4 0.24 0.24 
layer 2: shale/siltstone of 4.6 m thick 
(-60.8 m depth in B1) 
 numerical experimental 
DTB3-DTB1 0.48 0.41 
DTB1-DTB4 0.27 0.20 
layer 3: shale/siltstone of 4.4 m thick 
(-68.4 m depth in B1) 
 numerical experimental 
DTB3-DTB1 0.49 0.46 






This chapter presents temperature measurements during a long-duration DTRT in a 
heterogeneous bedrock, where groundwater effects are not dominant, as also shown by the 
typical duration TRTs conducted in situ (Chapter 5). The test was simulated by numerical 
modelling, considering the surrounding ground a homogenous, isotropic material. The 
applied ground thermal conductivity was taken equal to the one estimated by the ILS 
interpretation of the TRT.  
 
The numerical results are in good agreement with the measured water temperature evolution 
and with the measured depth-average ground temperature evolution in the rock mass 
(DT<0.15 °C) for the heating and the recovery phase. Moreover, the measured temperature 
distribution along the pipes of the heated BHE (B2) remains constant with time during the 
heating phase. These results indicate that, in this case study, the heat transfer in the 
surrounding bedrock does not vary significantly with time and that variations of the effective 
thermal conductivity along a layer (e.g. due to variation of the mineral composition or the 
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density) do not have a dominant effect on the BHE behaviour. Moreover, groundwater effects 
are not dominant, since they would have resulted to a varying effective ground thermal 
conductivity during the test.  
 
The effect of the distance to the heating source is a controlling factor for the temperature 
evolution in the surrounding bedrock, as indicted by the numerical results and verified in the 
fiber optic measurements of the three boreholes (B1, B3 and B4). This is also the case for the 
temperature distribution at the borehole cross-section of the heated BHE (B2) during the 
heating phase. The temperature at the borehole cross section can vary in order of 5 °C 
(steady-state heat transfer) based on the numerical results and the non-uniform temperature 
distribution can explain the measured temperature oscillations along the pipe loops. 
 
The effect of the ambient air temperature variations during the heating phase is limited to the 
top 2 m as far as the pipe temperature evolution of the heated BHE is concerned. However, 
this effect dominated the temperature distribution in the first 18 m in the measurements at the 
surrounding boreholes. This is also the case during the recovery period at the borehole and 
the rock mass scale. This influence has been also observed until a depth of 18 m during the 
measurements at the undisturbed state in all the boreholes (Chapter 4). Given the good 
agreement between the measured and the numerical water temperature evolution, where the 
air temperature variations are not simulated, this effect does not seem to have an important 
influence on the BHE behaviour during the whole test duration. This effect could be more 
important for shorter BHE and especially for the operation of horizontal systems.    
 
The influence of the thermal effects at the bottom end on the borehole wall temperature 
distribution have been highlighted in several studies  (e.g. Philippe et al., 2009). The results 
of the present study indicate that these effects are non-negligible also at the rock mass 
temperature distribution and that the assumption of the BHE as an infinite heating source is 
not valid in the ground surrounding the bottom of the borehole. The influence of the end 
effects are observed not only close to the borehole (e.g. r=0.2 m), but also at greater distance 
(e.g. r=5 m) and becomes more important with increasing heating time. They are detected in 
the in-situ measurements be the negative temperature gradient extended  below the depth that 




The bedrock in this case study consists of shale and siltstone interbedded with sandstone. 
Based on fiber optics temperature profiles of the recovery phase in the heated BHE, the 
variation of the effective thermal conductivity with depth can be detected. The higher heat 
transfer rate along the sandstone/siltstone layers (thickness>1.2 m), compared to the 
shale/siltstone layers, is displayed as local minima at the temperature profiles. This is also 
observed in the profiles after the two heat input interruptions and after the 7-days DTRTs in 
the other BHEs (Chapter 5). The higher heat transfer rate along the sandstone/siltstone layers 
is also displayed in the rock mass temperature field, indicated as local maxima in the 
corresponding profiles during the whole heating phase. These results indicate that 
heterogeneity effects could be also important for the study of the thermal interaction between 
BHEs.  
 
It is, therefore, possible to conclude that obtaining the temperature profile 4 h after the 
beginning of the recovery phase can allow to detect layers with high heat transfer rate. Based 
on the measurements of this case study, this seems to be invariant to the duration of the 
heating phase (investigated range of 7 d to 7 months), the grouting thermal conductivity 
(investigated range of 1.0 W/mK - to 1.8 W/mK) or the U-pipe configuration (single-U or 
double-U). The resolution of the applied procedure is limited by the measurement parameters, 
spatial resolution and sampling interval. The fiber optic recovery profiles in this study were 
obtained for sampling interval of 20 cm and spatial resolution of 2 m. Lower spatial 
resolution and sampling interval could improve the resolution of the results. Though this is 
not the case for a longer heating duration of the test. Alternatively to fiber optic cables, a 
temperature sensor (e.g. thermocouple element, resistance temperature detector) can simply 
be lowered down into the pipe to obtain the temperature profiles. This approach is cost-
effective and easy to implement and would give valuable information about the rock nature 
and stratification, as well as about the rock geothermal reservoir potential. It would contribute 
to the optimal design of the system in terms of the required number and length of BHEs. This 
proposition is in good agreement with the study of Liebel et al. (2011) in non-grouted wells 
in Norway, where groundwater effects are dominant. They argued that taking temperature 
measurements 4 h to 5 h after the beginning of the recovery phase allows to locate high heat 
transfer rate zones related to hydraulically active fractures and upcoming groundwater flow 




Laboratory measurements conclude that foliated rocks display an anisotropic thermal 
behaviour depending on the direction of the heat flow with regard to the foliations orientation 
(Popov et al., 1999;  Eppelbaum et al., 2014). In this case study, the relative position of the 
four boreholes, allows to investigate the in-situ anisotropy along two different heat flow 
directions: parallel to the bedding planes and at an angle of approximately 45° with regard to 
the bedding planes. Based on the comparison between the numerical and experimental data 
and given the accuracy of the in-situ measurements , the shale anisotropic thermal behaviour 
has an insignificant effect on the thermal behaviour of the bedrock. However, it should be 
noted that the anisotropy effect could be more important in the case of greater difference 
between the effective shale thermal conductivity along the two directions (e.g. parallel and 





























This thesis focuses on the influence of the in-situ characteristics on the design and the 
behaviour of Borehole Heat Exchangers (BHEs), at the borehole scale as well as at the 
surrounding ground, based on an in-situ case study of an heterogeneous bedrock in a semi-
urban environment. The experimental site consists of four double-U BHEs, of about 100 m 
long, installed over a surface area of 32 m²  on the campus of the University of Liege (Liege, 
Belgium). The BHEs were equipped with fiber optic cables along the outer surface of the 
pipe loops and a detailed bedrock characterisation was achieved based on borehole televiewer 
measurements in the four boreholes. Several temperature measurements were conducted in a 
period of four years: during hardening of the grouting material, at the undisturbed state and 
during the heating and the recovery phase of Distributed Thermal Response Tests (DTRTs) 
of a duration of 7 days. Moreover, a long-duration DTRT (heating phase of 7 months) was 
conducted in one of the BHEs. During this test, temperature was measured by the fiber optics 
during the heating and the recovery phase in all the four BHEs. These measurements create a 
unique data set, that allows to investigate the BHE behaviour for longer heating periods and 
to investigate the effect of various factors on the thermal plume in the heterogeneous bedrock 
at the in-situ scale. The in-situ tests were simulated with numerical modelling, which allowed 
to further investigate the measured temperature profiles and to detect the effect of in-situ 
characteristics on the temperature field at different conditions (undisturbed, heating, 
recovery). The results of all the measured profiles analyses are consistent with each other, as 
well as with the bedrock characterisation results from the borehole televiewer measurements 
interpretation. 
 
In this case study, the undisturbed ground temperature profiles are characterised by an 
elevated temperature and a negative temperature gradient. These profiles can be the result of 
the ground heating by structures located close to the boreholes (feeder pipe at a distance of 
6.6 m and the building of SEGI at a distance of  15 m), as verified by the numerical model 
analysis compared to the analytical predictions. The heat loss into the subsurface, through the 
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feeder pipe shell (150 W/m length) and through the SEGI basement (4 W/m²), has a 
significant effect on the maximum extracted power of the BHE and on the heat pump COP.  
 
In BHEs, water circulation in the pipe loops allows to determine the depth-average ground 
temperature. The equipment's pipework is usually insulated to minimize air temperature 
effects. This study highlights the importance of the rig insulation for the accurate estimation 
of the ground temperature, based on measurements of five tests. Despite the pipe insulation,  
the measurements analysis indicates the heat transfer between the ambient air and the water 
during its circulation inside the rig. The maximum ground temperature overestimation is 1.7 
°C and corresponds to air temperature 18 °C higher than the ground temperature. This results 
in an overestimation of the maximum extracted power of the BHE of 14%.  
 
In the cuttings thermal conductivity measurements, the transition of one formation to another 
and the layer dipping is indicated, since in this case their different mineral composition 
results in a different thermal conductivity. This approach is easy to implement and can 
provide information on the bedrock heterogeneity, but is not applicable if a limited quantity 
of cuttings is available. These measurements indicate a possible varying effective thermal 
conductivity of the rock mass in-situ, due to alternation of different rock layers through 
depth, with enhanced heat transfer rate at mainly sandstone layers. Based on the dry cuttings 
measurements in this study, the mean bedrock thermal conductivity is equal to 1.6 W/mK, 
lower of 45% than the one estimated based on the TRTs conducted in-situ (2.88±0.16 
W/mK).  
 
The fiber optic profiles of the heating phase are characterised by temperature oscillations 
along the whole pipe length including overlapping of the downward and upward measured 
temperature. This could be mainly attributed to the exact position of the cable at the outer 
surface of the pipes, which varies through depth in this case study, in combination with the 
non-uniform temperature distribution inside the borehole. 
 
Obtaining the temperature profile 4 h after the beginning of the recovery phase can allow to 
detect layers with high heat transfer rate. Based on the measurements of this case study, this 
seems to be invariant to the duration of the heating phase (investigated range of 7 d to 7 
months), the grouting thermal conductivity (investigated range of 1.0 W/mK - to 1.8 W/mK) 
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or the U-pipe configuration (single-U or double-U). Layers thinner than 1.2 m were not 
identified by this procedure. The resolution of the applied procedure is limited by the 
measurement parameters, spatial resolution (2 m in this study) and sampling interval (20 cm 
in this study). Though this is not the case for a longer heating duration of the test. 
Comparison of the boreholes recovery temperature profiles can result in determination of the 
layer dipping. Moreover, temperature profiles during hardening of the grouting material 
allow to locate extended fracture zones, more than 1 m thick in this case study. These zones 
are characterised by a lower thermal diffusivity, due to air or grouting material filling the 
fractures, compared to the surrounding less/non fractured rock. 
 
TRT data are widely analysed by applying the simple, analytical solution of the ILS model. 
In this case study, the importance of a sufficiently insulated TRT equipment for a steady heat 
input is highlighted. The ILS model results (ground thermal conductivity and borehole 
thermal resistance) are quite sensitive to the heat input oscillations. This sensitivity increases 
for late starting times and for short data time windows. The data were evaluated by avoiding 
late starting times and by increasing gradually the length of the time window. This approach 
was applied to the in-situ TRT measurements and the proposed results were verified by 
numerical simulations of the in-situ TRTs. 
 
The in-situ grouting thermal conductivity was estimated lower than the one proposed by the 
producers (maximum difference of 0.8 W/mK), based on inverse numerical modelling results. 
This could be mainly attributed to the water fraction applied in-situ for the preparation of the 
admixtures, which was higher than the one proposed by the producers. For the given BHE 
geometry, this could have an important effect on the borehole thermal resistance for grouting 
thermal conductivity values lower than 2 W/mK.   
 
The long-duration DTRT was simulated by numerical modelling, considering the surrounding 
ground a homogenous, isotropic material. The applied ground thermal conductivity was taken 
equal to the one estimated by the ILS interpretation of the TRT. The numerical results are in 
good agreement with the measured water temperature evolution and with the measured depth-
average ground temperature evolution in the rock mass (DT<0.15°C) for the heating and the 
recovery phase. Moreover, the measured temperature distribution along the pipes of the 
heated BHE remains constant with time during the heating phase. These results indicate that, 
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in this case study, the heat transfer in the surrounding bedrock does not vary significantly 
with time and that variations of the effective thermal conductivity along a layer (eg. due to 
variation of the mineral composition or the density) do not have a dominant effect on the 
BHE behaviour. Moreover, groundwater effects are not dominant, since they would have 
resulted to a varying effective ground thermal conductivity during the test.  
 
The effect of the distance to the heating source is a controlling factor for the temperature 
evolution in the surrounding bedrock, as indicted by the numerical results and verified by the 
fiber optic measurements of the three observation boreholes. This is also the case for the 
temperature distribution at the borehole cross-section of the heated BHE during the heating 
phase. The temperature at the borehole cross section can vary in order of 5 °C (steady-state 
heat transfer) based on the numerical results and the non-uniform temperature distribution 
can explain the measured temperature oscillations along the pipe loops. 
 
The effect of the ambient air temperature variations during the heating phase is limited to the 
top 2 m, as far as the pipe temperature evolution of the heated BHE is concerned. However, 
this effect dominated the temperature distribution in the first 18 m in the measurements at the 
surrounding boreholes. This is also the case during the recovery period at the borehole and 
the rock mass scale. Given the good agreement between the measured and the numerical 
water temperature evolution, where the air temperature variations are not simulated, this 
effect does not seem to have an important influence on the BHE behaviour during the whole 
test duration. This effect could be more important for shorter BHE and especially for the 
operation of horizontal systems.    
 
The influence of the thermal effects at the bottom end on the borehole wall temperature 
distribution have been highlighted in several studies. The results of the present study indicate 
that these effects are non-negligible also at the rock mass temperature distribution and that 
the assumption of the BHE as an infinite heating source is not valid in the ground 
surrounding the bottom of the borehole. The influence of the end effects are observed not 
only close to the borehole (eg. r=0.2 m), but also at greater distance (eg. r=5 m) and becomes 
more important with increasing heating time. They are detected in the in-situ measurements 
be the negative temperature gradient extended  below the depth that corresponds to the last 5 
m of the heated borehole.   
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The effect of the bedrock heterogeneity is displayed in the rock mass temperature field during 
the long-duration DTRT. The higher heat transfer rate along the sandstone/siltstone layers, 
compared to the shale/siltstone layers is indicated as local maxima in the corresponding 
profiles during the whole heating phase.  
 
Laboratory measurements conclude that foliated rocks display an anisotropic thermal 
behaviour depending on the direction of the heat flow with regard to the foliations 
orientation. In this case study, the relative position of the four boreholes, allows to investigate 
the in-situ anisotropy along two different heat flow directions: parallel to the bedding planes 
and at an angle of approximately 45° with regard to the bedding planes. Based on the 
comparison between the numerical and experimental data and given the accuracy of the in-
situ measurements , the shale anisotropic thermal behaviour has an insignificant effect on the 
thermal behaviour of the bedrock. However, it should be noted that the anisotropy effect 
could be more important in the case of greater difference between the effective shale thermal 
conductivity along the two directions (eg. parallel and perpendicular to the foliations) and of 
higher ratio of shale to sandstone layers. 
 
 
7.2 Recommendations for BHE installations in practise 
 
The in-situ characteristics are often not adequately considered for the BHEs design and 
operation in practise. This can result in increased capital costs or to malfunctions and short 
life spans, overwhelming the potential and the applicability of these systems and prohibiting 
their wide application. This section presents recommendations that can be applied in practise 
prior to the operation of the system and could optimise its design and operation, based on the 
conclusions of this in-situ case study.  
 
- It would be of interest in any BHE to measure the temperature along the borehole length at 
the undisturbed state, during hardening of the grouting material and after 4h of recovery. 
Alternatively to fiber optic cables, a temperature sensor (e.g. thermocouple element, 
resistance temperature detector) can simply be lowered down into the pipe to obtain the 
temperature profiles. This approach is cost-effective, easy to implement, does not delay the 
installation or require a pre-installed equipment and would give valuable information about 
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the rock nature and stratification, as well as about the geothermal reservoir potential. It would 
allow to detect layers of enhanced heat transfer and contribute to the optimal design of the 
system in terms of the required number and length of BHEs.  
 
- Given the importance of the undisturbed ground temperature for the design of BHEs, it is 
recommended during the TRT not only to insulate the connecting pipes but also the test rig 
wall. This allows to avoid a significant overestimation of the extracted power of the BHEs, in 
the case of high ambient air temperature during the test, as well as an underestimation of the 
extracted power, in the case of low ambient air temperature. Moreover, an insufficient test rig 
insulation results in heat input oscillations during the heating phase of the TRT, which is 
critical in the case that the data are analysed by applying the simple analytical solution of the 
ILS model. The sensitivity of the ILS model results increases for late starting times and for 
short data time windows. It could be, therefore, proposed to evaluate the data of the in-situ 
TRTs by increasing gradually the length of the time window. The choice of the starting time 
of the evaluated data is limited by the required time for the heat transfer inside the borehole 
to reach the steady-state phase, equal to 1 h -12 h for normal borehole sizes and ground 
conditions (Spitler and Gehlin, 2015), and should fulfil the mathematical limitation of the 
simplified ILS formulation, 5 ² /bt r  , where rb is the borehole radius (m) and α the ground 
thermal diffusivity (m²/s). However, later starting times should be avoided to decrease the 
sensitivity of the ILS model results to the heat input oscillations. Moreover, a longer than the 
typical duration of the TRT (50 h) might be necessary in order to obtain accurate results, in 
the case of heat input oscillations and of the interpretation of the data by the ILS model. 
 
- Cuttings measurements should be studied qualitatively for extrapolating them to in-situ 
conditions and cannot replace the TRT. Cuttings contain no information on the rock mass 
fracturing, the degree of saturation, possible groundwater effects and the thermal interaction 
between different layers, parameters that influence the effective in-situ thermal conductivity. 
However, studying cuttings thermal conductivity measurements qualitatively can provide 
information on the bedrock heterogeneity and on the possible varying thermal conductivity 
with depth in-situ.   
 
- The in-situ grouting thermal conductivity depends on the water fraction applied for the 
preparation of the admixtures. A water fraction higher than the one proposed by the 
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producers should be avoided if possible, since it can result in a significantly lower than the 
proposed grouting thermal conductivity, and especially lower than 2 W/mK. This value is 
indicated by guidelines as the minimum required grouting thermal conductivity in-situ (NF X 
10-970) and below this limit the borehole thermal resistance varies significantly with varying 
grouting thermal conductivity, for the BHE geometry investigated in this study.   
 
 
7.3 Perspectives for future research 
 
The experimental site presented in this study has a great potential. The BHEs are equipped 
with fiber optic cables which provide continuous high-resolution temperature profiles along 
the boreholes length. The relative position between the different BHEs makes it possible to 
investigate the temperature field evolution in the rock mass during different modes. The 
BHEs are installed in a heterogeneous bedrock and a detailed geological description of the 
rock mass is available, which allows to study heterogeneity effects at the in-situ scale and 
correlate geological characteristics with the obtained temperature profiles. Moreover, it is 
located in a semi-urban environment (campus of the University of Liege), where the 
urbanisation effect in the subsurface is present, and could also provide the possibility the 
BHEs to be connected to a building for further investigating the behaviour of the system 
during real operation conditions. The analyses of the so far conducted measurements open up 
new questions for future research, that could be investigated in-situ and/or with numerical 
modelling.      
 
- This study indicates that heat loss through buildings foundations and underground structures 
(feeder pipes, sewage pipes etc.) can have an important effect on the design and the long-term 
operation of BHEs, since it recharges the geothermal reservoir. Taking the effect of this 
continuous phenomenon into account could contribute to a sustainable geothermal reservoir 
management in a city scale, as well as to an optimisation of the geothermal systems design. In 
this context, it would be interesting to develop a 3D numerical model including the heat loss 
through structures and to investigate the influence of this effect on the performance of 
geothermal systems during their lifespan. Given that the ground temperature field is 
significantly affected close to the structures, the case of energy piles would be particularly 
interesting, since they are located underneath the building and are usually shorter than BHEs. 
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- This study presents the potential of the temperature profiles during hardening of the 
grouting material on the detection of fractured zones in the surrounding bedrock. A 
continuous monitoring during this process could provide information on the behaviour of 
different grouting materials during hardening, as well as on the required time for the 
temperature to retrieve its initial profile after the BHE installation. The latter is crucial for the 
reliability of the TRT results, which control the design of closed-loop systems. Moreover, a 
study of the thermal response during hardening of the grouting material, which is an 
exothermic process, could provide information on the possible varying heat transfer rate with 
depth.  
 
- The long-duration DTRT was simulated by numerical modelling considering the ground an 
homogeneous medium. This allowed to detect the effect of the bedrock heterogeneity on the 
temperature field evolution, based on the comparison between the numerical results and the 
in-situ measurements. It would be interesting to estimate the transferred heat along each layer 
and their thermal conductivity by inverse numerical modelling, in order to quantify the 
varying heat transfer rate through depth and to provide an indication of the potential of the 
thermal energy storage of different formations.  
 
- The question arises, at which distance from the BHE the existence of structures or 
heterogeneities can affect the temperature field evolution during the typical operation of the 
system (cycling thermal loading). This could be further investigated by numerical modelling, 
including the heat loss into the subsurface by existing structures and a cyclic thermal loading 
applied at the BHE. Moreover, repeating a long-duration test, during which a cycling thermal 
loading is applied to one of the BHEs and measuring the temperature by the fiber optics in all 
the four boreholes, could significantly contribute to this direction. The comparison between 
the experimental data of both long-duration tests would allow to detect the factors that 
influence the behaviour of the system and the temperature field evolution in the surrounding 
ground under different modes.   
 
- The ground temperature close to the surface is influenced by air temperature variations, as 
observed in the in-situ measurements. During the long-duration DTRT, this effect does not 
seem to have an important influence on the BHE behaviour during the whole test duration. 
However, in practise, the BHEs are connected to the building through pipes embedded in the 
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top meters of the ground, which can have a length of several meters, especially in the case of 
collective buildings where several BHE are required. It would be interesting to investigate if 
a significant heat transfer occurs between the circulating fluid and the ground in the case of 
typically insulated connecting pipes and what is the influence of the air temperature 
variations to the final performance of the system. However this requires particular conditions, 
since BHE installations should be connected to a building and a monitoring system should be 
available that would allow temperature logging along the boreholes and the connecting pipes. 
The experimental site of the present study provides this potential. The BHEs could be 
connected to the university building located close to them (distance of 15 m) and the 
remaining part of the fiber optic cables, i.e the part that is not installed inside the boreholes, 
can be attached along the connecting pipes. This would allow to investigate the air variations 
effect under real operating conditions. Moreover, given the close distance between the four 
BHEs, operating only two of the installed BHEs would allow to investigate the thermal 
interaction between them at the in-situ scale, as well as to monitor the temperature field 
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Appendix B: Formulation of a 1D finite element of heat 
exchanger for accurate modelling of the grouting behaviour: 
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a b s t r a c t
This paper presents a comprehensive formulation of a ﬁnite element for the modelling of borehole heat
exchangers. This work focuses on the accurate modelling of the grouting and the ﬁeld of temperature
near a single borehole. Therefore the grouting of the BHE is explicitly modelled. The purpose of this work
is to provide tools necessary to the further modelling of thermo-mechanical couplings.
The ﬁnite element discretises the classical governing equation of advection-diffusion of heat within a
1D pipe connected to ground nodes. Petrov-Galerkin weighting functions are used to avoid numerical
disturbances. The formulation is able to capture highly transient and steady-state phenomena.
The proposed ﬁnite element is validated with respect to analytical solutions. An example consisting of
a 100 m depth U-pipe is ﬁnally simulated. A ﬁrst continuous heating simulation highlights the non-
symmetric distribution of temperature inside and near the borehole. An estimation of the error on the
results as a function of the resolution parameters is also carried out. Finally simulations of cyclic thermal
loading exhibit the need to take into account all daily variations if the grouting behaviour must be
modelled. This is true especially in case of freeze-thaw damaging risk.
© 2016 Elsevier Ltd. All rights reserved.
1. Introduction
Among the different possibilities that geothermal energy offers,
energy extraction through geothermal heat pumps is the most
frequent worldwide application and increasing over the last years
[1]. Shallow geothermal heat pump systems exchange heat with
the ground either by circulating the groundwater through two
separate wells (open-loop) or by using heat exchangers embedded
in the ground mass (closed-loop). Vertical closed-loop geothermal
systems, also known as Borehole Heat Exchangers (BHEs), are
widely used since they have a small footprint at the surface for
installation and can be applied in many hydrogeological contexts
[2,3]. BHEs consist typically of one or two loops of high-density
polyethylene pipes installed in a borehole. A heat carrier ﬂuid is
circulated in the pipe loop and heat is transferred between the ﬂuid
and the surrounding ground. A groutingmaterial is usually injected
in the borehole to enhance the heat transfer between the
circulating ﬂuid and the surrounding ground and to prevent envi-
ronmental risks. These systems are widely used for heating and
cooling of buildings and small compounds [4]. In winter heat is
extracted from the ground (heating of the building) while in
summer heat is injected in the ground (cooling of the building).
The long-term use of BHE may have many technical and envi-
ronmental consequences [5] such as the inﬂuence on groundwater
quality or the reduction of efﬁciency of the injection/extraction
process. Sustainability of BHE is a crucial issue [6]. This consists in
ﬁnding the maximum level of energy production allowing a con-
stant production for a very long time. Therefore the optimisation of
single or ﬁelds of BHE is carried out in order to limit their impact or
increase their efﬁciency [7e9]. Limitations of temperature varia-
tions within the soil, the carrier ﬂuid and the grouting is another
constraint. Indeed the freeze-thaw cycles may affect the thermal
properties of the grouting [10e12] or the shallow aquifer quality
[5]. The evaluation of these consequences requires the develop-
ment of analytical and numerical models able to capture all the
features of BHE-ground interactions.
Analytical and semi-analytical solutions are widely used for the
BHE design and optimisation [7e9] especially due to their low
* Corresponding author.
E-mail address: b.cerfontaine@ulg.ac.be (B. Cerfontaine).
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Renewable Energy
journal homepage: www.elsevier .com/locate/renene
http://dx.doi.org/10.1016/j.renene.2016.04.034
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computational cost. Early solutions are developed to analyse the
long-term behaviour of BHE [13,14]. They are limited to conduction
only and drop vertical effects or pipe interactions [15]. extend one
of these methods to take into account short-term behaviour which
is proven important for some applications. The basic inﬁnite line
source, ﬁnite line source and inﬁnite cylindrical source models are
compared in Ref. [16] and their applicability is classiﬁed with
respect to the duration of the simulation.
Reﬁnements of analytical methods are more and more devel-
oped. Heat advection in the surrounding soil is taken into account
in Ref. [17] despite the proposed solution is in 2D. The interaction
between pipes is included in Ref. [18e20]. propose a model dealing
with vertical conduction as well as advection-diffusion in the soil
and discontinuous loading. A classiﬁcation procedure of these
models is proposed in Ref. [21].
Finally some other authors try to better estimate the variation of
temperaturewithin the pipe only in order to simplify the resistance
parameter identiﬁcation procedure. For instance [22] propose to
use a so called p-approximation of the temperature proﬁle within
U-pipes [23,24]. develop other analytical solutions taking into ac-
count interactions between the pipes. However despite the high
efﬁciency of all these methods, they are still limited in geometry,
soil conﬁguration and complexity of couplings.
The last decade gives birth to a large number of different nu-
merical models of BHE. These models allow more ﬂexibility on
thermal properties distribution within the soil, modelling of an
advection ﬂow around the BHE, varying geometries, short-term
description of the temperature variations … They could be classi-
ﬁed with respect to different criteria [25].
1. numerical method: ﬁnite element (most of the following pa-
pers), ﬁnite differences [26,27], ﬁnite volumes [25,28];
2. 2D or 3D simulations;
3. treatment of circulating ﬂuid transport;
4. representation of the grouting;
5. possible advection in the soil [29];
6. single or multiple borehole(s).
Fully coupled 3D models of BHE are most of the time very
computationally demanding. However the continuous increase of
computational power allows their intensive use. Indeed, many case
studies are inherently 3D, especially when multiple boreholes are
involved, the soil is heterogeneous or in case of waterﬂow in the
ground.
Advection of heat within the pipe and diffusion within the soil
are two phenomena with distinct time constant and numerical
requirements (time step or mesh limitations). A pioneering work of
[30] and [31] early distinguishes the BHE from the soil ﬁnite ele-
ments. In this model, the BHE (including one or two U-pipes and
the grouting) is modelled as a 1D ﬁnite element. This was extended
to higher number of pipes in the grouting [32,33] or to multiple dof
representing the grouting [34]. This decomposition of the pipes and
the volume element becomes classical in the modelling of BHE.
Another model describes the BHE as an assembling of resistances
and thermal capacity [26,35]. The enumeration of the different
models is not the purpose of this paper but interested reader
should refer to [25] as a starting point.
Many models deal with steady-state solutions for the temper-
ature distribution within the pipe. However it appears that the
dynamic modelling of BHE is a crucial issue in their design [36e39].
conclude that alternative and discontinuous operation modes can
strongly increase the heat transfer efﬁciency. Heat pump are often
used in alternative modes and periods ranging from a year to less
than a day. In the ﬁrst case, heat extraction (winter) and injection
(summer) modes alternate over a year [40,25]. In the second case,
the heat pumpmay work only for a part of the day and be switched
off otherwise [41,19]. Subsequently there is a need of a model able
to reproduce highly transient effects with a minimum error and
computer cost. Indeed, the error accumulation may be a critical
issue [42] in case of cycle thermal loading.
The objective of the paper is to present the formulation of a
versatile ﬁnite element of heat exchanger. The classical basic idea
consists in dissociating the advective problemwithin the pipes and
the dispersive problemwithin the grouting and the soil. The focus is
placed here not on the large-scale modelling of multiple BHE but on
the accuratemodelling of a single BHE in the near and far ﬁelds. The
grouting around the pipes is then explicitly modelled in order to
well reproduce the gradients of temperature inside it and to avoid
any hypothesis on the grouting thermal resistance or the interac-
tion between different pipes. The geometry of the grouting section
may also evolves with depth due to the heterogeneity of the soil.
The model must accurately reproduce long and short term varia-
tions of temperature around the borehole.
The ﬁnite element is implemented in the non-linear ﬁnite
element code LAGAMINE developed at the University of Liege
[43,44]. This software is able to take into account all thermo-hydro-
mechanical couplings in a fully coupled manner. However only
thermal effects are considered here. The formulation of the element
is adapted to highly transient simulations. Moreover the error
control is a major concern. Indeed, the integration scheme and
parameters are of crucial importance for advection problem.
In the following, the coupled heat exchanger ﬁnite element is
ﬁrstly described in a general manner. It is validated on a classical
example and veriﬁed with respect to a line source analytical solu-
tion. Numerical examples are then presented. A short-term heat
injection scenario is investigated to prove the capabilities of the
model and to estimate the error due to time integration parameter.
A short-period discontinuous heat extraction scenario is presented
and the inﬂuence of the operation scheme is analysed. Finally a one
year simulation is carried out taking into account daily variations of
the thermal demand.
2. Heat exchanger ﬁnite element
In the following it is decided to represent the pipe inside the
BHE as a 1D ﬁnite element. Contrary to many models, the 1D ﬁnite
element only models the ﬂow into the pipes and does not include
the grouting. This allows a very ﬂexible formulation where the
number, the disposition and the interaction of the pipes inside the
borehole is arbitrary. The ﬂuid ﬂow is supposed to be in steady-
state and the ﬂuid velocity is constant all along the pipes.
Each node of the pipe element is related to a node, represen-
tative of the surrounding ground temperature. Here the ground is a
generic denomination of the volume surrounding the pipe irre-
spectively of its actual nature (grouting, soil…). The volume 8-node
ﬁnite elements describing the ground are classical and deﬁned in
Ref. [45] for thermo-hydro-mechanical couplings. They take into
account thermal conduction into the soil and could also deal with
advection, despite this is not considered in the following.
2.1. Governing equations
Let us assume a pipe is embedded into a ground volume of
arbitrary shape, as depicted in Fig. 1. A ﬂuid is circulating within the
pipe and there is a difference of temperature between the ﬂuid and
the surrounding ground. It is assumed that the cross-section of the
pipe is constant all over the pipe. Moreover the temperature of the
ﬂuid is assumed uniform over each cross-section and the velocity of
the ﬂuid is constant all along the pipe. The incoming longitudinal
heat ﬂux qz [W/m2] into the pipe is composed of a conduction and
B. Cerfontaine et al. / Renewable Energy 96 (2016) 65e7966









where k [W/m/K] is the thermal conductivity, v [m/s] is the velocity
of the ﬂuid, r [kg/m3] is the mass density of the ﬂuid, cp [J/kg/K] is
the speciﬁc heat of the ﬂuid, T [K] is the temperature of the ﬂuid
and Tref [K] is a reference temperature. The outcoming heat ﬂux
qzþdz is derived from




It is assumed that the convective heat exchange through the
lateral surface of the pipe ql [W/m2] depends on the difference of
temperature between the temperature of the ﬂuid and the repre-






where h [W/m2/K] is the convective heat coefﬁcient. This coefﬁ-
cient rules the exchange of heat between the ﬂuid and the wall of
the pipe but may also include the thermal resistance of the pipe.
Considering the control volume represented in Fig. 1 (a), the heat
balance equation for the pipe is expressed as
r cp S dz
vT
vt





where P [m] is the circumference of the pipe and S [m2] its section.
Introducing Eqs. (1) and (2) into Eq. (4) yields to the governing
equation of the heat ﬂux within the pipe








þ v r cp vT
vz
!
dz h P dz Tg  T ¼ 0:
(5)
2.2. Initial and boundary conditions
Initially at time t¼ 0, the temperaturewithin the soil is set equal
to the representative temperature of the ground Tg at the begin-
ning, such that
Tðz;0Þ ¼ Tgðz;0Þ: (6)
Two types of boundary conditions can be imposed on surfaces
normal to the axis of the pipe: essential (Dirichlet) and natural
(Neumann) conditions. The ﬁrst condition consists in imposing the
temperature of the ﬂuid. For instance imposing the temperature at
the beginning of the pipe reads
Tzin;t ¼ Tin; (7)
where zin is the position of the pipe's inlet and Tin the imposed
temperature.
The Neumann condition imposes a heat ﬂux on the inlet or
outlet surface of the pipe. The heat ﬂux in any cross-section is
computed according to Eq. (1). A ﬁrst condition applied in the
following consists in a ”free ﬂow”, which allows the heat to go out
of the pipe. In this case, the qout ﬂow is imposed on the outlet cross-
section such that
qout ¼ k vT
vz





The carrier circulating ﬂuid often describes a loop and is heated
by a heat at the top of a U-pipe. In this case, the free-ﬂow condition












where Qp [W] is a power provided to the ﬂuid.
2.3. Weak formulation of the problem
The exact residual Eq. (5) is numerically solved over an arbitrary
domain by the weighted residual method [46]. The following

























WðzÞ h Tg  Tdz ¼ 0
(10)
whereW(z) is an arbitrary weighting function. Eq. (10) is integrated
by parts and the resulting weak formulation of the problem is then
provided by,
Fig. 1. (a) Sketch of the control volume, (b) idealisation of the problem.



































where the right-hand term is a boundary condition term.
2.4. Space discretisation of the problem
The ﬁeld of temperature in the pipe is discretised by two-node
isoparametric ﬁnite elements as described in Fig. 1. A mapping
described by the Jacobian matrix J rules the change of variable from
global coordinates (x,y,z) to local coordinate (x). Therefore the
continuous ﬁeld of temperature T is described over an element by
TðxÞ ¼ NT ~T; (12)
where ~T
T ¼ ½~T1; ~T2 is the vector of nodal temperatures and
NT¼[N1(x), N2(x)] is the vector of shape functions related to these









The ﬁeld of representative ground temperature parallel to the
pipe is described similarly,
TgðxÞ ¼ NT ~Tg ; (15)
but the shape functions are related to nodes of the ground Tg¼[Tg1,
Tg2]T in Fig. 1.
Galerkin ﬁnite elements where the weighting functions are
identical to the shape functions are classically used. However for
advection-diffusion problems, it is shown that spurious oscillations
may appear [47]. A lot of attention has been paid to this problem
over the years. One solution is to use Petrov-Galerkin weighting
functions [48,49]. Such a solution is already adopted for BHE in Refs.
[30,32]. The weighting functions related to the pipe nodes are





















where b is a parameter depending on the Peclet number Pe such
that
b ¼ cothðPeÞ  1
Pe
; (18)
and the Peclet is deﬁned according to
Pe ¼ v Dz
k
; (19)
where Dz is the length of the 1D ﬁnite element. The weighting
functions are represented in Fig. 2 for different values of b. This
represents the functions related to a node centred in Ref. x¼1 for
two adjacent elements. The speed of the ﬂow is oriented towards
positive axis. These functions simply give more weight to infor-
mation coming from the direction of the ﬂow.
Injecting Eqs. (16) and (17) into Eq. (11) leads after some algebra


































 jJj dz (20)
where jJj is the determinant of the Jacobian matrix J, equal to L/2.
Vector Fep is also termed vector of energetically equivalent nodal
forces. It is an elementary vector related only to nodes of the pipe.
The solution is in equilibrium if
Fep ¼ 0. Otherwise, there are out
of balance forces that should be reduced. This formulation is gen-
eral and remains valid even if thermal properties varies with
temperature. This vector is deﬁned individually for each ﬁnite
element.
The lateral heat ﬂux Eq. (3) consists of a source term for the
ground domain around the pipe. Therefore energetically equivalent







 jJj dz: (21)
Only the heat exchange between the pipe and the ground is
taken into account. In this case, the weighting functions are iden-
tical to the shape ones in order to be consistent with the ground
ﬁnite elements [30,31].
Eqs. (20) and (21) are deﬁned at the level of a single element.
The last step is the assembling of a global vector of energetically
equivalent nodal forces, F. This step is somehow classical and not
detailed here.
2.5. Resolution of the problem
The time continuum is discretised in different time steps of
Fig. 2. Petrov-Galerkin weighting functions.
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duration Dtn such that
tnþ1 ¼ tn þ Dtn: (22)
The duration of the time steps may evolve during the simula-
tion. It is supposed that the nodal unknowns vary linearly over a
time step such that
~Tnþq ¼ ð1 qÞ~Tn þ q ~Tnþ1 q2½0;1: (23)
Therefore the out of balance nodal forces can be computed for
any q. Solving the problem consists in ﬁnding the ﬁnal nodal
temperature vector ~Tnþ1 at the end of the time steps ensuring the
out of balance forces Fnþq(Tnþq) are equal to zero. If the q parameter
is equal to 0, the integration is explicit. Otherwise the resolution is
implicit. The fully implicit scheme corresponds to q¼1 and q¼0.5 is
the so called Crank-Nicholson scheme.
If the problem is linear and the time step constant the










Finally, the heat storage is considered as a component of the out









The expression of the elementary stiffness matrix related to








where the p subscript corresponds to the pipe and g to the ground.


































The explicit deﬁnition of all components is provided in
Appendix B for temperature independent thermal properties.
Finally all the elementary stiffness matrices are assembled to the
global stiffness matrix that will be solved.
3. Validation of the ﬁnite element
In the following section, the developed ﬁnite element is vali-
dated with respect to analytical solutions. A simpliﬁed geometry is
considered in order to stay as close as possible to the hypotheses of
the analytical solution.
3.1. Problem investigated
The geometry of the problem is illustrated in Fig. 3. The geom-
etry consists of a single pipe coupled to a sector (opening of 10) of
ground. This ground represents a uniquematerial whose properties
are given in Table 1. The validity of the coupling with a 3D domain is
shown but the computational time is limited. The external radius of
the sector (ground domain) is equal to 6 m and its depth to 40 m.
The mesh is laterally reﬁned near the centre and more spaced
further. It is uniformly discretised over the depth (Dz ¼ 1 m). The
carrier circulating ﬂuid is supposed to be pure water.
The top boundary of the pipe condition consists of an imposed
temperature or an imposed ﬂux. The bottom condition is either an
open pipe (the ﬂuid goes away) or a loop condition (the ﬂuid is
heated and injected back to the top). This latter condition is non-
realistic since the ﬂuid is instantaneously transported. However
this condition better suits the analytical line source solution,
namely there is a single pipe. The ground domain is supposed to be
in adiabatic conditions. The temperature is recorded in the pipe and
in a cross-section at mid-depth as depicted in Fig. 3.
The rigorous choice of a time step to solve a transient problem
depends on physical and numerical parameters. It is known that
there is a critical time step that should not be overpassed in order to
ensure the stability of the simulation, especially if the solution
scheme is explicit. This conditions for convection dominated 1D





This involves that the time step between two successive com-
putations of a solution must be less than the time required for the
perturbation to travel across the length of a ﬁnite element. The
maximum time step of the simulation is equal to 3 s in order to fulﬁl
Fig. 3. Sketch of the mesh and parameters for the validation of coupled ﬁnite
elements.
Table 1
Material parameters of the sector problem.
1D pipe Ground
r [kg/m3] 1000 2500
cp [kJ/kg/K] 4.185 0.92
k [W/m/K] 0.58 2.94
v [m/s] 0.3 /
r [m] 0.0131 /
m [N.s/m2] 1.002E-3 /
h [W/m2/K] 1500
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the Courant requirement such that
v Dt
Dz
¼ 0:9  1: (29)
The convective heat transfer coefﬁcient h is calculated according
to
h ¼ Nu kw
Dh
; (30)
where Dh [m] is the hydraulic diameter of the pipe (¼2r), kw [W/m/
K] the ﬂuid thermal conductivity and Nu [] the Nusselt number
obtained from the classical correlation [51],
Nu ¼ ðf =8Þ ðRe 1000Þ Pr
1þ 12:7ðf =8Þ1=2 Pr2=3  1; 0:5< Pr<200;
3000>Re>5$106:
(31)
This relation depends on the Reynolds number Re [],
Re ¼ r v Dh
m
; (32)
where r [kg/m3] is the density of the ﬂuid, v [m/s] the average
velocity and m [Pa.s] is the dynamic viscosity. The Prandtl number Pr
[] is deﬁned as
Pr ¼ cp m
k
(33)
where cp [J/kg/K] is the speciﬁc heat. Finally the Darcy friction factor
f [] is computed according to
f ¼ ð0:79 lnðReÞ  1:64Þ2 (34)
for smooth pipes. The ﬁnal convective heat transfer coefﬁcient h
computed is equal to 1500 W/m/K. It is related to parameters
provided in Table 1 for the 1D pipe.
3.2. Constant soil temperature
The steady-state solution of the advection-diffusion problem in
the pipe is easily obtained if the soil is assumed to have a constant
temperature. The analytical solution of the temperature proﬁle in
the pipe is provided by Ref. [52].
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where Ti [K] is the imposed temperature at the beginning of the
pipe. A numerical simulation is run where the initial inlet tem-
perature is instantaneously heated from the initial temperature of
285 Ke300 K. Numerically there is a ﬁrst short transient phase
where the perturbation propagates inside the pipe. The vertical
distributions of temperature along the pipe at different time steps
are provided in Fig. 4.
For the ﬁrst time step, there is a small non-physical oscillation
located around z ¼ 35 m after 10 s. This is simply due to a mesh too
coarse to exactly reproduce a very steep propagation front. After
more than 90 s, the numerically computed distribution of tem-
perature in the pipe perfectly matches the analytical steady-state
solution.
3.3. Variable soil temperature
In the following, a heating test is simulated. It is assumed that
the ﬂuid going out of the pipe (z ¼ 0 m) is instantaneously injected
at its beginning (z ¼ 40 m) and heated by a power Qp of 2 kW. This
leads to an average heating ﬂux of the BHE qav equal to 50W/m. The
evolution of the temperature in three sections of the pipe is pro-
vided in Fig. 5. The log scale is chosen to distinguish between
transient and stationary phases. Temperature is constant until the
incoming heated ﬂuid reaches the observation point. Temperature
is continuously increasing afterwards since the ﬂuid describes a
loop.
The distribution of temperaturewithin the pipe at different time
steps is provided in Fig. 6. Results on the left of the ﬁgure depicts
the transient phase of the temperature evolution. The temperature
proﬁle is curved and temperature is higher at the top of the pipe.
After few hours, the temperature proﬁle has a constant shape that
is simply shifted. This is a kind of stationary phase despite the
evolution of temperature is still ongoing.
The evolution of convective ﬂuxes corresponding to Eq. (3) in
Fig. 4. Distribution of the temperature in the pipe at difference time steps, constant
soil temperature.
Fig. 5. Time evolution of the temperature in the pipe at three vertical positions.
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the three cross-sections is depicted in Fig. 7. They are quite different
during the ﬁrst hour but almost converge towards the average
value at the end. At the beginning the heat ﬂux is the highest near
the inlet of the pipe where the ﬂuid has the highest temperature.
Consequently the ground is heated, which progressively decreases
the heat ﬂux. Indeed the difference of temperature between the
ﬂuid and the ground is reduced. This highly transient phase is
roughly limited to less than an hour. Afterwards the heat ﬂux
stabilises.
The line source model is frequently used to validate results of
transient simulations of heat exchanger [31]. It consists of the
heating of a semi-inﬁnite medium where the heating ﬂuxes are
normal to a vertical line. The initial temperature in the ground and
the pipe is uniform at the beginning. The radial distribution of
temperature within the soil follows
















where Tg0 [K] is the initial temperature of the ground, q [W/m] is
the average heat ﬂux per meter length of the borehole, r [m] the
radial distance to the source a¼k/r/cp [s1] is the thermal diffusivity
of the soil and t [s] the time. An analytical solution of the integrand
of Eq. (36) is provided if ε<0.2 [53],









The accuracy of that solution is then a function of position and
time. The correct solution for a point lying far from the heating
source is only available for a long time operation.
The mid-depth section is the point where the lateral heat ﬂux is
the closest from the average value. Therefore the horizontal tem-
perature proﬁle in the ground at this depth is compared with the
line source solution in Fig. 8. Three time steps are investigated.
Numerical and analytical solutions present a very good agreement.
They slightly diverge but this could be explained by the non-
constant heat ﬂux over the depth and time, the mesh discretisa-
tion at the centre of the sector and vertical diffusion.
According to the line-source model, the conductivity of the soil
can be estimated according to [52,27].




The time-evolution of this estimated conductivity computed
using the evolution of ﬂuid temperature at three depths is provided
in Fig. 9. The estimated value at the beginning of the simulation has
no meaning since it lies in the highly transient phase where the
heat ﬂuxes are not stabilised. Moreover this phase is mainly
controlled by the grouting properties. Finally the back-calculated
values tend to the imposed values.
Fig. 7. Time evolution of the pipe-soil heat convective ﬂux at three vertical depths.
Fig. 6. Distribution of the temperature in the pipe at difference time steps.
Fig. 8. Distribution of the temperature in the soil at difference time steps at z ¼ 20 m,
comparison between inﬁnite line-source and numerical results.
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4. Numerical examples
In this section, the capabilities of the model are described by
different examples. A real case study is investigated where a U-pipe
of 100 m is modelled. Short- and long-term simulations are pre-
sented. The 3D simulations are cpu time consuming. Therefore the
time steps of the simulations are frequently chosen much higher
than what is required by the Courant condition for advection-
diffusion problems. The inﬂuence of the maximum time step of
the simulation on the error is investigated. A cyclic example
combining transient and long term phenomena is also presented.
Finally a one year simulation exhibits differences in results due to
daily or annual variations of thermal demand.
4.1. Problem investigated
The geometry consists of a single U-tube embedded in a bore-
hole of radius equal to 6.8 cm as shown in Fig. 10. Both pipes of
radius equal to 1.31 cm are separated by 6.8 cm. The grouting is
explicitly modelled.
The 1D ﬁnite element of pipe that is used does not occupy any
volume, by deﬁnition. However the pipe are physically embedded
in the grouting and ﬁll a volume [54]. propose to use a pseudo-pipe
material to discretise this volume. This method is adopted here as
shown in Fig. 10. This material has a high conductivity in order to
not introduce an additional thermal resistance. However contrary
to [54] there is no heat capacity assigned to the material to avoid
the introduction a spurious transient phase within the pipe cross-
section where temperature is supposed to be constant.
The 1D pipe element is connected to the central node the
pseudo-pipe's volume. The pipe material is not represented here
but the geothermal resistance could be included in the convective
heat transfer coefﬁcient h. The different material parameters are
provided in Table 2. The vertical direction is discretised in 105 slices
with a height of 1 m. The total size of the mesh is equal to almost
95000 unknowns. The simulations are run in adiabatic conditions
and the initial temperature is uniform and equal to 285 K.
4.2. Heating simulation
The ﬁrst simulation consists of a thermal response test during
50000 s (13.89 h). The time step is equal to 3 s. The ﬂuid describes a
loop and is heated continuously. Temperature proﬁles within the
pipe are provided in Fig. 11 in order to describe the behaviour of the
installation. The observed distribution of temperature quickly
reaches its steady state where a similar V shape proﬁle is pro-
gressively translated towards higher temperatures.
Different cross-sections of the grouting and the pseudo pipes at
the end of the heating are depicted in Fig. 12. Temperature over the
pseudo-pipe material is almost constant which was intended. On
the contrary, temperature distribution in the grouting is everything
but uniform.
The highest gradients of temperature within the grouting are
observed in z¼ 100m, which is the section closest to the pipe inlet.
Fig. 9. Time evolution of the conductivity estimated in the soil from the temperature
evolution at the end of the pipe.
Fig. 10. Sketch of the mesh of the Upipe problem. Fig. 11. Distribution of temperature in the pipe of the BHE.
Table 2
Material parameters of the U-pipe problem.
1D pipe Pseudo-pipe Grouting Soil
r cp [MJ/3/K] 4.18 0 1.62 2.3
k [W/m/K] 0.58 200 2.35 2.94
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This is consistent with the temperature proﬁle distribution in
Fig. 11 since the difference of temperature is the highest. On the
contrary, the distribution of temperature is symmetric at the bot-
tom of the borehole, where the temperature is identical in both
pipes. The accurate simulation of the temperature gradient is
crucial for their sustainability since the induced thermal stresses
may degrade the grouting [11,12,20]. The mechanical degradation
of the grouting is correlated with a decrease of its thermal prop-
erties and then its efﬁciency.
Fig. 13 exhibits the temperature distribution in the very near
area around the grouting at the end of the simulation. Indeed, the
distribution is non-symmetric around the borehole due to the
downstream and upstream pipes. However the symmetry of the
temperature proﬁle fast becomes symmetric at a radial distance
lower than 50 cm. Moreover, the symmetry also increases with
depth. Therefore from a practical point of view, the line source like
models are sufﬁcient to study the long-term behaviour of BHE for
homogeneous soils without waterﬂow.
4.3. Error assessment
Inmany applications, the duration of the simulation ranges from
days to years [27,28,31]. Large time steps are commonly carried out
to spare cpu time and the fully implicit method is mainly adopted.
However as previously mentioned in Section 3.1, the time step in
advection-diffusion problems is classically limited by the Courant
number. Moreover the q parameter deﬁned in Eq. (23) is known to
affect the results [55,46]. A q parameter equal to 0.5 limits nu-
merical diffusion and provides a second order accuracy scheme for
small time steps. However q¼1 is known to provide a better pre-
cision for large time steps [56]. Therefore it is interesting to assess
the error arising from the choice of a time step and an integration
scheme.
An error indicator must be found to summarise the error of the
results. It is chosen to focus on the temperature distribution within
the pipe. The following error deals with the variation of tempera-
ture rather than its absolute value as proposed in Refs. [39,16]. The
relative error at node i of the pipe and time t is deﬁned according to
errði; tÞ ¼ TiðtÞ  Tref ;iðtÞ
Tref ;iðtÞ  T0
(40)
where Ti(t) [K] is the temperature of the ﬂuid in the current
simulation at node i, Tref,i(t) [K] is the temperature of the ﬂuid at the
same node in the reference simulation and T0 [K] is the initial
temperature. The reference simulation is the thermal response test.
The reference time step is equal to 3 s and the Crank-Nicholson
integration scheme is adopted. The average error over the pipe at
Fig. 12. Cross-section within grouting and pseudo-pipes at the end of the heating (t ¼ 13.89 h).
Fig. 13. Cross-section within grouting, the pseudo-pipes and the soil at the end of the
heating, (z ¼ 100 m, t ¼ 13.89 h).
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where nnodes is the number of nodes of the pipe where the tem-
perature variation is different from zero.
Simulations are carried out for three time steps (Dt ¼ 100, 1000,
5000 s) and two integration schemes: Crank Nicholson (q ¼ 0.5)
and fully implicit (q ¼ 1.0). The evolution of the error with respect
to the reference simulation is provided in Fig. 14. The ﬁrst 700 s are
not provided because the error is very huge. Indeed, this corre-
sponds to the highly transient phase and the propagation of a heat
front which is not well captured but was not intended to be for
larger time steps.
The error increases obviously with the size of the time step.
However it can be observed that it decreases with time and is under
1% at the end of all simulations. For a given time step size, the error
of the Crank-Nicholson integration is lower than the fully implicit
one. However some oscillations appear for time steps equal to 1000
or 5000 s. This reﬂects oscillations in the solution. The occurrence
of oscillations has been detailed in Ref. [55] and is a consequence of
the too high time step. Therefore it is decided in the following to
adopt a fully implicit scheme.
4.4. Typical thermal cyclic behaviour
The cyclic thermal loading of the borehole heat exchanger is
based on the assumption that the maximum power should not
necessary be maintained during a long period. For instance in ofﬁce
buildings or house, the human presence and use of heavy equip-
ments is often non-continuous over a day. Therefore in the
following a period of full operation (Qp¼ Qp,max,v¼ vmax) alternates
with a period of recovery (Qp¼ 0,v¼ 0). The duration of each period
is equal to 12 h. The only additional hypothesis is that the
convective heat transfer coefﬁcient h remains constant during the
recovery phase even if v is equal to zero.
The evolution of the temperature in a cross-section at position
z ¼ 80 m is provided in Fig. 15. The ﬁrst cycle of heating/recovery is
depicted on the left of the ﬁgure. There is a sharp cooling (starting
from 285 K) of the ﬂuid followed by a slower decrease of temper-
ature. The shape of the results is similar when the pump is switched
off. However the initial temperature is not totally recovered at the
end of the recovery phase which was already observed [6,19,57,58].
Therefore cycle after cycle, the average temperature decreases as
shown in Fig. 15 on the right. This cumulated decrease of temper-
ature is marked at the beginning but tends to slow down.
The evolution of temperature is the superposition of two
distinct processes characterised by a time-scale and a zone of in-
ﬂuence. The ﬁrst is the oscillatory variation of temperature due to
Fig. 14. Mean error as a function of the time step Dt and the integration parameter q.
Fig. 15. Time evolution of the temperature (z ¼ 80 m).
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the alternative power. It is cyclic and has a period of 1 day. The
second is the residual variation of temperature which accumulates
slowly. In order to simplify the reading of the results, the time
evolution signal is described by its envelope curve, that is the locus
of the local minima or maxima, as shown in Fig. 15 on the right.
Time evolution of temperature at different points of an hori-
zontal (z ¼ 80 m) cross-section are provided in Fig. 16. It can be
observed that the temperature cyclic amplitude is lower in the
centre of the borehole (position ¼ 0 m) than in the pipe. However
the trend is clearly towards freezing point. The amplitude is also
smoothed with the distance from the borehole. This variation of
temperature within the grouting may be a starting point for the
study of its thermo-mechanical analysis.
Fig. 17 presents horizontal cross sections within the soil at
different depths on the downstream or upstream pipe side. In this
Figure, only the last 12 h of the 50th days are presented, that is only
the recovery phase of the last thermal cycle is depicted. As previ-
ouslymentioned, the oscillations are attenuatedwith distance from
the borehole, depicted by the vertical dashed line. This ﬁgure
clearly shows that the period of inﬂuence of the thermal cyclic
loading is limited to 50 cm. However the long-term inﬂuence is
much larger and equal to almost 6 m after 50 days.
4.5. Daily operation scheme
The following simulations investigate the inﬂuence of the daily
operation scheme of the borehole heat exchanger. Three hypo-
thetical schemes are considered in which the operating duration of
the pump is respectively 8 h, 12 h or 16 h. The pump is switched off
during the remaining time of the day. The same total energy is
supposed to be extracted each day, that is to say, the power is equal
to 6 kW, 4 kW or 3 kW as shown in Fig. 18.
The envelope of the time evolution of the temperature at the
beginning of the downstream pipe (z ¼ 100 m) is provided in
Fig.19. This section is themost critical since the lowest temperature
of the circulating ﬂuid is reached there. The tendency of the time
evolution of the temperature is identical for all simulations and
tends towards a decreasing temperature. However there is a clear
difference between the local maxima and local minima envelopes.
The temperature recovered at the end of the off-period almost
does not depend on the operating scheme. It was nevertheless
observed that the dispersion increases slightly with depth. On the
contrary, the lowest part of the envelope exhibits a strong disper-
sion. In this case, the lower the cooling power, the lower the min-
imum temperature. Indeed, the conduction of the soil limits the
amount of heat that can be extracted from it. Therefore, for an
imposed power of the pump, heat is extracted from the ﬂuid and
only partly recovered during a loop. This results has practical pur-
pose since the lowest temperature of the ﬂuid is limited by the
Fig. 16. Time evolution of the temperature in the soil (z ¼ 80 m) at different radial
positions x.
Fig. 17. Distribution of temperature in the soil at different depths, recovery phase of
the 50th day.
Fig. 18. Daily operation schemes: operation/recovery duration.
Fig. 19. Envelope curves of the time evolution of the temperature in the pipe
(z ¼ 80 m).
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freezing point of the circulating ﬂuid. The evolution in the grouting
is similar.
This result shows that the simulation of continuous heat
extraction at an average cooling power is insufﬁcient to study the
sustainability of the grouting or the risk of freezing of the circu-
lating ﬂuid. Indeed, an average simulation would have provided an
identical temperature evolution for all the previously mentioned
simulations while the actual locus of minimal peaks strongly differ.
These minimum values are important for the design of the BHE.
4.6. Annual simulation
In the following, a synthetic thermal load described in Ref. [22]
is used to simulation a one year operation scheme. This expression
includes daily variations of the thermal demand and reads



























where A [W] controls the annual load unbalance, B [W] is the half
amplitude of the annual load variation, C and D [W] rule the half
amplitude of the daily variations and t [d] is the time starting at
mid-winter. The ratio C/D controls the damping of daily amplitude
at mid-season with respect to winter or summer. Parameters used
in this simulation are provided in Table 3 and the full thermal signal
is depicted in Fig. 20. A second thermal load proﬁle is considered. It
does not take into account the daily variations but only the annual
one, as shown in Fig. 20. It describes the annual trend of the full
load signal.
The annual power demand evolves from negative power (heat
extraction) to positive power (heat injection) but there is no exact
compensation between heat extraction and injection as shown by
the annual trend curve in Fig. 20. The power amplitude variation is
also set up higher in winter and in summer than at mid-seasons.
The time step of the daily simulation is set to 2 h in order to well
capture the variations. On the contrary the time step of the annual
simulation is set up to one day.
Fig. 21 depicts the time evolution of the temperature at the inlet
of the pipe. The trend of the daily simulation is well represented by
the annual one. However the amplitude of variations may be not
negligible around this trend. They are equal to almost 4 K at peak.
Therefore if the thermal behaviour of the circulating carrier ﬂuid
should be investigated, using only an average thermal load misses
the lower/upper bound of the ﬂuid temperature.
The daily variations of temperature are also illustrated in the
centre of the borehole, as shown in Fig. 22 at a depth of 80 m. The
amplitude of variations is lower than in the pipe. However tem-
perature also oscillates between lower and upper bounds which
could inﬂuence the thermo-mechanical behaviour of the grouting.
On the contrary, daily variations in the soil are much more
damped. They almost disappear after 50 cm from the centre of the
borehole which was already mentioned in a previous section.
Therefore if only the long term behaviour of the soil must be
investigated, only the annual load signal can be used. The main
advantage is the higher time step that can be used since it has been
Table 3
Parameters used for the synthetic thermal load.
A [kW] B [kW] C [kW] D [kW]
0.2 2.0 1.2 0.6
Fig. 20. Annual power use including daily variations.
Fig. 22. Temperature evolution in an horizontal cross-section (z ¼ 80 m), daily
simulation only.
Fig. 21. Temperature evolution at the inlet of the pipe (z ¼ 100 m), daily and annual
simulations at different radial positions.
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shown that the error remains negligible. Therefore the total cpu
time is considerably decreased.
5. Conclusion
The aim of this paper is to formulate a ﬁnite element of heat
exchanger in order to accurately model the behaviour of borehole
heat exchangers. The element developed must be as ﬂexible as
possible and must reproduce transient and steady-state phases,
near and far ﬁeld distributions of temperature, and short- and long-
term solutions. The focus is placed on the accurate modelling of a
single BHE rather than the ability to optimise a ﬁeld of BHE.
The ﬁnite element is developed in the framework of the non-
linear ﬁnite element code LAGAMINE for multiphysical couplings.
The advection-diffusion problem in the pipe is simpliﬁed into a 1D
problem. Assuming the temperature is uniform in each cross-
section, a convective exchange between the ﬂuid inside the pipe
and a temperature representative of the ground around the pipe is
modelled. The weighted residual method with Petrov-Galerkin
functions is adopted to solve the problem and avoid spurious os-
cillations. The analytical formulation of elementary out of balance
force vector and stiffness matrix are provided.
The element formulation is validated by comparison with
analytical solutions. Transient distributions of temperature are
compared to a steady-state solution in a simpliﬁed problem where
the ground temperature is ﬁxed. Furthermore, the ﬁeld of tem-
perature within the ground is compared with the inﬁnite line
source model. Finally the back-calculation of the conductivity of the
ground is carried out and compared with the imposed one.
A realistic case study is ﬁnally investigated. It consists of a single
U-pipe embedded in a 100 m depth borehole. Firstly a 50000s
heating simulation is carried out in order to highlight the capabil-
ities of the model. The V-shape steady-state of the temperature
distribution is fast reached. Temperature distributions in cross-
sections of the grouting are shown to be non-uniform over the
main part of the borehole. The highest gradients of temperature are
particularly visible at its top. Therefore an explicit modelling of the
grouting is necessary if its thermo-mechanical behaviour is inves-
tigated. This is particularly important when there is a risk of freeze-
thaw damaging. For instance this is particularly important for en-
ergy piles.
The choice of the time step and the time integration scheme on
the error is further investigated. It is shown that the Crank-
Nicholson integration scheme leads to the lowest error for a
given time step. However oscillations are likely to appear if the time
step is chosen too high. On the contrary a fully implicit scheme
avoids the generation of oscillations. Whatever the time step, the
error is proven to decrease progressively and ﬁnally reach less than
1%.
The simulation of an alternating operation scheme is simulated
afterwards. A period of full operation of the BHE (heat extraction) is
systematically followed by a recovery period where the pump is
switched off. Results exhibit the superposition of a short-term
recoverable variation of temperature on a decreasing trend of the
temperature within the pipe, the grouting and the soil. The inﬂu-
ence of the cycles is limited to 50 cm around the centre of the
borehole while the long-term inﬂuence reaches 6 m after 50days of
simulation.
The inﬂuence of the operation scheme on the results is
considered. An identical amount of energy is extracted over a
varying operating period (8 h/12 h/16 h) while the recovery period
is equal to 16 h/12 h/8h. It is shown that the temperature at the end
of the recovery period is almost identical. However the minimum
temperature at the end of the heat extraction much more varies. If
the operation period is equal to 8 h, the ﬂuid temperature decreases
down to almost 270 K while it remains over 276 K if this period is
equal to 16 h.
A ﬁnal one-year simulation considering both annual and daily
variations in the power demand is ﬁnally run. It is shown that the
annual variation of the power is sufﬁcient to study the long term
and far-ﬁeld evolution of temperature within the soil. However
hourly simulations with daily variations of the power are necessary
if the thermo-mechanical behaviour of the grouting must be
investigated. Indeed, these variations may lead to non negligible
oscillations of the temperature around its trend.
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Appendix A. Force vectors
The out of balance equivalent nodal forces related to the pipe




































The exact solution of this equation is provided hereafter,
assuming that thermal properties do not depend on temperature
and using weighting and shape functions respectively deﬁned in
Eqs. (13)e(17),
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where ~T1 and ~T2 are the nodal temperatures on the pipe side and
~Tg1 and ~Tg2 are the nodal temperatures on the ground side. The out
of balance vector related to the ground nodes is deﬁned similarly
but only convective exchange matters. It is equal to
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Appendix B. Stiffness matrices
The elementary stiffness matrix (size 4  4)is decomposed into



















where the subscript p is related to the pipe unknowns ½~T1 ~T2T and
g to the ground unknowns ½~Tg1 ~Tg2T . These components are easily
obtained from Eqs. (A.2) and (A.3) such that,
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